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CHAPTER 1
INTRODUCTION

1-1. Purpose.

This manual establishes criteria and standards for
economic studies for projects in the military
construction program (MCP) and provides de-
tailed guidance for implementing these criteria.
This manual serves as an aid to design profes-
sionals in fulfilling their responsibility to base
decisions on sound economic studies, in accor-
dance with current policy.

1-2. Scope.

This manual has been developed as a complete,
self-contained document and includes all the infor-
mation needed to perform the economic studies
required for MCP projects. More specifically, this
manual contains:

— A full, detailed and unified presentation of
the criteria and standards that govern the
conduct of the life cycle cost (LCC)—based
economic studies required by Department of
Defense (DOD) and higher authorities for
MCP projects.

— Step-by-step instructions for performing life
cycle cost analyses (LCCA) and related calcu-
lations in response to current requirements.

— Numerous worked-out examples of the indi-
vidual calculations.

—Examples of complete life cycle cost analyses

— Tabular materials and sample worksheets de-
veloped to minimize the amount of calculation
involved in economic studies and to maximize
their effectiveness.

1-3. Background.

The design of a facility in the MCP may be
viewed as a series of decisions or choices among
alternative methods for satisfying functional re-
quirements. The design progresses as each of
these decisions is made and implemented—that is,
as particular design alternatives are selected for
use in the facility and incorporated into the
design. In general, the basis for selecting particu-
lar alternatives for implementation is minimum
life cycle cost.

a. Life cycle costs. The LCC for a facility (or
for a design alternative) is the sum of all the
costs that are expected to be incurred as the
facility (or the design alternative) performs its
function over a period of time. This sum is

sometimes referred to as the total cost of owner-
ship. It includes the costs of design, construction/
procurement, energy, maintenance, operation
(other than energy), repairs, alterations, and dis-
posal.

b. Advantages of using LCCs. The LCC of a
design alternative is the most complete indicator
of the expected cost of obtaining, utilizing, and
disposing of the alternative. Thus, LCCs provide
the most valid basis for comparing the costs of
completing design alternatives and for selecting
the feasible alternative with the lowest cost. In
addition, the LCC procedure permits careful con-
sideration of the use, cost, and conservation of
energy-an advantage particularly important in
the design of MCP facilities, where the achieve-
ment of significant reductions in energy consump-
tion is a statutory requirement.

c. Life cycle costs in economic studies. Life
cycle cost analysis is a systematic procedure for
measuring and comparing the LCC of two or
more design alternatives and selecting the most
cost effective one for implementation. The totality
of all life cycle cost analyses performed for a
particular MCP project, along with the related
overall management effort, is referred to in this
manual as the economic study for the project.

1-4. Cost data.

The objectives of this manual are satisfied in
large part by means of illustrative material,
which in most cases is presented in the form of
simulated case histories for MCP projects. These
simulated case histories were developed at the
beginning of calendar year 1982, and utilize cost
information that generally reflects market prices
and cost-growth projections of that timeframe.
(The differential escalation rates for fuel and
energy, for example, are taken from projections
developed by the Department of Energy for the
Federal Energy Management Program (FEMP),
Commercial Sector, and contained in the 1982
edition of the Code of Federal Regulations, in
accordance with standard practice throughout the
Department of Defense at that time.) In a num-
ber of cases, however, cost figures were con-
structed, or adjusted, primarily for instructional
advantages (i.e., to help make a point). It is
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important for the reader to recognize that the
simulated case histories presented herein were
developed primarily for the purpose of illustrating
the proper interpretation and the proper imple-
mentation of the criteria of chapter 2 and the
calculational procedures described in the other
chapters of this manual. They were not intended
to provide cost guidance for future life cycle cost
studies; nor were they intended to provide design
guidance for future life cycle cost studies on the
relative economic rankings of competing design
alternatives. Current market prices must be ob-
tained on a case-by-case basis at the time an
economic study is conducted, and cost-growth
projections must be obtained in accordance with
the provisions of chapter 2.

1-2
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1-5. References.

The following documents are referenced in this
manual:

Code of Federal Regulations (CFR) Title 10
(Energy) Part 436, Subpart A (10 CFR 436A)

Office of Management & Budget (OMB) Circu-
lar No. A-94, “Discount Rates to be Used in
Evaluating Time-Distributed Costs & Benefits”.

Department of Defense Construction Criteria
Manual DoD 4270.1-M.

Army Regulation AR 11-28, “Economic Analy-
sis and Program Evaluation for Resource Man-
agement”.

Environmental Protection Agency EPA Manual
430/9-78-009.



31 December 1986

T™M 5-802-1

CHAPTER 2
CRITERIA AND STANDARDS

2-1. Introduction.

This chapter establishes criteria and standards
for conducting LCC-based economic studies as an
integral part of the design of facilities in the
MCP. These criteria and standards apply to all
Headquarters, Department of Army (HQDA) ele-
ments and all field operating activities (FOASs)
having Army construction design responsibility.
They stem from requirements of three types:

Type 1. A basic requirement established by the
Department of Defense Construction Criteria
Manual (DoD 4270.1-M) for general design appli-
cations.

Type 2. Special requirements established by
statute or by executive order for specific design
applications such as energy-saving designs and
wastewater treatment facilities.

Type 3. Special requirements established within
the appropriate DoD headquarters office for one-
time or limited application. Economic studies
undertaken in response to requirements of type 1
are to be conducted in accordance with the
provisions of paragraph 2-2 below and are re-
ferred to herein as general economic studies.
Economic studies undertaken in response to re-
quirements of types 2 and 3 are to be conducted
in accordance with the provisions of paragraphs
2-3 through 2-6 below and are referred to as
special directed economic studies. The criteria and
standards for both general and special directed
economic studies are illustrated by example in
chapters 3 to 6 and appendix A, and implementa-
tion guidelines are presented in those chapters.
Any further clarification and any additional
guidelines that may be required may be obtained
by request, through normal channels, to HQDA
(DAEN-ECE-G), WASH DC 20314-1000.

a. General economic studies

(1) Requirements. DOD 4270.1-M specifies
that economic studies be conducted routinely as
part bf the design process for all military facili-
ties and that these studies consider the LCC of
the facilities. Moreover, the provisions of DOD
4270.1-M cover the evaluation of design alterna-
tives throughout the facilities acquisition pro-
cess—from early planning stages through con-
struction—and apply to both initial-design
decisions and design-modification decisions. Con-
sequently, LCC-based economic studies are re-
quired in support of pre-design studies, value

engineering activities, and preparations for major
construction modifications, as well as in support
of concept and final design.

(2) Objectives. The overall objective of a gen-
eral economic study is to determine the relative
economic rankings of all design alternatives under
consideration. For most design features, standard
practice calls for the designer to select the
alternative that is to be implemented; in such
cases the principal specific objective of the study
is to identify the one design alternative that
promises to be most economical for the applica-
tion at hand. For those design features where
standard practice calls for the construction con-
tractor to make the selection (from a list of
approved alternatives provided by the designer),
the principal specific objective of the study is to
identify the least economical of the various design
alternatives under consideration, so that they
may be proposed for deletion from the list of
options provided in the project documents, in
accordance with normal procedures for deviations.

(3) Basic criteria and standards. Basic crite-
ria and standards for the conduct of all economic
studies by and for the Department of Army are
contained in AR 11-28, Economic Analysis and
Program Evaluation for Resource Management.
This technical manual is consistent with AR
11-28 but is limited to the design of individual
MCP facilities.

b. Special directed economic studies.

(1) Requirements and sources. The broad,
general requirements for LCC studies may be
supplemented from time to time by special
economic-study requirements of more limited
scope. Such special study requirements generally
are either higher-authority requirements or
HQDA or Office of the Secretary of Defense
(intra-DOD) requirements.

—Higher-authority requirements are those
established by higher authority than the
Department of Defense—generally by
statute or executive order and generally
for government-wide or MCP-wide appli-
cation. Requirements of this type are
currently in effect with regard to energy-
conservation efforts—general efforts re-
quired for all new Federal facilities and
special efforts to make use of solar en-
ergy and other renewable energy sources

2-1
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that are required specifically for MCP
facilities—and the design of all new
wastewater treatment facilities. These re-
quirements, which are intended for per-
manent application, are addressed in
paragraphs 2-3 to 2-5.

—DOD requirements for special economic
studies are usually intended for only
one-time or limited application. Some are
limited to a single MCP project or to
several closely related projects in the
MCP. Others are limited to the projects
in a single program year. Such require-
ments are addressed in paragraph 2-6.

(2) Objectives. The objectives of special di-

rected economic studies generally depend on the
source.

— Studies directed by higher authority are
usually required to help insure the attain-
ment of a newly established national
goal, such as energy conservation or the
development of innovative wastewater
treatment technology.

— One-time or limited intra-DOD directed
studies may be required for various rea-
sons: to collect supporting data requested
by a congressional committee; to insure
that a certain type of study is conducted
for a particular project or project type; to
encourage consideration of a wide variety
of alternative designs for a design feature
that has been found to be a maintenance
and repair problem; to evaluate the effect
of a proposed change in criteria on the
design of a particular type of facility; and
S0 on.

(3) Criteria. The criteria and standards gov-
erning the conduct of special directed economic
studies are presented in paragraphs 2-3 to 2-6.

—Paragraphs 2-3 and 2-4 address the
special economic studies required by stat-
ute for energy conservation—i.e., for the
use of extraordinary energy-saving design
initiatives to conserve energy in new
Federal facilities. The focus in paragraph
2-3 is on those general efforts to con-
serve non-renewable forms of energy that
are required of all new Federal facilities.
The focus in paragraph 2-4 is on those
special efforts to utilize solar energy and
other renewable energy sources—in a pas-
sive as well as in active sense—that are
required specifically of MCP facilities.

—Paragraph 2-5 addresses special eco-
nomic studies for the application/im-
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plementation of innovative/alternative
wastewater treatment technology.

—Paragraph 2-6 addresses special intra-
DOD directed economic studies.

Each type of special study—-whether of higher
authority or DOD origin-is to be conducted as
described in this manual with one exception: It
will generally not be necessary to conduct a
completely new, full-scale special economic study
if the relative rankings of the various alternatives
under consideration have already been established
for similar design conditions, in accordance with
the appropriate governing criteria. In this circum-
stance, only two items will generally be required:
a simple analysis update that takes into account
all significant differences (in data, assumptions,
etc.) between the previous study and the present
study and a written record of the pertinent facts
and conclusions, supported by an appropriately
annotated copy of the documentation for the
previous study and prepared in accordance with
the provisions of paragraph 2-2d below.

2-2. General economic studies.

General economic studies are performed in re-
sponse to the requirements of DOD 4270.1-M.

a. Management considerations: Study scope
and coverage.

(1) Scope of study effort. The basic DOD
requirement for LCC-based general economic stud-
ies (para 2-la(l)) applies to all projects in the
MCP. However, the scope of the economic study
effort for each project will be determined individ-
ually, to insure the cost effectiveness of the study
effort itself.

(2) Coverage. In a few specific types of de-
sign situations, an LCCA is required regardless of
the cost-effectiveness potential of the study ef-
fort. These situations are as follows:

—Situations covered by special directives
and requirements, such as those ad-
dressed in paragraphs 2-3 to 2-6.

—Situations in which the decision among
design alternatives is heavily influenced
by factors other than long-term economy;
such factors may include strong user
preference for a particular alternative and
recommendations derived from value en-
gineering studies or other cost-reduction
initiatives.

—Situations that involve the consideration
of an innovative design-for example, a
design that is not provided for by current
criteria or one that is not normally select-
ed for the application being considered.



31 December 1986

In these particular situations, an LCCA will be
conducted unless the relative economic rankings
of the various alternatives under consideration
have already been established for similar design
conditions. In all other situations, LCCA coverage
will be determined primarily on the basis of cost
effectiveness. Experience has shown that an
LCCA of a design feature or facilities category
that meets one or more of the following condi-
tions is most likely to be cost effective in any
given situation:

—The feature or category is itself cost
intensive (i.e., high in LCC) relative to the
project being designed, in terms of either
initial construction/procurement costs or
continuing costs that are incurred after
the beneficial occupancy date (BOD)-
especially the latter. Post-BOD continu-
ing costs include fuel/energy, mainte-
nance, custodial, and repair costs.

—The leading design alternatives for the
feature or category are characterized by
cash flows that are fundamentally differ-
ent from each other (for example, one
alternative has high initial costs and low
post-BOD continuing costs, a second al-
ternative has low initial costs and high
post-BOD costs, and a third alternative
exhibits a cash-flow pattern intermediate
between the two).

—The feature or category is common to a
number of projects, so that the LCCA
results could be applied to several other
projects in the MCP.

Accordingly, except as noted below, the economic
study for all projects in the MCP will cover—as a
minimum-all design features and facilities cate-
gories that meet one or more of these conditions.

(3) Exceptions. An LCCA is not required for
a particular design feature if such analysis would
be responsive only to the general requirements of
DOD 4270.1-M and, in addition:

—It can be shown that the cost of the
LCCA is likely to exceed any saving that
could be achieved, even if the results of
the study proved to be clear-cut; or

—The relative economic rankings of the
various alternatives under consideration
have already been established for similar
design conditions; or

—The projected cost of studying the design
feature, when added to the cost of LC-
CAs already conducted or planned for
other design features of the same project,
would cause that total cost to exceed one
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percent of the programmed amount for
the project.

b. Life cycle cost analysis. The basic underly-
ing principles and the most commonly used
techniques of LCCA for facilities design are
described in detail in a variety of readily available
publications on the subjects of engineering eco-
nomics and LCCA. The basic criteria and stan-
dards that govern the application of these princi-
ples and techniques in response to the re-
quirements of DOD 4270.1-M are presented in
the subparagraphs that follow. Subparagraphs (1)
through (6) establish the general parameters for
the LCCA: the alternatives to be included in the
analysis for any given design feature, in sub-
paragraph (l); the basic analysis approach, in (2);
the timeframe for the analysis, in (3); the time
value of money to be used, in (4); the unit of
measurement or monetary standard, in (5); and
the form in which the results of the analysis are
to be expressed, in (6). Subparagraph (7) deals
with costs and other monetary considerations,
including the treatment of inflation and cost
growth, and subparagraph (8) deals with the
project calendar and other timing considerations.
The treatment of uncertainties is presented in
subparagraph (9). Subparagraph (10) provides an
overview of the key provisions of this paragraph.

(1) Design alternatives. All design alterna-
tives that are determined to be feasible for the
application at hand—and only those alterna-
tives—will be considered in each LCCA. A design
alternative is feasible for a particular application
if it satisfies at least the minimum established
requirements for the project and for the MCP as
a whole; these include functional requirements,
technical criteria, energy-conservation criteria,
standards for environmental quality, land use,
health, safety, security, and, where applicable,
budget constraints.

(2) Analysis approach. Current and future
cash flows will be combined, compared, and
analyzed utilizing the present-worth (PW) dis-
counting approach. The “present time” to which
all costs will be discounted is the date on which
the analysis period begins-the analysis base date
(see para 2-2 b(3)(a) below).

(3) Analysis period. The analysis period is
the period of time over which the LCC for each
design alternative is to be determined. The date
on which it begins is referred to herein as the
analysis base date (ABD) or simply the base date.
The date on which it ends is referred to herein as
the analysis end date (AED).

(a) Analysis base date. The ABD will be
taken to be the date of study (DOS), the date on
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which the study is actually performed, in accord-
ance with conventional practice.

(b) Analysis end date. The AED will be
taken as the calendar date on which the projected
economic life of the facility as a whole ends.
However, because DOD envisions the economic
life of most types of facilities and major facilities
components to end on the order of 25 years after
BOD for general planning purposes, projected
values of the AED in excess of 25 years beyond
the BOD must be justified in writing and for
most types of studies must be approved by
HQDA prior to use. Prior approval will not,
however, be required for those types of studies
for which the use of actual projected economic
lives is specifically authorized by HQDA. When
the economic life of any particular facility is
projected to end less than 25 years beyond the
BOD, the analysis period used for the LCC will
be the period of time between the DOS and the
date corresponding to the actual projected value
of the economic life.

(4) Time value of money. The time value of
money that will be used in all LCCAs is 10
percent per year. This rate, commonly referred to
as the discount rate, is to be used with either
standard interest formulas or tables to convert
current cash flows and future cash flows to a
common base for analysis. The prescribed annual
discount rate of 10 percent should be viewed as
the minimum “real” rate of return—i.e., the net
rate of return, over and above the rate of infla-
tion—to be achieved by public sector investments.
The Office of Management and Budget, at the
recommendation of the Joint Economic Commit-
tee of the Congress, has determined that with-
drawal of investment capital from the private
sector by taxation can be justified only when the
capital is used to finance public-sector invest-
ments for which the real rate of return is at least
equal to that achievable on the average in the
private sector (estimated to be 10 percent).

(5) Monetary standard. All costs—both those
initially established in accordance with the provi-
sions of paragraph (7)(b) below and those esca-
lated to the times they are actually incurred in
accordance with the provisions of paragraph (7)(c)
below—will be expressed in terms of constant
dollars that reflect the purchasing power of the
dollar on the ABD. Accordingly, the proper unit
of measurement for all costs and other monetary
considerations, the monetary standard for the
LCCA, is constant ABD dollars.

(6) Analysis results. The results of the LCCA
will be expressed as a set of net present worths—
one for each feasible alternative. The net PW (or
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net LCC) for an alternative is the difference
between the sum of the PWs of all costs that
would be incurred and the sum of the PWs of all
monetary benefits that would be derived, if that
alternative were implemented. Accordingly, the
results of the LCCA will consist of a set of net
PWs on the ABD, each expressed in constant
ABD dollars.

(7) Costs and other monetary considerations.
The LCCA must take into account, for each
design alternative, all the costs that would be
incurred and all the monetary benefits that would
be accrued throughout the analysis period as a
result of selecting that particular design alterna-
tive. Even costs (or benefits) that may not be
directly associated with some particular design
alternative must be included in the net cost
estimate for that alternative, so long as the costs
(or benefits) are attributable to that alternative.
For example, when an LCCA is conducted to
determine the most economical type of exterior
wall for a certain building, the costs associated
with heating and cooling the building over the
analysis period, and in many cases the original
cost of the heating-ventilating air conditioning
(HVAC) system, must be included in the net LCC
estimate for each wall type. Both the procure-
ment cost and the operating cost of the HVAC
system are attributable, at least in part, to the
type of wall selected.

(a) Types. As a general rule, relevance and
significance are the determining factors for in-
cluding particular costs or monetary benefits in
the analysis: A cost or benefit will be included if
it is relevant to the facility under design and the
design feature under analysis and its projected
magnitude is significant in comparison to other
relevant costs that are included in the LCCA. All
costs that are expected to be incurred throughout
the analysis period will at least be considered for
inclusion in the LCCA. Initial procurement costs,
energy and operating costs, and maintenance,
custodial, repair, and replacement costs will be
relevant and significant to almost all analyses.
The relevance and significance of other types of
costs (such as design and redesign costs, terminal
costs, downtime costs, and functional-use costs)
and of monetary benefits (such as salvage and
other forms of income, cost reductions, and mar-
ketable by-products) will have to be established
on a case-by-case basis. Sunk costs (costs in-
curred prior to the analysis base date) are not
relevant to LCCA results and will, therefore, not
be included in the analysis.

(b) Data sources. Construction and other
initial procurement costs will be determined in
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accordance with existing MCP cost engineering
criteria, guidance, and design practice, with two
exceptions: There will be no allowances for contin-
gencies or for supervision and administration
(S&A) costs, and all costs will be expressed in
terms of “ABD dollars” (and not in terms of
program year or construction year dollars). Oper-
ating costs associated with fuel/energy consump-
tion will be based on the results of an energy
analysis. Other types of operating costs, main-
tenance-type costs (i.e., maintenance, custodial
care, repair, and replacement costs), and other
costs of ownership, as well as the times at which
such costs are likely to be incurred, will be
determined on the basis of the best available
information at the time the LCCA is conducted.
In many cases, the type of information required
will be difficult to obtain from an independent
and reliable source, in a form that is useful to the
designer. As a result, the best available informa-
tion obtained from any single independent source
often will be no better than a “best guess.”
Consequently, the data used in the typical LCCA
will have to be *“constructed” from information
gleaned from a variety of sources. Possible
sources include the Directorate of Facilities Engi-
neering (DFE)/Directorate of Engineering and
Housing (DEH) staff, other facilities engineers,
technical consultants, colleagues and other design
professionals with previous experience in the area,
manufacturer/industry representatives and litera-
ture, handbooks, trade-journal articles, Govern-
ment publications, and technical articles, etc. The
sources most appropriate for any particular appli-
cation will have to be determined on a case-by-
case basis. Regardless of the data/information
sources actually used, all costs will be initially
estimated as if they were to be incurred on the
ABD, so that they are expressed in terms of
ABD dollars, in accordance with the provisions
above. Maintenance-type cost data that are con-
structed (rather than measured from historical
data) will be consistent with all applicable Engi-
neered Performance Standards and based on as-
sumed standards of performance, cleanliness, aes-
thetics, etc., that are the same for all alternatives
under consideration.

(c) Inflation and cost growth. The rate of
inflation of the economy as a whole will be
neglected in all LCC calculations. (The inflation
rate is irrelevant to the LCCA results, because all
cash flows are expressed in constant ABD dollars
and discounted according to a “real” rate of
return which reflects the time value of money
over and above inflation.) Accordingly, in project-
ing future costs, an allowance for cost growth will
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be made only for particular costs that are ex-
petted to change at rates greater than or less
than the general rate of inflation. In such a case,
the rates of cost growth used in the analysis will
be differential rates of growth-that is, the antici-
pated difference between the growth rate of each
particular cost and the general inflation rate. In
general, in the absence of reliable information to
the contrary, the differential rate of cost growth
will be assumed to be zero. In the case of fuels
and electricity, however, the differential rate of
cost growth should be that prescribed by HQDA
for general economic study applications.

(8) Project calendar and other timing consid-
erations.

(a) Project calendar. The timing of all
project events, i.e., the beginning, end, and mid-
point of construction, the BOD, the dates on
which cash flows occur, etc., will be based on the
actual calendar dates on which the events are
projected or scheduled to occur.

(b) Continuing costs. The present worth
approach to LCCA is a cash-flow approach, in
that in theory all costs are to be charged at the
time at which they are actually incurred. In
practice, the standard procedure is to accumulate
continuing costs of the same type over some
convenient period of time, and to charge all such
costs incurred during that period as a single lump
sum cost. Accordingly, all initial procurement
costs will be accumulated and charged as a single
lump sum cost, preferably at the time correspond-
ing to the midpoint of the construction/procure-
ment process. Similarly, all continuing costs of
the same type incurred after the construction/
procurement process is completed will be accumu-
lated on an annual basis, beginning at the BOD,
and charged as a series of single annual lump
sum costs, preferably at the middle of the year
(i.e., the first cost in the series charged six
months after the BOD).

(9) Uncertainties. The input data for an
LCCA are based on estimates rather than known
guantities and are, therefore, uncertain. They may
be uncertain as to the scope or quantity of things
(e.g., pounds of steel, manhours of labor), the unit
costs of things in the marketplace at the time the
costs will actually be incurred, and the timing of
cost (e.g., when a floor covering will require
replacement). The effects of uncertainties on the
results of an LCCA can be quite significant. They
may distort the results of the analysis or domi-
nate them so that one alternative may appear to
be lowest in net LCC under one set of reasonable
assumptions and highest in net LCC under an-
other equally reasonable set of assumptions. For
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these reasons, the need for uncertainty assess-
ment will be considered as part of every LCCA.

(a) Specific requirements. The decision as

to whether or not an uncertainty assessment is
required for any particular LCCA will depend on
a number of factors and so must be made on a
case-by-case basis. Among these factors are:
whether or not the LCCA results appear to be
clear-cut; whether or not the relative economic
rankings of the (apparently) top-ranked alterna-
tive and its nearest competitors could be affected
by the results of the assessment; whether or not
the LCCA results have to be approved by higher
Command authority prior to implementation; and
whether or not the LCCA results are likely to be
controversial (as are deviations from criteria,
changes from common practice, rejections of spe-
cial user preferences, and significantly greater
initial cost requirements that result in only mar-
ginal LCC savings). In general, an uncertainty
assessment need not be performed if either of the
following conditions applies:

—The relative economic rankings of the
(apparently) top-ranked alternative and
its nearest competitors cannot be affected
by the results of the assessment.

—The LCCA results appear to be clear-
cut—either clearly conclusive or clearly
inconclusive—in advance.

In addition, even if the LCCA results appear not
to be clear-cut-i. e., not clearly conclusive and not
clearly inconclusive (especially the latter)—an un-
certainty assessment is not considered necessary,
provided the design decision is a routine one (i.e.,
one which may be implemented locally, without
the need for higher-authority approval), and is
one that is unlikely to be controversial when
implemented.
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(b) Approaches. Of the two leading ap-
proaches to uncertainty assessment, the probabi-
listic approach is the more direct and the more
generally applicable for MCP designs, and it
should be used whenever appropriate. Since the
rigorous probabilistic approach is too complex for
routine use, reasonable approximations to that
approach are preferred for MCP design applica-
tions. The other leading approach to uncertainty
assessment, the sensitivity y approach, may be
used in any situation in which the approach is
valid; however, in all cases in which the probabi-
listic approach and the sensitivity approach are
both valid, the probabilistic approach is to be
preferred. In those situations where neither the
probabilistic approach nor the sensitivity ap-
proach can be considered to be valid, uncertainty
assessment may be accomplished by means of
any common-sense heuristic approach—preferably
one based on either the probabilistic or the sensi-
tivity approach, or on some combination of the
two.

(10) Summary. An overview of these provi-
sions is provided in table 2-1, both for general
summary purposes and for convenience in com-
paring these provisions with the corresponding
provisions for special directed economic studies.
The key provisions are as follows:

—Standard PW discounting (10 percent per

OMB A-94; DOS base date).

—Costs measured in constant dollars (DOS

dollars).

—Analysis period through economic life of

facility (Limit: 25 years beyond BOD).

—Real future price level changes.

—No substantive artificialities (real project

calendar; actual market prices).

Table 2-1. LCCA criteria overview: general economic studies for MCP designs

Category Provisions
BASIC CONSIDERATIONS
-Time value of money basis Net terms

—Cost measurement basis

METHODOLOGY FEATURES
-Scope of costs & benefits
—Cash flows
—-Common time
-Uncertainties
-Special  credits/penalties None
—Results

DATA & PARAMETERS
-Discount Rate
—-Base Date
—Analysis period
—Inflation & cost growth
*US economy NA

Base date

10% net
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Net LCC (PW)

Date of study
Base date through economic life or 25 years from BOD (whichever is less)

Constant dollars (base date)

Dollar guantifiable, all attributable
Conventional (mid-year accumulation of frequently recurring costs)

Assessment required when critical to economic ranking order
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Table 2-1. LCCA criteria overview: general economic studies for MCP designs—Continued

Provisions

Per HQDA

Category

"Energy (avg. annual A )

’Non-energy (avg. annual A )
—Cost figures basis

“Energy

Actual projections; 0% if uncertain

Actual prices (base date)

“Other Actual prices (base date)

-Project calendar

¢. Economic ranking of alternatives.

(1) General principles. The alternative with
the lowest calculated net LCC will be ranked
most economical; the alternative with the next
lowest net LCC will be ranked second; and so on,
down to the alternative with the highest net LCC,
which will be ranked least economical. If any
alternatives are determined to have comparable
net LCCs—either because their calculated net
LCCs are essentially equal or because the uncer-
tainties associated with the analysis are found to
be sufficiently large to render apparent net LCC
differences inconclusive-then their relative rank-
ings will be based on a combination of energy-
conservation and initial procurement cost consid-
erations, as outlined below. For those situations
in which the LCCA results appear not to be clear
cut, the criteria for judging whether apparent net
LCC differences are conclusive or inconclusive—
and, hence, whether the LCCA results are conclu-
sive or inconclusive—are as follows;

—A positive net LCC difference between
two alternatives is conclusive if it can be
shown that the probability of that differ-
ence exceeding zero is no less than 0.60.

—A positive net LCC difference between
two alternatives is inconclusive if it can
be shown that the probability of that
difference exceeding zero is no greater
than 0.55.

Finally, in the absence of net LCC determina-
tions—either because an LCCA has not been
conducted or because one has been conducted, but
not in strict accordance with the criteria con-
tained herein (e.g., it was not based on the best
information available at the time) —design alterna-
tives will be given economic rankings based solely
on initial procurement cost considerations.

(2) Tie-breaking. If two design alternatives
have comparable net LCCs, and it can be demon-
strated with a high degree of confidence that one
of these alternatives satisfies any of the following
conditions, then that alternative will be assigned
the higher relative ranking:

—It will be less expensive in terms of
initial procurement costs and will con-
sume no more fuel/lenergy per year; or

Actual projected timing

—It will consume less fuel/energy per year
and will be no more expensive in terms of
initial procurement costs; or

—It will consume at least 15 percent less
fuel/energy per year and will not be more
t han 15 percent more expensive in terms
of initial procurement costs; or

—It will be at least 15 percent less expen-
sive in terms of initial procurement costs
and will consume no more than 15 per-
cent more fuel/energy per year.

When the two alternatives are of different
fuel/energy types, quantities of fuel or energy
consumed annually will be determined in Btu
equivalents, measured at the source, in accor-
dance with standard practice within the Depart-
ment of Defense for measuring energy savings. If
none of these conditions is satisfied, then the two
alternatives will be assigned the same ranking. In
those cases when two or more of the alternatives
considered for any design feature are tied for the
highest ranking, selection will be based on the
designer’'s judgement as to which of the alterna-
tives tied for the top ranking represents the best
overall choice—in terms of initial cost, energy
consumption, and life cycle cost—for the applica-
tion at hand.

d. Management considerations. Documentation
and distribution

(1) Basic requirement. A written record will
be provided for every economic study, regardless
of the size of the project and the conclusiveness
of the results. The written record will be made a
part of the design documentation and included in
the project file.

(2) Content. The specific areas covered in the
documentation will depend to a large extent on
the nature of the study—for example, the type
and scope of the project and the design feature(s)
analyzed. For this reason, the coverage will have
to be determined on a case-by-case basis. Every
written record will, however, include and high-
light the major technical and administrative les-
sons learned. The documentation should describe
in essence what was done and how it was done,
what information and data were used and their
source, and the principal findings or results. The
written record should be complete enough to
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stand alone as a project document; it should be
comprehensible to an audience that is not familiar
with either the study itself or the MCP project
for which the study was performed.

(3) Distribution. There is no general require-
ment regarding the distribution of the written
records of economic studies. Rather, the desirabil-
ity of distributing such material should be deter-
mined at the conclusion of each study. Distribu-
tion among the appropriate design professionals
within the organization-for the purpose of ex-
changing information and data—is considered to
be good professional practice and is encouraged in
all cases. Written records are likely to be of
interest or use relative to other MCP projects if
they document significant or unusual findings,
design decisions that represent changes from
common practice, deficiencies in current criteria,
significantly improved procedures, and so on.
Such records should be brought to the attention
of appropriate elements of higher authority within
the Command, including HQDA where appropri-
ate, for possible dissemination to other FOAs
and/or other appropriate Command action.

2-3. Special energy-conservation stud-
ies—non-renewable resources.

Special economic studies required by statute for
energy conservation—i.e., for the use of extraordi-
nary energy-saving design initiatives to conserve
energy in new Federal facilities— are addressed in
part below and in part in paragraph 2-4. As
indicated in paragraph 2-1 b (3) above, the focus
in this paragraph is on those general efforts to
conserve non-renewable forms of energy that are
required of all new Federal facilities.

a. Management consideration. Study scope and
coverage.

(1) Requirement. It is a statutory require-
ment that the selection of an energy-saving
design (or design feature) for any new Federal
facility be supported by the results of a special
LCC-based economic study—one conducted in ac-
cordance with standard procedures and criteria
specifically developed for this purpose under the
FEMP. The criteria and standards presented
throughout this paragraph are based on, and are
completely compatible with, the criteria and stan-
dards which have been developed for the FEMP
and (in accordance with the provisions of statute)
included in the Code of Federal Regulations
(CFR)-Title 10 (Energy), Part 436, Subpart A (10
CFR 436A). (The designations FEMP and 10 CFR
436A are used interchangeably herein.) It is
important for the analyst to realize, however, that
the nature of the FEMP material is such that it
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requires periodic modifications and updating. This
is particularly true for DOE projects of fuel-and-
energy price-level changes (see paragraph 2-3b(7)

below) and the analysis base date upon which

these projections are based (see paragraph 2-3b(3)
below) —criteria which DOE may be expected to
update as frequently as once a year (perhaps
more frequently). It is the specific FEMP criteria
in effect at the time each study is initiated (or
contracted for) that governs the conduct of that
study. Up-to-date information ‘on the DOE fuel-
and-energy price-level projections and on all other
aspects of the FEMP criteria that are current and
in effect at any given time is available by
request, through normal channels, to HQDA
(DAEN-ECE-G), WASH, DC 20314-1000.

(2) Application. The statutory requirement—
which is applicable to all energy-consuming ele-
ments of a facility, whether energized (eg., chill-
ers) or non-energized (e.g., exterior walls) -is con-
sidered to be limited to extraordinary energy-
saving design initiatives. That is, it is considered
to be applicable only to those special design
situations where one or more of the design
alternatives under consideration are being consid-
ered primarily for the extraordinary energy-saving
potential that they offer in comparison with the
more “conventional” energy-saving design alter-
natives that are already provided for by current
general-purpose DOD/DA design criteria. In other
words, the statutory requirement is applicable to
special design situations devoted to energy con-
servation, where one (or more) of the design
alternatives under consideration in an LCCA
represents an extraordinary energy-saving design
initiative (i.e., one not provided for by current
criteria, or provided for, but only by special
criteria developed specifically for purposes of
energy conservation). On the other hand, the
special statutory requirement does not apply to
routine design-tradeoff decisions, in which the
only types of alternatives considered in the LCCA
are those provided for by current general-purpose
criteria. (In such cases, the criteria of paragraph
2-2 above govern.)

b. Life cycle cost analysis. The criteria and
standards prescribed in the FEMP for LCCAs
conducted in support of extraordinary energy-
saving design initiatives are presented in the
subparagraphs that follow. Subparagraphs (1)
through (6) establish the general parameters for
the LCCA: the alternatives to be included in the
analysis for any given design feature, in
subparagraph (1); the basic analysis approach, in
(2); the time frame for the analysis, in (3); the
time value of money to be used, in (4); the unit of
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measurement or monetary standard, in (5); and
the form in which the results of the analysis are
to be expressed in (6). Subparagraph (7) deals
with costs and other monetary considerations,
including the treatment of inflation and cost
growth, and subparagraph (8) deals with the
project calendar and other timing considerations.
The treatment of uncertainties is presented in
subparagraph (9). Subparagraph (10) provides an
overview of the key provisions of this paragraph.
(It will be seen that these criteria and standards
are the same as those presented in paragraph
2-4b  below—i.e., those for special energy-con-
servation studies that focus on the utilization of
renewable energy resources.)

(1) Design alternatives. The design alterna-
tives considered in an LCCA that is conducted in
response to—or in conformance with— statutory
requirements for energy conservation must in-
clude at least one extraordinary energy-saving
design determined to be feasible for the applica-
tion at hand and at least one feasible * ‘conven-
tional” design. In the typical situation, one to
three energy-saving designs are considered, along
with one “conventional” design-generally the
“pbest” one, the one found to be most economical
(i.e., highest ranked), in accordance with the
provisions of paragraph 2-2 above. (Accordingly,
the “conventional” design alternative is often
referred to, and treated as, the “baseline alterna-
tive,” against which the various energy-saving
alternatives are compared.) The criteria normally
used to establish the feasibility of an alternative
for a particular design application can be found in
paragraph 2-2b(l) above. These criteria apply in
energy-conservation LCCAs as well, except that—
in the case of an extraordinary energy-saving
design initiative—feasibility generally may not be
denied either on the basis of budget constraints
(i.e., the CWE will exceed the programed amount,
if the design in question is implemented) or on
the basis of criteria limitations (i.e., the design is
not provided for by current DOD/DA criteria), or
both. Such a design, so long as it is judged to be
feasible in all other respects, may generally be
rejected only on economic grounds, in accordance
with the provisions of statute. It should be noted
that the types of energy-saving designs included
in the LCCA need not be limited to the types
addressed in this paragraph-i. e., those utilizing
non-renewable forms of energy (primarily). Should
the designer find it convenient and desirable to
do so in any particular case, one or more alterna-
tives of the types addressed in paragraph 2-4
could be included as well.

TM 5-802-1

(2) Analysis approach. Current and future
cash flows will be combined, compared, and
analyzed using the present-worth (PW) discount-
ing approach. The present time to which all costs
will be discounted is the date on which the
analysis period begins-the analysis base date
(see para 2-3 b(3)(a) below).

(3) Analysis period. The analysis period is
the period of time over which the LCC for each
design alternative is to be determined. The date
on which it begins is referred to herein as the
analysis base date (ABD) or simply the base date.
The date on which it ends is referred to herein as
the analysis end date (AED).

(a) Analysis base date. The date to be used
as the base date for the analysis is specified by
the FEMP criteria and is included in 10 CFR
436A. This date is, however, subject to periodic
updating, and it is the specific date prescribed for
the FEMP at the time the study is initiated (or
contracted for) that is to be used in each case as
indicated in paragraph 2-3a(l) above. (The date
specified by the FEMP criteria as the base date
for the analysis-i. e., the first day of the base
year-corresponds to the effective date of the
fuel/lenergy prices cited in the criteria, and so in
updated each time the FE MP-based fuel/energy
prices are updated.)

(b) Analysis end date. The analysis period
extends from the base date over a period of time
that constitutes the projected economic life of the
facility as a whole or 25 years, whichever is less.
Accordingly, the AED will follow the base date
by an amount of time equal to the economic life
of the facility or 25 years, whichever is less.

(4) Time value of money. The time value of
money will be taken as 7 percent per year. This
rate, commonly referred to as the discount rate, is
to be used with either standard interest formulas
or tables to convert current and future cash flows
to a common base for analysis. The prescribed
annual discount rate of 7 percent should be
viewed as the minimum “real” rate of return—i.e.,
the net rate of return, over and above the rate of
inflation-to be achieved by public-sector invest-
ments for energy conservation.

(5) Monetary standard. The provisions of
paragraph 2-2b(5) apply without exception.

(6) Analysis results. The provisions of para-
graph 2-2b(6) apply without exception.

(7) Costs and other monetary considerations.
The provisions of paragraph 2-2b ( 7) apply, with
the following exceptions:

— Data sources. In accordance with the

provision of statute, all fuel/energy costs
eventually are to be expressed in terms of
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“marginal” costs, as defined by the
FEMP criteria, rather than in terms of
actual market prices. However, until such
time as marginal costs can be defined,
developed, and published in the Federal
Register for implementation by all Fed-
eral agencies, the interim approach pre-
scribed by 10 CFR 436A will be used.
The interim approach consists of two
parts: One part prescribes that the actual
market prices be used when the average
annual costs of fuellenergy are estimated
initially, and that the market prices will
be those in effect on the base date. The
other part prescribes that a 10 percent
credit will be applied to all energy-
conservation investments, to compensate
for the fact that marginal fuel prices are
not being used. (The proper way to apply
the prescribed investment credit is to
consider the initial investment cost of
each alternative, for purposes of the anal-
ysis, to be 90 percent of the dollar cost
amount actually estimated. This approach
gives the desired effect.)

— Data sources. The nature of the FEMP-
prescribed base date is such that the date
on which the study is conducted will
nearly always occur at some time later
than the base date. In those situations
where the time between the ABD (i.e.,
the most current prescribped ABD) and
the DOS is substantial, and where—
because of this—the designer/analyst
would experience considerable difficulty
in obtaining market prices in effect on
the ABD, as required, the designer/
analyst may use DOS market prices in-
stead of ABD market prices in determin-
ing cost estimates initially (i.e., prior to
escalation and discounting). Two condi-
tions will be satisfied whenever this ap-
proximation is used, however: (1) DOS
market prices will be used as the basis
for all cost determinations in the particu-
lar LCCA, and (2) the DOS-based costs
will be treated in the analysis as if
they were in fact ABD-based costs—
i.e., as if they in fact reflected the pur-
chasing power of the dollar on the base
date.

—Inflation and cost growth. In the case of
fuels and electricity, the differential rate
of cost growth will be the rate prescribed
for the FEMP for the DOE Region in
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which the project is located at the time
the study is initiated (or contracted for)
as indicated in paragraph 2-3a(l) above.
(The DOE Regions are shown in appendix
C.) For all items other than fuels and
electricity, the differential rate of cost
growth will be assumed to be zero.

(8) Project calendar and other timing consid-
erations.

(a) Project calendar. The timing of all
project events will be measured relative to the
analysis base date (i.e., the ABD as determined in
accordance with the provisions of paragraph
2-3 b(3)(a) above). The beneficial occupancy date
(BOD) will be presumed to be the ABD for
purposes of the analysis. All events that are
projected to occur between the DOS and the
actual BOD—e.g., design and construction—will
be presumed for purposes of the analysis to have
occured on the ABD. The dates of occurrence of
all events that are projected to occur after the
actual BOD—e.g., cash flows associated with
fuel/lenergy and maintenance-and-repair (M&R) ac-
tions—will be presumed for purposes of the analy-
sis to be those dates on which they would have
ocurred had the BOD in fact occurred on the
prescribed base date. (For example, a cash flow
that is projected to occur 5 years after the actual
BOD will be presumed for purposes of the
analysis to occur 5 years after the prescribed base
date.)

(b) Continuing costs. The provisions of
paragraph 2-2b(8)(b) apply, with one exception:
The series of annual lump sum costs used to
represent post-BOD continuing costs will be
charged at the end of the year. (The single lump
sum cost that represents all initial procurement
costs is charged on the base date, since the
midpoint of the construction/procurement pro-
cess—according to the provisions of paragraph
2-3b)(8)(a) above—is to be presumed to have
occurred on the base date.)

(9) Uncertainties. Assessment of the effects
of uncertainty on the results of the analysis is
not required. However, such an assessment is
permitted by the provisions of the FEMP criteria
for uncertainties associated with the cost data
(but not those associated with cost timing), pro-
vided that the assessment is made by means of a
sensitivity analysis.

(10) Summary. An overview of the provisions
of paragraph 2-3b is provided in table 2-2, both
for general summary purposes and for conve-
nience in comparing these provisions with the
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corresponding provisions for general economic
studies. The key provisions of paragraph 2-3b are
as follows:
— Standard PW discounting (7 percent; spe-
cial standardized base date).
— Costs measured in constant dollars (base
date dollars).
— Analysis period through economic life of
facility (limit: 25 years beyond BOD).

T™™M 5-802-1

— Real future price level changes (fuel/
energy only).

— Several substantive artificialities (e.g.:
standardized project calendar; 10 percent
investment credit/marginal fuel costs;

— 3 percent discount “credit”; differential-
escalation restriction for non-energy cost
elements; and uncertainty-assessment re-
striation).

Table 2-2. LCCA criteria overview: special energy-conservation studies

Category Provisions
BASIC CONSIDERATIONS
-Time value of money basis Net terms

—Cost measurement basis

METHODOLOGY FEATURES
-Scope of costs & benefits
—Cash flows

date
—Common Time Base date

—Uncertainties

—Special  credits/penalties

—Results

DATA & PARAMETERS
-Discount rate
—Base date
—Analysis period
—Inflation & cost growth

Net LCC (PW)

7% net
Per HQDA

*US economy NA
°Energy (avg. annual A ) Per HQDA
’Non-energy (avg. annual A ) 0%

—Cost figures basis
*Energy

"Other
—Project time parameters

* Interim provisions—see paragraph 2-3h(7)

¢. Economic ranking of alternatives.

(1) General principles. The alternative with
the lowest calculated net LCC will be ranked
most economical; the alternative with the next
lowest net LCC will be ranked second; and so on,
down to the alternative with the highest net LCC,
which will be ranked least economical. If any
alternatives are determined to have equal or very
nearly equal net LCCs, then those alternatives
will be assigned the same ranking. It is a
statutory requirement that the alternative deter-
mined to be most economical be incorporated into
the facility in all cases.

(2) Tie-breaking. There is no FEMP-pre-
scribed tie-breaking procedure for alternatives
with equal or very nearly equal net LCCs. Accord-
ingly, in those cases when two or more alterna-
tives are tied for the highest ranking, selection
will be based on the designer's judgment as to
which of the alternatives tied for the top ranking
represents the best overall choice—in terms of

Constant dollars (base date)

Dollar quantifiable only
Post-BOD: conventional (end-of-year accumulation of all costs) Pre-BOD: on base

Assessment not required; sensitivity study permitted, but on cost data only
10% investment credit for energy-saving designs*

Economic life, not to exceed 25 years

Actual prices (base date)*
Actual prices (base date)
Artificial keyed to base date

initial cost as well as energy consumption—for
the application at hand.

d. Management consideration. Documentation
and distribution. The provisions of paragraph
2-2d apply without exception.

2-4. Special energy-conservation stud-
ies—renewable resources.

Special economic studies required by statute for
energy conservation—i.e., for the use of extra-
ordinary energy-saving design initiatives to con-
serve energy in new Federal facilities-are ad-
dressed in part below and in part in paragraph
2-3. As indicated in paragraph 2-1b(3) above,
the focus in this paragraph is on those special
efforts to utilize solar energy and other renewable
energy sources—in a passive as well as in active
sense—that are required specifically of MCP facil-
ities.

a. Management considerations. Study scope
and coverage.
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(1) Requirement. It is a statutory require-
ment that design initiatives based on the use of
solar energy or other renewable forms of energy
be considered for all MCP facilities where such
designs have the potential to save fossil-fuel-
derived energy. In each case, the decision to
select or reject such an energy-saving design,
whether active or passive (or hybrid) in nature,
must be based on the results of a special LCC-
based economic study—one conducted in accor-
dance with standard procedures and criteria de-
veloped for this purpose under the Federal
Energy Management Program (FEMP), except
where specifically modified for MCP applications
by the provisions of statute. The criteria and
standards presented throughout this paragraph
are based on, and are completely compatible with,
the criteria and standards which have been devel-
oped for the FEMP, and (in accordance with the
provisions of statute) included in 10 CFR 436A.
(The designations FEMP and 10 CFR 436A are
used interchangeably herein.) It is important for
the analyst to realize that the nature of the
FEMP material is such that it requires periodic
modifications and updating and to understand the
implications thereof (see paragraph 2-3a(1)
above).

(2) Application. The statutory requirement
applies to all projects in the MCP and-within
those projects—to all design features that use
significant amounts of fossil-fuel-derived energy.

b. Life cycle cost analysis. The criteria and
standards prescribed in the FEMP for LCCAs
conducted in support of extraordinary energy-
saving design initiatives were presented in para-
graph 2-3b above (and are not repeated here). In
an LCCA conducted to be responsive solely to the
special statutory requirement for energy conser-
vation in MCP facilities (i.e., energy conservation
by means of utilization of renewable resources),
the design alternatives considered must include at
least one feasible design concept that is essen-
tially based on the utilization of a renewable
energy resource, and at least one feasible design
concept that does not utilize a renewable energy
resource in any substantial way (i.e., it uses
fossil-fuel-derived energy only). The typical LCCA
considers one design of each type—(1) the
“pbaseline alternative,” generally the most eco-
nomical design (for the application at hand) not
utilizing a renewable energy resource, and (2) the
proposed energy-saving design, based on the utili-
zation of a renewable energy resource, which is
evaluated economically in comparison with the
“pbaseline.” In any particular case, the “best” of
the designs not making use of a renewable energy
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resource may turn out to be a “conventional”
design, or it may turn out to be an extraordinary
energy-saving design found to rank higher eco-
nomically than any of the “conventional” design
alternatives. It is important to note that, in the
course of studying the possibilities for energy
conservation in the design of an MCP facility, the
designer need not necessarily treat the LCCA
addressed in this paragraph and the LCCA ad-
dressed in paragraph 2-3b above as separate
LCCAs. The two LCCAs may be combined into a
single LCCA—without violating any of the provi-
sions of statute—should the designer find it
convenient and desirable to do so for the particu-
lar project at hand.

¢. Economic ranking of alternatives. For all
energy-conservation studies for which no special
ranking requirements over and above those
FEMP have been imposed, either by the Congress
or by any higher level of authority within the
executive branch, the economic ranking of the
alternatives in the LCCA may be determined and
reported either in absolute terms or in relative
terms, whichever is considered to be more appro-
priate or preferable for the situation at hand.
Generally, absolute rankings-those established
on the basis of the life cycle costs (and benefits)
of the individual alternatives themselves— are con-
sidered to be more appropriate and preferable for
the design-type LCCA (i.e., the tradeoff analysis,
where all the alternatives under consideration are
in competition for a single application, and only
one—the most economical one—will be selected).
Similarly, relative rankings--those established rel-
ative to some “baseline alternative, ” in terms of
the cost-and-benefit advantages (or disadvan-
tages) of each of the other alternatives in compar-
ison with the baseline alternative-are generally
considered to be more appropriate and preferable
for the investment-type LCCA (i.e., the incremen-
tal analysis, where the proposed investment op-
portunities are evaluated in comparison with a
given situation, in order to determine the eco-
nomic feasibility of each, regardless of whether
the various investment alternatives are mutually
exclusive or not). These are not hard-and-fast
rules, however, and either approach may be used
for any given application. The net LCC is the
traditional ranking measure for the absolute-
ranking approach, and it will be used whenever
the absolute-ranking approach is selected. Al-
though there are several ranking measures in
common use in conjunction with the relative-
ranking approach—e.g., the LCC savings to be
provided, the savings-to-investment ratio (SIR),
and the discounted payback period (DPP)—the



31 December 1986

LCC-savings measure will be used whenever this
approach is selected. (One or more of the other
ranking measures may be used in any particular
design situation—and will be, in all cases where
there is a specific special requirement to do so—
but the use of those measures will always be in
addition to, and not in place of, the LCC-savings
measure.) The economic ranking criteria that will
be used in conjunction with the absolute-ranking
approach are those cited in paragraph 2-3c above;
the criteria that will be used in conjunction with
the relative-ranking approach are presented be-
low. It will be seen that the provisions of the two
sets of criteria are conceptually identical-i. e.,
differences exist only in terms of the prescribed
format in which the data are to be calculated and
presented—so that the rankings of the alterna-
tives considered will always be the same, regard-
less of which approach is used. In other words,
since all four of the ranking measures addressed
above (the three types under the relative-ranking
approach—LCC savings, SIR, and DPP—and the
net LCC for the absolute-ranking approach) are
interdependent in all cases, ranking by any one of
them is tantamount to ranking by all four.

(1) Ranking measures. The basic ranking
measure for the relative-ranking approach is the
LCC-savings measure. The LCC savings—which
refers to the savings in net LCC, expressed in
PW terms, which will be achieved by the facility
in question if the proposed energy-saving design
is adopted—will be determined directly from the
results of the LCCA, by algebraically subtracting
the LCC (PW) of the proposed energy-saving
design from the LCC (PW) of the baseline alterna-
tive (i.e.,, the most economical design not making
use of a renewable energy resource). Other leading
ranking measures for the relative-ranking ap-
proach are the SIR and the DPP, both of which
require some additional calculations beyond those
of the LCCA. The numerator of the SIR will be
determined by algebraically subtracting the PWs
of all operating-and maintenance-type costs (in-
cluding fuel/energy costs) of the energy-saving
design from those of the baseline design. The
denominator of the SIR will be determined by
algebraically subtracting the PWs of all capital
costs (including initial investment costs, major
replacement costs, net terminal costs—i.e., demoli-
tion and disposal costs less salvage value-and so
on) that are attributable to the baseline design
from those attributable to the energy-saving de-
sign. The DPP will be determined as that period
of time (measured in years from the BOD) which,
if selected as the analysis period for the LCCA,
would result in an LCC (PW) savings of zero. The
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LCC-savings measure will be evaluated and docu-
mented whenever the relative-ranking approach is
selected for use. The SIR and/or DPP measures
will be evaluated and documented only in re-
sponse to specific requirements for such informa-
tion in certain special cases (e.g., the Congres-
sional requirement for MCP facilities, established
around 1980, that all three of the ranking mea-
sures addressed herein be evaluated and docu-
mented for all economic-feasibility LCCAs involv-
ing an active solar-energy system).

(2) General principles. The energy-saving de-
sign will be considered cost effective (in compari-
son with the baseline design) when the LCC (PW)
savings is greater than zero and not cost effective
when the LCC (PW) savings is less than zero.
When the LCC (PW) savings is equal to zero, or
very nearly equal to zero, the energy-saving
design will be considered neither cost effective
nor not cost effective. In terms of the other two
ranking measures: the energy-saving design is
cost effective when the SIR is greater than one or
when the DPP—rounded up to the next whole
number of years—is less than the analysis period
of the LCCA (i.e., the criteria-based value of the
analysis period, selected in accordance with the
provisions of paragraph 2-3b(3) above); the
energy-saving design is not cost effective when
the SIR is less than one or when the DPP is
greater than the criteria-based value of the analy-
sis period; and, when the SIR is equal to one, or
very nearly equal to one, or when the DPP is
equal to, or very nearly equal to, the criteria-
based value of the analysis period, the energy-
saving design is neither cost effective nor not
cost effective. Whenever the energy-saving design
is determined to be cost effective, it must be
incorporated into the design of the facility, or the
facility may not be built, in accordance with the
provisions of statute; conversely, when the
energy-saving design is found to be not cost
effective, it may not be incorporated into the
design of the facility. (It should be clear (@) that
the facility with the energy-saving design is more
economical than the facility without the energy
saving design (i.e., the baseline design) when the
energy-saving design is determined to be cost
effective, less economical when the energy-saving
design is determined to be not cost effective, and
as economical when the energy-saving design is
determined to be neither cost effective nor not
cost effective, and-accordingly-(b) that the gen-
eral principles cited are identical in concept to
those of paragraph 2-3c(1) above.)

(3) Tie-breaking procedure. There is no statu-
torily prescribed procedure for those cases in
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which the energy-saving design is determined to
be neither cost effective, nor not cost effective.
Accordingly, in such cases, the decision concern-
ing whether or not the energy-saving design
should be incorporated into the design of the
facility will be based on the designer's judgment
as to the better overall choice for the particular
application at hand, all things considered (i.e., life
cycle costs, initial costs, energy consumption,
etc. )

d. Management considerations. Documentation
and distribution. The provisions paragraph 2-2d
apply without exception.

2-5. Special studies for innovative/al-
ternative wastewater treatment tech-
nology.

a. Management considerations. Study scope
and coverage. It is a statutory requirement that
all new Federal wastewater treatment facilities
make use of innovative or alternative treatment
processes and techniques (such as recycle and
reuse techniques and land treatment) unless the
LCC of the innovative/alternative treatment facil-
ity exceeds the LCC of the most cost effective
conventional facility by more than 15 percent.
The requirement is considered to apply to all new
construction of such facilities, unless a waiver is
granted according to the provisions of the stat-
ute.

b. Life cycle cost analysis. In accordance with
the provisions of statute, at least one of the
wastewater treatment concepts to be evaluated in
the LCCA should qualify as an option that uses
innovative or alternative treatment processes and
techniques. Furthermore, no such innovative/
alternative treatment facility may be rejected
from consideration (i.e., considered not feasible for
the application at hand) solely on the basis of
budget constraints. Subject to these two restric-
tions, the provisions of paragraph 2-2b apply
without exception.

¢. Economic ranking of alternatives. All con-
ventional treatment concepts included in the
analysis will be ranked in accordance with the
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provisions of paragraph 2-2c. If two or more
innovative/alternative treatment concepts are in-
cluded in the analysis, these will be ranked solely
on the basis of their LCCs: i.e., the in-

novative/alternative treatment concept with the

lowest net LCC will be ranked the most economi-
cal, the concept with the next lowest net LCC will
be ranked second, and so on. Finally, the net LCC
of the top-ranked innovative/alternative treatment
works will be compared with an amount equal to
115 percent of the net LCC of the top-ranked
conventional option. If the net LCC of the in-
novative/alternative facility exceeds that amount,
then the conventional wastewater treatment op-
tion will be ranked higher and selected. If, on the
other hand, the net LCC of the innovative/alterna-
tive option is either equal to or less than that
amount, then the innovative/alternative facility
ranks higher and must be selected by law.

d. Management considerations. Documentation
and distribution. The provisions of paragraph
2-2d apply without exception.

2-6. Special intra-DOD directed eco-

nomic studies.

a. Management considerations. Study scope
and coverage. Requirements for special economic
studies are established from time to time by
HQDA, or the Office of the Secretary of Defense;
these studies have one-time or limited application
in the MCP. Requirements that are limited to a
single project or to several closely related projects
in the MCP are transmitted by means of the
design directive for the affected projects. Those
that are limited to the projects in a single
program year are transmitted through normal
channels to all HQDA FOAs. Such requirements
may be established for a number of reasons, as
indicated in paragraph 2-1b(2). All special eco-
nomic studies required by HQDA will be con-
ducted as directed as to both scope and coverage.

b. Life cycle cost analysis, economic ranking,
and distribution. The provisions of paragraphs
2-2b through 2-2d apply to special intra-DOD
directed studies.
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CHAPTER 3
PRESENT WORTH CALCULATIONS: CONVENTIONAL APPROACH

3-1. Introduction.

Current provisions of criteria, as set forth in’
chapter 2, require that cash flows in economic
studies for MCP projects be combined and com-
pared via present worth discounting. The conven-
tional approach to the calculation of PWs is
illustrated in this chapter. This approach is uni-
versal in the sense that it provides step-by-step
procedures for computing the PW of any cost
that may be encountered. Costs are here meant to
include expenditures incurred and monetary bene-
fits received (such as income, savings, and net
salvage value). In accordance with the provisions
of chapter 2, the unit of measurement for all
costs is constant dollars as of the analysis base
date. Only costs that are expected to occur on or
after the date of the study are considered; costs
incurred prior to the date of the study are sunk
costs, which, in accordance with conventional
practice, are not included in economic studies for
MCP projects. In paragraph 3-2, the calculations
of the conventional approach are outlined and
used to find the PWs of several general types of
costs. In paragraph 3-3, the approach is used to
apply the criteria of chapter 2 to three typical
MCP design alternatives. All simulated case his-
tories presented in this chapter were developed in
January 1982, and all utilize cost information
that generally reflects market prices and cost-
growth projections of that timeframe (see para
1-4).

3-2. Calculations.

In the conventional approach, each cost is esca-
lated and discounted in separate steps as neces-
sary to determine its present worth. With regard
to frequency of occurrence, all costs are classified
as either one-time costs or annually recurring
costs. The general calculational approaches for
the two types of costs are very similar in nature.

a. Classification of costs for calculations. The
various costs that may be incurred over the
lifetime of a construction project or design ele-
ment may be considered to be of four types with
respect to frequency of occurrence.

—One-time costs are costs that are in-
curred only once during the life of the project or
element. Examples include initial investment
costs, terminal costs (or net terminal values), and
the costs of some alterations and replacements.

—Continuous costs are costs that will be
incurred periodically throughout a given year.
Examples include the costs of fuel/energy and
operations (non-energy), some maintenance and
repair costs, and custodial costs.

—Cyclical costs are costs that are ex-
pected to be incurred several times over the life
of the project or element, but less often than once
per year. Examples include some alteration, re-
pair, and replacement costs and some mainte-
nance costs.

—Annually recurring costs are costs that

are expected to be incurred once each year during
the life of the project or element.
For the purpose of calculating its present worth,
a cyclical cost is treated as a series of one-time
costs. For example, the cost of overhauling a
certain piece of equipment every 3 years would be
treated as a one-time cost occurring 3 years after
BOD, another one-time cost occurring 6 years
after BOD, and so on. Similarly, for a continuous
cost, the amounts incurred over each 12-month
period are summed, and the sum is treated as an
annually recurring cost. For example, a semi-
annual operating cost of $1,100 is treated as an
annually recurring cost of $2,200. These two
conventions reduce the number of cost frequency
types from four to two, so that only a “two-
track” procedure is required to determine the
PWs of all costs involved in MCP projects. (It
should be noted that a series of uniformly escalat-
ing annual costs may be treated as an annually
recurring cost series, and that is how such series
are treated in this manual.)

b. Calculations for one-time costs. The
present worth (on the analysis base date) of a
one-time cost (in base date dollars) is calculated
as follows:

Step 1: Estimate the amount of one-time
cost as of the base date, and the
time at which it will occur.

Step 2: Escalate this cost to the time at
which it is actually to be in-
curred, using the differential es-
calation rate e.

Step 3: Discount the escalated future
one-time cost to an equivalent
PW on the base date, using the
discount rate d.

3-1
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The examples that follow illustrate this procedure
for several typical and special cases. Sub-
paragraph (1) illustrates the typical case in which
the escalation rate is zero. Subparagraphs (2) and
(3) cover, respectively, cases in which the escala-
tion rate is positive and negative. The case
illustrated in subparagraph (4), in which a cost is
incurred on the base date, is typical of the criteria
of paragraphs 2-3 and 2-4. Finally, subparagraph
(5) illustrates the case in which the escalation rate
changes during the anaylsis period. The data and
calculations for these examples are organized on a
sample worksheet (fig 3-1 ) taken from the full
worksheet. The full worksheet in DA Form
5605-4-R (Life Cycle Cost Analysis Savings—
To-Investment Ratio (SIR) and Discounted
Payback Calculation). DA Forms 5605-R through
5605-5-R will be used for calculations of LCCAs.
These forms will be locally reproduced on 8-1/2” x
11" paper. Copies for local reproduction purposes
are located in the back of this manual. All results
are rounded to an appropriate number of signifi-
cant figures. (Use of the full worksheet is illus-
trated in para 3-3 and in chap 6.)

(1) Example: e = O. A $3,000 cost (esti-
mated as of the base date) will actually be
incurred 15 years from the base date. The cost is
not expected to escalate at a rate greater than
the general inflation rate, so the differential
escalation rate e is zero. The discount rate is 10
percent. The PW of this cost is calculated as
follows (the steps are illustrated in fig- 3-1):

Step 1: Enter a brief description of the
cost, the number of years from
the base date to cost incurrence,
and the estimate of the cost on
the base date. Check the appro-
priate box to indicate the dollar
magnitude, or leave the boxes
blank to denote “no multiplier.”
Calculate the escalation factor as
(2 + e)”, where e is the escalation
rate expressed as a decimal, and
n is the number of years from the
base date to the time of the
expenditure; or, obtain it from
table B-3. Here, the escalation
factor is (1 + 0.00)°or 1.0. En-
ter this factor, and then multiply
it by the cost on the base date to
establish the escalated cost at
year 15 as 1.0 x 3.0 = 3.0.
Calculate the discount factor as
1/(1 + d)” or [1/(1 + d)]”, where d
is the discount rate expressed as
a decimal; or, obtain it from table

Step 2.

Step 3:
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B-4. There, the discount factor is
1/(1 + 0.10)°or 0.2394. Enter
this factor, and then multiply it
be the escalated cost to obtain
the present worth (as of the
date) of 0.2394 x 3.0 = 0.72 or
$720.
Given the long discounting period (15 years) and
the O percent escalation rate, this result-a PW
that is about one-quarter of the original base date
cost—seems reasonable.

(2) Example: positive escalation rate. The
data for a certain cost are: base date cost =
$3,000; cost incurred 15 years after base date; e
= +3 percent; d = 10 percent. The following
steps are illustrated in figure 3-1:

Step 1. Enter input data (as in previous
example).

Step 2: (1 + e)"= (1 + 0.03)°= 1.558
(or obtain from table B-3) 1.558
x 3.0 = 4.67

Step 3: 1/(1 + d)"= 1/(1.1)*= 0.2394
(or obtain from table B-4) 0.2394
X 467 "1.12 “$1,120

(3) Example: negative escalation rate. The
data for a certain cost are: base date cost =
$3,000; cost incurred 15 years after base date; e

= — 3 percent, d = 10 percent. The following
steps are illustrated in figure 3-1:
Step 1: Enter input data (as
examples).

Step 2: (1 + e)"= (1 - 0.03)°= (0.97)"
= 0.633 (or obtain from table
B-3)
0.633 X 3.0 = 1.90
Step 3: 1(1 + d)"= 1/(1.1)°= 0.2394 (or
obtain from table B-4) 0.2394 x
1.90 = 0.45 "$450
A negative escalation rate increases the effect of
discounting so that this result is much smaller
than the result of subparagraph (2) above.

(4) Example: cost incurred on base date is
$75,000; e = 5 percent, d = 7 percent. The
following steps are illustrated in figure 3-1:

Step 1: Enter input data (as in previous
examples).
(1 +e'= (1 + 0.05°°1.00
1.00 x 75.0 “75.0

Step 3: 1/(1 + d)” = 1/(1.07)0 "1.00

1.00 x 75.0 = 75.0 “$75,000

The reason for the equality of the cost as
estimated at the base date and its PW as of the
base should be obvious. Since no time elapses
between cost estimation and cost incurrence (n =
0), the cost can neither escalate nor be dis-

Step 2:

base

in previous
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Figure 3-1. One-time cost calculations

counted. This situation occurs in analyses per-
formed according to the criteria of paragraph 2-3
and 2-4, when initial procurement costs are
changed on the ABD (which is also presumed to
be the BOD).

(5) Example: variable escalation rate. A
cost estimated as $2,000 as of the base date will
be incurred in 10 years. For the first 6 years, this
cost is expected to escalate at 4 percent per year;
for the remaining 4 years, the cost is expected to
increase at 1 percent per year (both escalation
rates are in excess of the general inflation rate).
The discount rate is 7 percent. The PW of this
cost is calculated as follows (the -calculation is
illustrated in fig 3-1):

Step 1: Enter input data (as in previous
examples).

Step 2: Calculate the overall escalation
factor as the product of two sim-

ple escalation factors (1 + e;)"1 x
(1 + ey)"2, where the cost will
escalate at rate e; for n; years
and at rate e,for n,years. Here,
the overall escalation factor is (1
+ 0.04)°x(1 + 0.01)°= 1.317.
Enter this factor, and multiply it
by the cost at the base date to
obtain 1.317 x 2.0 = 2.63 as the
escalated cost.

Step 3: Enter the discount factor 0.5083
(from table B-4) and multiply it
by the escalated cost to obtain
0.5083 x 2.63 = 1.34 or$1,340 as

the PW as of t he base date.
¢. Calculations for annually recurring costs.
The most general form of a series of uniformly
escalating costs is shown in the cash flow dia-
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gram in figure 3-2. The present worth (on the
base date) of such a series of costs is calculated
as follows:

Step 1. Estimate the amount A, of the
annually recurring cost as of the
base date, and determine the
number of costs k in the series.
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that is equivalent to a series of k
uniformly escalation annual
costs, where the amount of the
first cost is A,and the escalation

rate is 3. This single equivalent ~

cost may be found with table
B-1 or B-2 (for d = 7 or 10 per-

Step 2. Escalate A,to the time at which cent, respectively) or calculated
the first cost in the series is to with the formula given below.
be incurred, using the escalation Step 4: Discount the single equivalent
rate e. Call this the escalated cost from the time the first an-
cost, A. nual cost is to be incurred to an

Step 3. Determine, for the date on which equivalent PW on the base date,
A.is incurred, the single cost using the discount rate d.

Analysis First Last

Base Annual Annual

Date Cost Cost
n years k uniformly escalating annual costs

AO -----

_—~Annual escalatioq
rate e

Figure 3-2. Series of uniformly escalating annual costs

A single (one-time) cost that is equivalent to a
series of uniformly escalating annual costs may
be found with the formula

p= A(vE —= 1)(v — 1) whene ¥ d
Ak whene = d
where P = equivalent one-time cost (at

the time A; is incurred)

A; = amount of the first cost in
the series

k = number of costs in the series

v={(1+4 e/l +d |
e = escalation rate, in decimal
d = discount rate, in decimals

As an example of the use of these formulas,
consider a uniformly escalating annual cost that
will be incurred for 25 years. The discount rate is
TN mavnnmt amd +tha acnalatinm watn 10 7 sanmansd
Fav) pvxbcuu, allu LIt Tdlalauvlull 1auve 1d i Pclbcllb.

The amount of the first cost in the series, at the

LY
4

time of the first annual payment, is A= $4,500.
To determine the equivalent one-time cost at that
same time, the value of v is first calculated as:
v = (1 + e)/1 + d) = (1.07)/(1.10) =
0.9727
Then:
(V-1iv-1)=(0.9727*- 1)/(0.9727 - 1) =
(- 0.4994)/( - 0.0273) = 18.293
(This quantity is called the annual-series/one-time-
cost equivalence factor, or, simply, the annual
series equivalence factor.) Finally:
P = Ax 18293 = $4,500 x 18.293 =
$82,300
Thus, the series of annually recurring costs is
equivalent to (and may be replaced by) a one-time
cost of $82,300 incurred at the time of the first
annual payment. If the escalation rate and the

discount rate were equal, the one-time equivalent _

cost would be computed as:
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P = Ak = $4,500 x 25 = $112,500

The examples that follow illustrate the procedure
for calculating the present worth of a series of
escalating annual costs. Those in subparagraphs
() and (2) deal with escalation rates of zero those
in subparagraphs (3) and (4) with positive and
negative uniform escalation rates; and those in
subparagraphs (5) and (6) with variable
(nonuniform) escalation rates. The examples in
subparagraphs (I), (3), (4), and (5) are typical of
the criteria of paragraphs 2-2, 2-5, and 2-6. The
examples in subparagraphs (2) and (6) are typical
of the criteria of paragraphs 2-3 and 2-4. The
data and calculations for these examples are
organized on a sample worksheet (fig 3-3) taken
from the full worksheet. (The full worksheet is
DA Form 5605-4-R.) All results are rounded to
an appropriate number of significant figures. (Use
of the full worksheet is illustrated in para 3-3
and in chap 6.)

(1) Example: e = 0, n = 3.5. Annually
recurring cost is estimated as $5,000 (as of the
base date). The first annual cost will be incurred
3.5 years after the base date, and the series
consists of 25 annual costs. The costs are not
expected to escalate at a rate greater than the
general inflation rate (e = O). The discount rate is
10 percent. The PW of this series of costs is
calculated as follows (the steps are illustrated in
fig 3-3):

Step 1: Enter a brief description of the
cost, the number of payments
(annual costs) in the series, the
years in which the first and last
payments will be incurred, and
the annual cost at the base date
(A,). Check the appropriate box
to indicate the dollar magnitude
or leave the boxes blank to indi-
cate “no multiplier.” (Note that
the last cost is incurred in n + k
-1 vyears from the ABD.)

Step 2: Calculate the escalation factor for
the first annual cost as (1 + e)",
where e is the escalation rate
expressed as a decimal, and n is
the number of years from the
base date to the time of the first
payment; or, obtain it from table
B-3. Here, the escalation factor
is (1 + 0.00*° = 1.00. Enter this
factor, and then multiply it by
the cost on the base date to
establish the escalated cost of 1.0
x 5.0 = 5.0 for the first payment
A at year 3.5.
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Step 3: Calculate the annual series equiv-
alence factor as (V- 1L)/(v - 1),
or obtain it from table B-2. Here,
its value is 9.985. Enter this
value, and multiply it by the
escalated first annual cost to
obtain the escalated equivalent
one-time cost of 9.985 x 5.0 =
49.9.

Step 4: Calculate the discount factor as
1/(1 + d)", where d is the dis-
count rate expressed as a deci-
mal, and n is the time from the
base date to the first annual cost;
or obtain it from table B-4 (after
interpolation). Here, the discount
factor is 1/(1 + 0.10)**= 0.7164.
Enter this factor, and multiply it
by the equivalent one-time cost
to obtain 0.7164 x 49.9 = 35.7 or
$35,700 as the present worth at
the base date of the annually
recurring cost of $5,000.

(2) Example: e = 0, n = 1. The data for a
certain cost are: base date cost = $5,000; k = 25
annual payments; d = 7 percent; e = 0; first
payment due 1 year after base date. The follow-
ing steps are illustrated in figure 3-3:

Step 1. Enter input data (as in previous
example).

Step 2. (1 +¢" = (1 + 0.0)= 1.0 (or
obtain from table B-3) 1. 0 X 5.0
=5.0

Step 3: (1 + e +d) =(1+0.0)/(1 +
0.07) = 0.9346 (V- 1)/(v - 1)
= (0.1842 - 1)/(0.9346 - 1) =
( - 0,8158)/( - 0.0654) = 12.469 (or
obtain from table B-1) 12.469 X
5.0 = 62.3

Step 4. /1 + d)°'= U@L + 0.07)=
0.9346 (or obtain from table B-4)
0.9346 X 62.3 = 58.2 = $58,200

The PW (as of the base date) of $58,200 is less
than 50 percent of the total of all 25 costs in base
date dollars (that is, less than 50 percent of
$5,000 X 25 or $125,000); this seems to be a
reasonable order of magnitude for the conditions
of the example.

(3) Example: e positive. The data for a
certain cost are: base date cost = $5,000; k = 25
annual payments; d = 10 percent; e = 2 percent;
first payment due 3.5 years after ABD. The
following steps are illustrated in figure 3-3:

Step 1. Enter input data (as in previous
examples).
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Step2: (1 + e)"=(1 + 0.02)**=1.072
[or obtain from table B-3 (after
interpolation)] 1.072 X 5.0 = 5. 36

Step 3. Obtain the annual series equiva-
lence factor (for 25 payments) of
11.668 from table B-2. Then:
11.668 X 5.36 = 62.5

Step 4: Obtain the discount factor of
0.7164 from table B-4 (after in-
terpolation). Then: 0.7164 X 62.5
= 44.8 = $44,800.

(4) Example: e negative. The data for a
certain cost are: base date cost = $5,000; k = 25
annual payments; d = 10 percent; e = -2
percent; first payment due 3.5 years after ABD.
The following steps are illustrated in figure 3-3:

Step 1. Enter input data (as in previous
examples).

Step 2: (1 + e)"= (1L - 0.02)*= 0.932
[or obtain from table B-3 (after
interpolation)] 0.932 X 5.0 = 4.66

Step 3: Obtain the annual series equiva-
lence factor (for 25 payments) of
8.656 from table B-2. Then:
8.656 X 4.66 = 40.3

Step 4: Obtain the discount factor of
0.7164 from table B-4 (after in-
terpolation). Then: 0.7164 X 40.3
= 28.9 = $28,900

(5) Example: variable escalation rate: two
subseries. A series of 25 annually recurring
$5,000 costs (estimated as of the base date of 1
July 1982) is expected to escalate at varying
rates, over and above the general inflation rate,
as follows:

e, = 5.28 percent (base date to 1 Jul 85)
e, = 1.41 percent (1 Jul 85 to 1 Jul 90)
e, = 0.63 percent (after 1 July 90)

3
The first annual cost will be incurred on 1
January 1986, or 3.5 years after the base date,
and the discount rate is 10 percent. The PW of
this series of costs is calculated as follows (the
steps are illustrated in figure 3-3):

Step 1. Enter the cost description and
cost information for the escalat-
ing series. In doing so, note that
the first annual cost is incurred
after the escalation rate has
changed from 5.28 percent to
1.41 percent (that is, at 3.5 years
after the base date). Note also
that after 5 years (five annual
payments) the escalation rate
changes again. The series of 25
annual payments may then be
considered as two successive

Step 2:

Step 3:

T™M 5-802-1

subseries. the first subseries con-
sists of five annual payments
beginning in 3.5 years after
ABD; the first payment of this
subseries is escalated for 3.0
years at 5.28 percent and for 0.5
years at 1.41 percent. Succeeding
payments in this series are esca-
lated at an additional 1.41 per-
cent. The second subseries con-
sists of 20 annual payments
beginning in 8.5 years after
ABD; the first payment of this
subseries is escalated at 5.28 per-
cent for 3.0 years after the base
date, at 1.41 percent for 5.0 years
after that, and at 0.63 percent for
0.5 years after that. Succeeding
payments are escalated at an ad-
ditional 0.63 percent. Each of
these subseries must be treated
separately, and information is en-
tered separately for each on the
worksheet.

Calculate the escalation factor for
the first annual cost of each
subseries. For the first subseries,
the factor is (1.0528)°X
(1.0141)**= 1.1751. Enter this
factor, and multiply it by the
annual cost at the base date to
obtain 1.751 X 5.0 = 5.88 as the
escalated cost of the first pay-
ment of the first subseries. For
the second subseries, the escala-
tion factor is (1.0528)°X
(1.0141) °X (1.0063)"-°= 1.2555.
Enter this factor, and multiply it
by the annual cost at the base
date to obtain 1.2555 X 5.0 =
6.28 as the escalated first cost
for the second subseries.

Obtain the annual series equiva-
lence factor for each subseries.
For the first subseries, with e,=
1.41 percent and k = 5 pay-
ments, interpolation between the
1 and 2 percent columns of table
B-2 yields a factor of 4.278. [The
formula (v— 1)/(v - 1) yields
(0.9219° - 1)/(0.9219 1) =
( - 0.3341)/( - 0.0781) = 4.278 as
well.] Enter this factor, and mul-
tiply it by the escalated first cost
for the first subseries to obtain
the equivalent one-time cost (at
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3. 5 years) of the first subseries as
4278 X 5.88 = 25.2. With e, =
0.0063 and k = 20 payments,
interpolation between the O and 1
percent columns of table B-2
gives an annual series equiva-
lence factor of 9.764 and an
equivalent one-time cost (at 8.5
years) of 9.764 X 6.28 = 61.3 for
the second subseries.

Step 4: Calculate the discount factors for
the two subseries as 1/(1 + d)”,
where d = 0.10, n = 3.5 for the
first subseries, and n = 8.5 for
the second subseries. Enter these
factors, and multiply each by its
related equivalent onetime cost,
to obtain 0.7164 X 25.2 = 18.1
or $18,100 for the first subseries
and 0.4447 X 61.3 = 27.3 or
$27,300 for the second subseries.
The present worth (at the base
date) of the entire 25-year series
of annual costs is then the sum
$18,100 + 27,300 = $45,400.

(6) Example: variable escalation rate: three
subseries. A series of 25 annual $5,000 -costs
(estimated as of the base date) is expected to
escalate at varying rates above the general infla-
tion rate, as follows:

e, = 5.28 percent (first 4 years after base

date)
e, = 1.41 percent (next 5 years)
e, = 0.63 percent (all remaining years)

The first annual cost will be incurred 1 year after
the base date, and the discount rate is 7 percent.
The PW of this series of costs is calculated as
follows (the steps are illustrated in figure 3-3):
Step 1: Enter the cost description and

cost information for the series. In

doing so, note that the timing of

the first annual payment and the

changes in the escalation rate

result in essentially three succes-

sive subseries. The first subseries

consists of three annual pay-

ments beginning at one year after

ABD; these payments are esca-

lated at 5.28 percent. The second

subseries consists of five annual

payments beginning at four years

after ABD; the first payment of

this subseries is escalated at 5,28

percent for 4 years. Succeeding

payments in this subseries are

escalated at the rate of 1.41 per-
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cent per year. The third subseries
consists of the remaining 17 an-
nual payments, beginning at nine
years after ABD; the first pay-
ment of this subseries is esca-
lated at 5.28 percent for 4 years
and 1.41 percent for 5 years, and
succeeding payments are esca-
lated at an additional 0.63 per-
cent. Each of these subseries is
entered and treated separately.
Calculate the escalation factor for
the first payment of each subser-
ies as (1 + 0.0528)'for the first,
(1 + 0.0528)'for the second, and
(1 + 0.0528)'X (1 + 0.0141)*for
the third. Enter these factors,
and multiply each by the annual
cost at the base date (5.0) to
obtain 5.26, 6.14, and 6.59 as the
escalated first costs for the three
subseries.

Obtain the annual series equiva-
lence factor for each subseries by
interpolation in table B-1 or with
the formula (v'— 1)/((v — 1). By
interpolation for the first subser-
ies, with e = 5.28 percent and k
= 3, the factor is 2.952; for the

second subseries, with e = 1.41

percent and k = 5, the factor is
4.504; for the third subseries,
with e = 0.63 percent and k =
17, the factor is 10.888. Enter
these factors, and multiply each
by its escalated first cost to ob-
tain the equivalent one-time cost
for each subseries (15.5, 27.7, and
71.8, respectively) at the time of
the first payment for the subser-
ies.

Step 4: Obtain the discount factor for

each subseries as 1/(1 + d)”,
where d = 0.07 and n is 1 for the
first subseries, 4 for the second
subseries, and 9 for the third.
Discount the equivalent one-time
costs to the base date by multi-
plying each by its discount fac-
tor. The results are 15.5 X
0.9346 = 14.5 or $14,500 for the
first subseries; 27.7 X 0.7629 =
21.1 or $21,100 for the second
subseries; and 71.8 X 0.5439 =
39.1 or $39,100 for the third
subseries. The present worth (at
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the base date) for the entire 25-
year series of costs is then the
sum $14,500 + $21,100 +
$39,100 “$74,700.

3-3. lllustrative analyses.

In this paragraph, the procedures of paragraph 2
above are applied to three typical MCP design
alternatives included in an economic analysis for
the Central Administration Building at ABCDE
Ammunition Plant in Mississippi. The economic
life projected for the facility is 25 years. The
exterior closure and conventional HVAC calcula-
tions in paragraphs a and b below are typical for
the HQDA criteria of paragraphs 2-2, 2-5, and
2-6. The solar water heating system calculation
in paragraph c below is typical for the FEMP
criteria of paragraphs 2-3 and 2-4 when the
incremental analysis approach (para 2-4c) is used.
Basic input data for each alternative are given to
indicate how they enter the calculations. All
computations are shown, but they are not dis-
cussed. Instead, data and computations are pre-
sented on worksheets, as they would be in a
complete economic study.

a. Exterior closure. split face block. DA Form
5605-3-R (Life Cycle Cost Analysis-Basic Input
Data Summary) Figure 3-4 shows the basic input
data for this alternative, and DA Form 5605-4-R
(figure 3-5) shows the PW calculations.

(1) Basic input data. All cost items are
listed on the basic input data summary
worksheet, along with information that identifies
the project and the alternative. The HQDA crite-
ria of paragraph 2-2 apply here. According to
these criteria, the discount rate is 10 percent; the
analysis period begins on the DOS and extends to
the end of the projected economic life of the
facility, 25 years after BOD; and all dates are
based on actual projections. These data are en-
tered on the input data summary worksheet. The
various available data sources are utilized to
develop estimates of the construction and M&R
costs for the split face block wall system as of
the base date. Finally, a cash flow diagram is
sketched on the worksheet DA Form 5605-3-R
(fig 3-4). The diagram indicates the timing of all
costs connected with the alternative at hand. In
particular, according to paragraph 2-2, the ABD
is taken to be the DOS (1 January 1982); initial
procurement costs are charged at the projected
midpoint of construction (1 July 1984); and M&R
costs are charged once each year over the 25 year
economic life of the facility, with the first expen-
diture occurring (on 1 July 1985) six months after
the projected BOD (on 1 Jan 85).

T™M 5-802-1

(2) Present worth calculations. The sole
one-time cost is the initial investment of $55,400;
its PW is calculated using the procedure of
paragraph 3-2 b(l). The PW of the annually recur-
ring maintenance and repair cost is calculated
according to paragraph 3-2c( 1 ). The calculations
are performed and recorded—step by step—on the
worksheet in DA Form 5605-4-R (figure 3-5).
The results are summarized at the bottom of the
worksheet DA Form 5605-4-R.

b. HVAC system. conventional design. DA
Form 5605-3-R (fig. 3-6) shows the basic input
data for this alternative, and DA Form 5605-4-R
(fig. 3-7) shows the PW calculations. The com-
plete LCCA is presented in appendix A, and is
discussed in chapter 6.

(1) Basic input data. All cost items are
listed on the basic input data summary
worksheet, along with information identifying the
project and the alternative. The HQDA criteria of
paragraph 2-2 apply here; these criteria deter-
mine the discount rate and the base date, as
noted in paragraph 3-3a(l). The analysis period
begins on the DOS, and extends to the end of the
projected economic life of the facility, 25 years
after BOD. These data are entered in DA Form
5605-3-R (fig. 3-6). In accordance with prevailing
guidance at the time of the study, differential
escalation rates for electricity and fuel oil costs
are based on Department of Energy (DOE) projec-
tions for the Federal Energy Management Pro-
gram (FEMP), Commercial Sector, and are deter-
mined from tabulated values published in the
Federal Register (46 FR 22) and incorporated in
the Code of Federal Regulations 10 CFR 436A.
The rates used are those projected for DOE
Region 4, the appropriate region for a facility in
Mississippi (see app c). Cost estimates for all cost
categories/elements are developed or constructed
from the best available sources. The estimates are
entered, and a cash flow diagram is drawn on the
worksheet DA Form 5605-3-R (fig 3-6). Also
shown on the cash flow diagram are the escala-
tion “time zones,” the periods of time during
which the various escalation rates will be in
effect. Initial costs are charged at the midpoint of
construction, and annually recurring costs are
charged at the middle of each year after BOD.

(2) Present worth calculations. The PWs of
the initial procurement costs for the fan system
and central plant are calculated in accordance
with paragraph 3-2b(l) In addition, the fans will
have to be replaced 15 years after BOD (18 years
after the base date), and a significant number of
central-plant components will require replacement
12 years after BOD. The PWs of the costs of
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Figure 3-4. DA Form 5605-3-R, Basic Input Data Summary: Exterior Closure; Split Face Block
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Figure 3-5. Present worth: conventional approach: exterior closure; split face block

DA FORM 5605-4-R, DEC 86
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Figure 3-6. DA Form 5605-3-R, Basic Input Data Summary: HVAC System, Conventional
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these replacements are calculated as in paragraph
3-2b(l). Once the replacements have been in-
stalled, the system is expected to have an eco-
nomic life that extends beyond the analysis
period; the system will, therefore, have a net
salvage value that should be included in the
analysis. The net salvage value is estimated by
assuming straight-line depreciation, and the PW
of this negative cost is computed in accordance
with paragraph 3-2b(l). The PWs of the annually
recurring maintenance and repair costs are calcu-
lated according to paragraph 3-2c¢(1). The PWs of
the electricity and fuel costs are calculated ac-
cording to paragraph 3-2c(5) (two subseries). The
calculations are performed and summarized as
indicated on the worksheet DA Form 5605-4-R
(fig. 3-7).

¢. Domestic water heating system. solar heat-
ing. DA Form 5605-3-R (figure 3-8) shows the
basic input data for this “alternative,” which
represents the solar-energy portion only (i.e., the
solar-energy “increment”) of the domestic hot
water (DHW) system as a whole. DA Form
5605-4-R (fig. 3-9) shows the PW calculations.
The complete LCCA, which illustrates the use of
the incremental-analysis approach (per para 2-4c)
is presented in appendix A, and is discussed in
chapter 6.

(1) Basic input data All cost items are
listed on the basic input data summary
worksheet, along with information identifying the
project and the (incremental) alternative. In accor-
dance with standard practice (for the incremental-
analysis approach), all costs shown represent the
incremental costs attributable to the investment
under consideration—in this case, the solar-energy
system (i.e., the costs attributable to the DHW
system with the solar portion incorporated, less
the cost attributable to the conventional DHW
system without the solar portion incorporated).
The FEMP criteria of paragraph 2-4 apply here.
The ABD is taken to be 1 July 1981, correspond-

T™M 5-802-1

ing to the FEMP-prescribed base date in effect at
the time the study was conducted. The discount
rate is 7 percent. The analysis period is 25 years,
corresponding to the projected economic life of
the facility. These data are entered in figure 3-8.
The construction midpoint and BOD fall on 1
July 1981 (the ABD). Differential escalation rates
for the cost of electricity are those which were
prescribed for the Federal Energy Management
Program at the time the study was conducted, as
indicated in paragraph 1 —4. In accordance with
prevailing guidance at the time of the study, the
rates were determined from tabulated values, for
the Commercial Sector, published in the Federal
Register. (Vol. 46, No. 222, 18 Nov 81) and
incorporated in the 1982 edition of the Code of
Federal Regulations (Title 10, Part 436, Subpart
A). The rates used are those for DOE Region 4,
the appropriate region for a facility in Mississippi
(Appendix C). Cost estimates for all categories/ele-
ments are developed or constructed from the best
available sources. The estimates, along with the
aforementioned data, are entered on the work-
sheet DA Form 5605-3-R (fig 3-8), and a cash
flow diagram is constructed. Initial investment
costs, which are reduced by 10 percent (to provide
the statutorily-required 10 percent investment
credit for energy-saving design initiatives), are
charged on the ABD, and annually recurring
costs are charged at the end of each year after
BOD.

(2) Present worth calculations. The PW of
the incremental initial investment cost (less the
10 percent investment credit) is calculated accord-
ing to the procedure described in paragraph
3-2b(l). The PW of the incremental M&R cost is
calculated by the method of paragraph 3-2c¢(2),
and the PW of the electricity y-cost savings by the
method of paragraph 3-2c(6) (three subseries).
The results of the PW calculations are summa-
rized at the bottom of the worksheet DA Form
5605-4-R (fig 3-9).

3-13



-

31 December 1986

PRESENT WORTH

of.

Sheet

CONVENTIONAL APPROACH

LIFE CYCLE COST ANALYSIS

For use of this form, see TM 5-802-1; the proponent agency is USACE.

=

Chill

[

w

175 EYBE) Adwin. Plda.
wotewr — Conventional

L)

Title

A

Installation & Location _AABCOE Awmwvo. Plawt, Wiss

Design Feature BYAC S

Project No. & Title FN

Alt. No.

YL - 71 29I M L%l LL T T e
A @renn 1ainn 180N LRy s1501 1an4/A61aua §1501 1eniul
1 1 | | | | 1 1 1
1 | l I | 1] I |
I | | | | 1 Hi | |
| | | I | " I I
I ! I | | I H | 1
I 1 I | i I H 1 |
I I I | I 1l ! I
210l | 3900 | Q16| W66 | Th | 0D | TR || %2 | o] % AW
L's1 2h4p'0 €'¢q | 40%'d 9'¢ %ﬁqm«@so.c b'? 07 a7 S'g L0-0,
o'0l Pil'o 0'$) aev | ¢ 429) | b1 4 o' S'e - 0 ¥4
b SO oloz| $9Lb | V1T WO Sl || 0% | S| 9Y | w0 %@
L'o) |49Lo wht Lve 1 8Lz’d 1 8bl «c(3260'1) | <9 1 a | &L a¢ | b8 - W +°13
a cmtﬂﬂo 1004 omm.ww u.m.Mmme .mmmmmwu_, 101084 o.mmﬂnw.o mun.%...w?un_ no.hm._m_."_.c_ uoh.-__“c_ OLXS I enuuy
wasayg | tuno%sd - uoneedsa | onuiy {| jeson 0L x N
(paundul 1814 3w 1) 150018983 _ agy woJj siedj _
| | 1 |
000 | 000 | @O 49440 I I H _
seg [ 42 | 267 | "o 46:Q | I I |
290 1%l CY ‘4233 | I ] |
TR E I R
(9%) 1837 42d Jo.m..._ 5%%&.0 ! _ I :
uofie|easy |elualalyiq ~
Aol ajey 1UNOJSIQ jenuuy 0 gQQuq%.\._@ ¢'¢— ﬁﬁo.c %'¢- 0'e7 |4l cw idad m.(W
e v aos|l @1 [9805(5 o0t | o) | aal || ogi] &N ved-powao|iy
3 wll G0 W= asb L) oep || aa [T I — Yoo aoy |
a = (a3v) a1eq pu3 sishjeuy Ll (o (Y] 1'3b 4RO’ I'eb s'7 As0) pramiS2AWT Yo iuT
718V°l | |(agv) aieq aseq siskieuy uo a1nou _
Y H | 32U313jaY _UAD m..._m_w..mvo%m ahnwnwwmu__n ~“”uuw...___mr"wm_m ch%hwaa%mw oumm<on_v5 M_mmm ““” “ ”Wm S1500 awiL-ato '

™ 5-802-1

Figure 8-7. DA Form 5605-4-R Present worth: conventional approach: HVAC system, conventional

DA FORM 5605-4-R, DEC 86
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Figure 3-8. DA Form 5605-3-R Basic input data summary: domestic hot water heating system; solar system increment.
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Figure 3-9. DA Form 5605-4-R Present worth: conventional approach: domestic hot water heating system; solar system increment.
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CHAPTER 4
PRESENT WORTH CALCULATIONS: ONE-STEP APPROACH

4-1. Introduction.

The one-step approach to present worth calcula-
tions is an alternative to the conventional ap-
proach covered in chapter 3. Its greatest advan-
tage is simplicity. In the conventional approach,
for example, it is necessary to represent each
recurring annual fuel/energy cost series by several
subseries. Not only are separate PW calculations
required for each of these subseries (for each
fuel/energy type), but in addition the number of
payments in the cost series that; fall into each
“escalation time zone”, the date on which the
first payment in each time zone is incurred, and
the time between that date and the ABD must be
calculated. In the one-step approach, the subse-
ries representation is not required, thus eliminat-
ing the need for all these extra calculations. In
addition, the number of table lookups, interpola-
tions, and multiplications for each PW calculation
is reduced significantly in the one-step approach.
All that is required for each PW calculation-in
essence—is a single table lookup to determine a
single factor—the one-step adjustment factor
(OSAF) or simply the adjustment factor. Tables
of adjustment factors (“one-step” tables) for all of
the commonly occurring types of costs encoun-
tered in MCP applications-i. e., for one-time costs
with a zero differential escalation rate, for annu-
ally recurring costs with a zero differential escala-
tion rate, and for annually recurring energy/fuel
costs with differential escalation rates projected
by the DOE (for FEMP applications)-have been
developed, and are available by request, through
normal channels, to HQDA (DAEN-ECE-G),
WASH, DC 20314-1000. These tables will be
updated and kept current, as required (e.g., each
time the DOE develops and publishes revised
differential escalation rates for fuel and energy
prices for FEMP, and The Office of the Secretary
of Defense authorizes/directs their adoption for
DoD applications). (Sample one-step tables are
provided in this chapter, where they are used in
conjunction with the examples presented.) In any
situation that is not covered by the one-step
tables, the conventional approach of chapter 3
may be used. The scope and applications of the
one-step approach are illustrated in this chapter.
In paragraph 4-2 the approach is outlined and
used to find the PWS of some of the same general
types of costs as are covered in paragraph 3-2. In

paragraph 4-3 the approach is used to apply the
criteria of chapter 2 to the same MCP design
alternatives that are treated in paragraph 3-3.
The examples in these paragraphs point up both
the ease of application of the one-step approach
and its major disadvantage: the procedure is so
simplified that there may be a loss of sensitivity
to the significance of PW calculations and their
results. All simulated case histories presented in
this chapter were developed in January 1982, and
all utilize cost information that generally reflects
market prices and cost growth of that time frame
(see para 1-4). (It should be noted that the
uniform-present-worth (UPW) factors for M&R
costs and the modified uniform-present-worth
(UPW%*) factors for fuel/energy costs provided for
in the FEMP criteria are in essence non-nor-
malized OSAFs. These are readily converted to
OSAFs by dividing them by the number of
payments in the series, or number of years in the
study period.)

4-2. Calculations.

In the one-step approach, the PW for any cost
element is obtained as the product of a nominal
total cost for that element and a tabulated
one-step adjustment factor, corrected as necessary
with a DOS correction factor. (The nominal cost,
adjustment factor, and correction factor are de-
fined below.) With regard to frequency of occur-
rence, all costs are classified as either one-time
costs or annually recurring costs. The general
calculational approaches for the two types of
costs are very similar in nature.

a. Classification of costs for calculations. As
discussed in more detail in paragraph 3-2a, the
costs related to construction projects and design
elements may be considered to be of four types
with respect to frequency of occurrence: one-time
costs, cyclical costs, annually recurring costs, and
continuous costs. By convention, in determining
present worths, a cyclical cost is treated as a
series of one-time costs; similarly, the amounts
incurred for a continuous cost are summed over
each 12-month period, and the sum is treated as
an annually recurring cost. These conventions
reduce the number of cost frequency types to
two. However, three separate sets of tables of
one-step adjustment factors are required to calcu-
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late the PWs of these two types of costs, as
follows:

—Tables for one-time costs.

—Tables for annually recurring costs

other than energy/fuel costs (e.g. M&R).
—Tables for annually recurring energy/
fuel costs.
The need for three distinct sets of tables stems
from the varying requirements of the criteria of
chapter 2. In fact, the tables are formulated for
use with specific criteria—either HQDA criteria
or FEMP criteria-and will be updated as these
criteria change. However, all the tables are used
in approximately the same way in the one-step
approach.

b. Calculations for one-time costs. The
present worth (on the analysis base date (ABD))
of a one-time cost (in base date dollars) is
calculated as follows:

Step 1. Estimate the amount of the one-
time cost as of the base date, and
the time at which it will occur.

Step 2: Use the appropriate adjustment
factor (from the appropriate one-
step table) to determine the PW
of the cost on the base data.

Each factor in one-step tables for one-time cost
(fig 4-1 for example) is the ratio of the actual PW
of a one-time cost at the ABD (taking into
account cost growth, if any, and the time value of
money) to the nominal value of that one-time cost
(ignoring cost growth and the time value of
money), both expressed in constant ABD dollars.
The significance of this factor is best understood
when it is viewed as a percentage of the nominal
cost. For example, a factor of 0.7513 indicates
that the actual PW of the one-time cost in
guestion (on the ABD) is approximately 75 per-
cent of the nominal value of that one-time cost.
Initial investment cost factors are generally high.
Later replacement cost factors are lower. Salvage-
related factors are very low. (Normally, adjust-
ment factors do not exceed 1.0 (100 percent)
although they can in wunusual situations.) The
procedure given above simply requires that the
pertinent ratio be found in the tables and then
multiplied by the nominal cost—which here is the
cost as of the base date. The examples that follow
illustrate this procedure for typical cases. Those
in subparagraph (1) deal with one-time costs to be
incurred prior to the BOD (but after the DOS),
and those in subparagraph (2) with one-time costs
to be incurred after the BOD. These examples are
followed (in subpara (3)) by a short discussion on
the treatment of special cases not covered by the

4-2
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one-step table. The data and calculations for the
examples are organized on a sample worksheet
(figure 4-2) taken from the full worksheet, and
results are rounded to an appropriate number of
significant figures. The full worksheet is DA
Form 5605-5-R (Life Cycle Cost Analysis—
Present Worth: One-Step Approach), and use of
the full worksheet is illustrated in paragraph 4-3
and in chapter 6. DA Form 5605-5-R will be
used for present worth calculation by conven-
tional approach.

(1) Example: pre-BOD cost, e = 0. A cost
of $13,500 in 1 January 1982 dollars (or $13,000
in 1 July 1981 dollars) is expected to be incurred
on 1 January 1985, 3 years after the DOS of 1
January 1982. The BOD is projected to be 1 July
1985. The cost is not expected to escalate at a
rate greater than the general inflation rate. The
adjustment factor for this cost depends on the
applicable criteria—that is, on whether the analy-
sis is being conducted according to HQDA crite-
ria (para 2-2, 2-5, and 2-6) or FEMP criteria
(para 2-3 and 2-4).

(a) HQDA criteria and methodology. In
an analysis conducted according to HQDA crite-
ria, the ABD is taken to be 1 January 1982 (the
DOS). The PW of this cost is found as follows
(the steps are illustrated in figure 4-2):

Step 1: Enter a brief description of the

cost, the number of years from
the base date of 1 January 1982
to cost incurrence (3), and the
$13,500 estimate of the cost at
the base date. Check the appro-
priate box to indicate the dollar
magnitude, or leave the boxes
blank to denote “no multiplier.”

Step 2: Obtain the adjustment factor

from the HQDA criteria column
of one-step table 1 (fig 4-1). The
factor for “3 years after ABD” is
0.7513. Enter this factor, and
then multiply it by the base date
cost to obtain a PW of 0.7513 x
13,5 = 10.1 or $10,100 as of the
base date.

(b) FEMP criteria and methodology. In
an analysis conducted according to FEMP crite-
ria, the ABD and BOD are taken to be 1 July
1981 (the FEMP-prescribed base date) and all
costs incurred in that timeframe (between the
ABD and the BOD) are assumed to have been
incurred on that date. The amount of the cost as

of this date is $13,000. Its PW is found as follows —

(the steps are illustrated in fig 4-2):
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ALL REGIONS ONE TIME COSTS

ONE STEFP ADJUSTMENT FACTORS

FEMF METHCDOLOGY

TIME COST ! 2ER FEMP 1 I TIMC COSI 1 rep HQDA
INCUPRED (YEARS | CRITERIA <1> IIMCURRED(YEAKS] CRITERIA <2>
AFTER ABD) 1 1 1 AFTER Aln) 1
n, 1 1.on00 1 I 0. | 1.0000
1.0 1 N.?360 ! 1 1.u 1 0.9091
2.0 1 nN.873%4 1 1 2.U I 0.8264
3.0 1 G.8163 1 1 3.u I 0.7513
4.0 I 0.7629 1 1 4ou I 0.6830
S.0 H N.7130 i i S.u i 0.6209
6.0 1 0.6663 1 1 6.U I 0.5645
7.0 1 N.6227 1 1 7.V 1 0.5132
B0 I 0.5920 1 1 g.u I 0.4665
°.0 1 0.5439 1 1 9.0 I 0.6261
10.0 1 0.5083 1 I 10.v 1 0.3855
11.0 1 2.6751 1 1 1.0 i1 0,350
12.0 1 D.AbL4N 1 1 12.u 1 0.3%184
13.0 1 0.4150 I 1 13.u 1 0,2897
14.0 | 0.3878 1 1 16,0 1 0.2633
15,0 1 N.3624 I 1 15.0 I 0.2394
16.0 1 0.3387 1 I 16.0 1 0.,2176
17.0 1 N.3166 { ! 17,0 1 0.1978
18.0 1 0.,2959 1 1 18.u 1 0.,1799
19,0 1 0.2765 ¢ 1 19.u I 0.1635
2n.c 1 N.2584 1 1 20.0U I 0.1486
21.0 1 0.2615 { 1 21.0 I 0.1351%
22.0 I 0.2257 I ¢ 22.u I 0.1228
23.0 1 0.2199 1 1 23.0 i 0.1117
24.0 I 0.1971 t 1 2440 I 0.1015
25.0 1 0.18¢42 1 4 25.U 1 0.0923
26.0 1 0.1722 1 1 26.J 1 0.0837
27.0 1 0.1609 1 1 27.0 I 0.0763
28,0 ! n,1s50¢4 H H 28.0 i 0.0573
29.0 1 7.1406 I 1 29.0 1 0.0630
30.0 I 0.131¢ 1 1 30.u 1 0.0573
5.0 I 0.0937 [ 1 35.9 1 0.0356
40,0 1 0.0668 1 1 40.u [ 0.0221
45.0 { 0.0476 1 1 tS.u I 0.D137
S0.C 1 0.0339 1 1 SC.vV I 0.0085S
TSI IIISSEISSSITSISTSSESISSSTIISS B A R i R R At R E F L R T
.25 1 0.9832 I 1 O.¢> 1 0.72765
0.50 1 0.9567 )¢ I 0.50 I 0.9535
0.75 I 0.5505 I I 0.7)> I 0.931n
NOTES

<1> FIGURES BASED ON
<?> FIGURCLS

BASED CM

7% DISCOUNT RATE
10% DISCHINT RATE

Figure 4-1. Adjustment factors for one-time costs (one-step table 1).
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Figure 4-2. One-time cost calculations.

Step 1: Enter the input data (as above).
Note that the number of years
from ABD is zero, in accordance
with the FEMP criteria for all
costs incurred prior to BOD.

Step 2: Obtain the adjustment factor
from the FEMP criteria column
of one-step table 1 (fig 4-1). The
factor for “‘0 years after ABD” is
1.0. Enter this factor, and then
multiply it by the base date cost
of $13,000 to obtain a PW of 1.0
x 13.0 = 13.0 or $13,000 as of
the base date.

(2) Example: post-BOD cost, e = 0. A cost
of $3,000 in 1 January 1982 dollars (or $2,880 in
1 July 1981 dollars) is expected to be incurred on
1 January 1997, 15 years after the date of study
of 1 January 1982 and 11.5 years after the BOD,
which is projected to be 1 July 1985. The cost is
not expected to escalate at a greater rate than
the general inflation rate. Again, the PW of this
cost depends on the applicable criteria (HQDA or
FEMP).

(@) HQDA criteria and methodology. In

an analysis conducted according to HQDA crite-
ria, the ABD is taken to be 1 January 1982 (the

4-4

DOS). The PW of this cost is determined as
follows (the steps are illustrated in fig 4-2):

Step 1: Enter the input data, including
the cost of $3,000 as of the base
date.

Step 2: Obtain the adjustment factor
from the HQDA criteria column
of one-step table 1 (fig 4-1). Here
the factor is 0.2394. Enter this
factor; then multiply it by the
base date cost to obtain a PW of
0.2394 x 3.0 = 0.72 or $720 as of
the base date.

(b) FEMP criteria and methodology. In
an analysis conducted according to FEMP crite-
ria, the ABD and BOD are taken to be 1 July
1981 (the FEMP prescribed base date). The
amount of the cost as of this date is $2,880 or
ria, the cost is assumed to be incurred on 1
January 1993 (11.5 years after the ABD), the
date on which it would have been incurred had
the BOD actually occurred on the ABD. Its PW
is obtained as follows (the steps are illustrated in
fig 4-2):

Step 1: Enter the input data (as above).
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Step2: Obtain the adjustment factor
from the FEMP criteria column
of figure 4-1. The factor for 11.5
years is 0.4593-the factor for 11
years, 0.4571, multiplied by the
factor for 0.5 years, 0.9667, near
the bottom of the table. (Note
that straight-line interpolation in
fig 4-1, between 11 years and 12
years, gives a slightly less accu-
rate, but perfectly acceptable,
value of 0.4596.) Enter this fac-
tor, and multiply it by the base
date cost to obtain a PW of
0.4593 X 2.9 = 1.3 or $1,300 as
of the base date.

(3) One-time cost situations not covered by
the one-step table. The one-step table for one-time
costs will not provide adjustment factors for the
following cases:

— One-time cost situations in which the
differential escalation rate is positive,
negative, or variable (that is, situations
in which e # O).

— Situations in which the cost at hand is
to be incurred more than 50 years after
the analysis base date.

The conventional approach of paragraph 3-2b
may be used in all such cases. See, for example,
paragraphs 3-2b(2) and (3).

c. Calculations for annually recurring costs.
The general form of a series of uniformly escalat-
ing annual costs is shown in figure 3-2. The
present worth (on the base date) of such a series
of costs is found as follows:

Step 1: Estimate the amount A, of the
annually recurring cost as of the
base date, and determine the
number of costs k in the series.

Step 2: Determine the nominal total cost
as Ak. Obtain the appropriate
adjustment factor and correction
factor from the appropriate one-
step table and determine the PW
of the series of costs by multiply-
ing the nominal total cost by
these factors.

Each adjustment factor in the one-step tables for
annually recurring costs, M&R or energy (figs
4-3, 4-4 or 4-5 for example), is a ratio of the
actual PW of a series of annually recurring costs
at the ABD (taking into account cost growth, if
any, and the time value of money) to the nominal
total cost of the series (ignoring cost growth and
the time value of money), both expressed in
constant ABD dollars. The significance of this

T™M 5-802-1

factor is best understood when it is viewed as a
percentage of the nominal total cost. For exam-
ple, a factor of 0.4661 indicates that the actual
PW of the series of annually recurring costs is
about 47 percent of the value of the nominal total
cost of that series. The one-step adjustment
factors for annually recurring costs are tabulated
based on the assumption that the ABD corre-
sponds to the most recent FEMP-directed base
date (as prescribed in 10 CFR 436A). For all
analyses governed by the FEMP criteria (see para
2-3 and 2-4), the assumption is automatically
valid, and the tabulated factor is used directly.
For all analyses governed by the HQDA criteria,
however (see para 2-2, and 2-5), the assumption
must be considered to be invalid, since in these
types of analyses the ABD is set to correspond to
the date of the study (DOS), and the DOS
normally occurs after the FE MP-prescribed base
date. Accordingly, in these types of analyses, the
tabulated adjustment factors must be corrected—
to account for the difference in time between the
FEMP-directed base date and the DOS. Fortu-
nately, the correction is a simple one to make,
and the correction factors to be used are readily
available. In fact, each of the one-step tables for
annually recurring costs contains the correction
factor that is appropriate for the data in that
particular table. (Refer to the DOS correction
factor at the bottom of the table.) The examples
that follow illustrate the use of the one-step
approach for PW calculations for several typical
cases. Those in subparagraph (1) deal with annual
costs for which e = O (e.g.,, M&R costs, in
general), and those in subparagraph (2) deal with
annual fuel/energy costs, for which e values are
specifically prescribed. The data and calculations
for each example are organized on a sample
worksheet (fig 4-6), and results are rounded to an
appropriate number of significant figures. The full
worksheet is DA Form 5605-5-R, and use of the
full worksheet is illustrated in paragraph 4-3 and
in chapter 6.

(1) Example: e = 0. An annually recurring
cost which is estimated as $5,000 (in constant
ABD dollars) will be incurred each year for the
25-year projected economic life of the facility. The
cost is not expected to escalate at a rate greater
than the general inflation rate (e = O). The date
of the study (DOS) is 1 January 1982, and the
BOD is projected to be 1 January 1985. The PW
of this series of costs depends on the applicable
criteria—that is, on whether the analysis is being
conducted according to HQDA (para 2-2, 2-5,
and 2-6) or FEMP criteria (para 2-3 and 2-4).
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Step 1 Ste 2
L -i. P )I
Total Annual n Total N
Annual Costs X$x108 Noal Co:t Nomi:arCost One Step Adjustment Factor Pv';’e:::'
118 x10%] pPayments on ABD on ABD Table Factor x DOS Correction on ABD
_
. Y
EXampie ™ |
C e: 0
(a) LIADA 25 5.0 115%.0 0,272 x [1.008N% %5 o
VAN = 4 L) IR ey LLid
(b) FEMP 25 5.0 125.0 0.466| 58.%
Exanple #7
€= variable
/= 1A~ A P -~ LA~ A P v - NIL P,
@ g bA 15 .U 'L,V U2&> X (1,00%7) 42.%
(b) FEMP 25 5,0 (2%.0 0,5970 1.0
Il

* Use one-step table 2, figure 4-3, for example 1;
use one-step table 3, figure 4-4, DOE region 4 (electricity) for example 2.

Figure 4-6. Annuaily recurring cost caiculaiions.

(@) HQDA criteria and methodology. In
an analysis conducted according to HQDA crite-
ria, the PW of the annually recurring series of
costs is calculated as follows (the steps are
illustrated in fig 4-6):

Step 1. Enter a brief description of the
cost, the annual cost amount A,
estimated as of the base date,
and the number of annual costs k
in the series. Check the appropri-
ate box to indicate the dollar
magnitude, or leave the boxes
blank to indicate “no multiplier.”
Compute the nominal total cost
as Ak = 50 X 25 = 125.0, and
enter it. Interpolate between the
1 July 1984 and 1 July 1985
columns in the HQDA section of
figure 4-3 to obtain the adjust-
ment factor for the BOD of 1
January 1985. For k = 25 pay-

Step 2:

ments, this factor is 0.2601 +
(1/2) (0.0260) = 0.2731; enter the
factor. Obtain the correction fac-
tor as 1.008 raised to a power
equal to the number of months
between the first day of the
FEMP base year as listed in
table 2 (here, 1 July 1981) and
the analysis base date (here, 1
January 1982). Since there are 6
months between these dates, the
correction factor is (1.008)6. Com-
pute the required PW as nominal
total cost X adjustment factor X
correction factor to obtain 125 X
0.2731 X (1.008°= 35.8 or
$35,800 as the PW (as of the
base date) of the series of annu-
ally recurring costs.

This PW of $35,800 is very close to the $35,700

calculated wusing the conventional

approach in

4-9
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paragraph 3-2c(1). (The difference of $100 is due
to “rounding” of the results of calculations in the
conventional method—specifically in the calcula-
tion of the equivalent single cost.)

(b) FEMP criteria and methodology. In
an analysis conducted according to FEMP crite-
ria, the PW of the annually recurring series of
costs is obtained as follows (the steps are illus-
trated in fig 4-6):

Step 1: Enter input data (as above).

Step 2: Compute the nominal total cost
as Ak = 50 X 25 = 125, and
enter it. Obtain the adjustment
factor from the FEMP column of
figure 4-3. For k = 25 payments,
the adjustment factor is 0.4661;
enter this factor. (There is no
DOS correlation under the FEMP
criteria, as indicated in the ta-
bles, and the tabulated factor is
used directly.) Compute the PW
as nominal total cost X adjust-
ment factor to obtain 125 X
0.4661 = 58.3 or $58,300 as the
PW (as of the base date) for the
series of annually recurring costs.

This PW of $58,300 is very close to the $58,200
calculated using the conventional approach in
paragraph 3-2c(2). (As in para 4-2c(l)(a), the
difference is due to rounding-here again, in the
calculation of the equivalent single cost.)

(2) Example: e variable. An annually recur-
ring cost, which is estimated as $5,000 (in con-
stant ABD dollars), will be incurred each year
over the 25-year projected economic life of the
facility. This cost is expected to escalate at the
differential rates disseminated by HQDA and
incorporated into the applicable energy-cost ad-
justment factors for electricity for DOE Region 4.
The DOS is 1 July 1982, and the BOD is
projected to be 1 July 1985. The PW of this
series of costs depends on the applicable criteria
(HQDA or FEMP).

(& HQDA criteria and methodology. In
an analysis conducted according to HQDA crite-
ria, the PW of the series of costs is calculated as
follows (the steps are illustrated in fig 4-6):

Step 1: Enter input data (as in previous

examples).

Step 2: Compute the nominal total cost
as Ak = 50 X 25 = 125.0, and
enter it. Obtain the adjustment
factor from the 1 July 1985 col-
umn in the HQDA sections of fig
4-4. This factor is 0.3465; enter
it on the worksheet. Obtain the

4-10

31 December 1986

correction factor as 1.0037 raised
to a power equal to the number
of months between 1 July 1981
and the date of study, 1 July
1982. Since the DOS follows 1
July 1981 by 12 months, the
correction factor is (1.0037)12 =
1.045; enter this factor. Compute
the required PW as nominal total
cost X adjustment factor X cor-
rection factor to obtain 125 X
0.3465 X 1.045 = 45.3 or $45,300
as the PW (as of the base date)
of the series of annually recurring
costs.
This PW of $45,300 is very close to the $45,400
found with the conventional approach in para-
graph 3-2c¢(5). (The slight difference is due to
separate upward rounding of the PWs, to get to
three significant figures, for each of the two
subseries calculated by the conventional ap-
proach.)

(b) FEMP criteria and methodology. In
an analysis conducted according to FEMP crite-
ria, the PW of the annually recurring series of
costs is obtained as follows (the steps are illus-
trated in fig 4-6):

Step 1: Enter input data (as in previous

examples).

Step 2. Compute the nominal total cost
as Ak = 50 X 25 = 125, and
enter it. Obtain the adjustment
factor from the FEMP column of
figure 4-4. Here, the adjustment
factor is 0.5970; enter this factor.
(There is no DOS correction un-
der the FEMP criteria, as indi-
cated in the tables, and the tabu-
lated factor is used directly.)
Compute the PW as nominal to-
tal cost X adjustment factor to
obtain 125 X 0.5970 = 74.6 or
$74,600 as the PW (as of the
base date) for the series of costs.

This PW of $74,600 is very close to the $74,700
obtained with the conventional approach in para-
graph 3-2¢c(6). Note the comparative ease with
which it was computed. (The slight difference is
due to the use of linear interpolation in table B-2
to obtain the annual series equivalence factors in
paragraph 3-2c(6). The function tabulated, shown
beneath the tabulated data, is clearly non-linear.)

(3) Annually recurring costs. Situations not
covered by one-step tables. One-step tables for
annually recurring costs will cover those cases
where the value of e is assumed to be zero (fig
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4-3, for example) and those cases where the
value of e is assumed to vary as specified by the
latest version of FEMP criteria (fig 4-4 and 4-5,
for example). When these values of e are not
applicable to a particular situation, PWs may be
computed using the conventional approach of
paragraph 3-2c. See, for example, paragrah
3-2¢(3).

4-3. lllustrative analyses.

In this paragraph the procedures of paragraph
4-2 are applied to three typical MCP design alter-
natives included in an economic study for the
Central Administration Building at ABCDE Am-
munition Plant in Mississippi. The economic life
projected for the facility is 25 years. The same al-
ternatives are treated using the conventional ap-
proach in paragraph 3-3, so the two approaches
can easily be compared. Since the basic input
data are the same for both approaches, the input
data worksheets of paragraph 3-3 are not re-
peated here. Only the one-step calculations are
shown, organized on worksheets as they would be
in a complete economic study. The one-step
adjustment factors presented on the worksheets
are taken from figure 4-1, figure 4-3, figure 4-4
or figure 4-5 either directly or by interpolation,
as appropriate, The PWs developed with the
one-step approach are equal for all practical
purposes to those calculated by means of the
conventional approach (para 3-3). The minor dif-
ferences derive from rounding and interpolations
from tabulated data.

a. Exterior closure. split face block. Figure
3-4 shows the basic input data for this alterna-
tive, and DA Form 5605-5-R (fig 4-7) shows the
one-step PW calculations.

—Basic input data. See paragraph 3-3a(l)
and figure 3-4.

—Present worth calculations. The sole
one-time cost is the initial investment of $55,400;
its PW is found with the procedure of paragraph
4-2 b()(@). The PW of the annually recurring
maintenance and repair cost is calculated accord-
ing to paragraph 4-2c¢( 1 )(a). The pertinent data
and factors are recorded on the worksheet in
figure 4-7; the multiplications are performed; and
the results are summarized at the bottom of the
worksheet.

b. HVAC system: conventional design. Fig-
ure 3-6 shows the basic input data for this
alternative, and figure 4-8 shows the one-step

T™M 5-802-1

PW calculations. The complete LCCA is discussed
in chapter 6.

(1) Basic input data. See paragraph 3-3b(l)
and figure 3-6.

(2) Present worth calculations. The PWs of
the initial investment costs for the fan system
and central plant are found with the procedure of
paragraph 4-2 b(l)(a). In addition, the fans will
have to be replaced 15 years after BOD, and a
significant number of central plant components
will require replacement 12’ years after BOD. The
PWs of the costs of these replacements are calcu-
lated as explained in paragraph 4-2b(2)(a). Once
the replacements have been installed, the system
is expected to have an economic life that extends
beyond the analysis period. The system will,
therefore, have a net salvage value that should be
included in the analysis. The net salvage value is
estimated by assuming straight-line depreciation,
and the PW of this negative one-time post-BOD
cost is computed in accordance with paragraph
4-2b(2)(a). The PWs of the annually recurring
maintenance and repair costs are found as in par-
agraph 4-2c(l)(a), The PWs of the electricity and
fuel costs (the one-step adjustment factors for
distillate oil are shown in fig 4-5) are found in ac-
cordance with paragraph 4-2c(2)(a). The data and
results are recorded and summarized as shown on
the worksheet DA form 5605-5-R (fig 4-8).

c. Domestic water heating system: solar
heating. Figure 3-8 shows the basic input data
for this “alternative”, which represents the solar-
energy portion only (i.e., the solar-energy "incre-
ment") of the domestic hot water (DHW) system
as a whole. Figure 4-9 shows the PW computa-
tions. The complete LCCA, which illustrates the
use of the incremental-analysis approach (per para
2-4c) is presented in appendix A, and is discussed
in chapter 6.

(1) Basic input data. See paragraph 3-3c(1)
and figure 3-8.

(2) Present worth calculations. The PW of
the incremental initial investment cost (less the
10 percent investment credit) is found with the
procedure of paragraph 4-2b(l)(b), since FEMP
criteria (para 2-4) apply here. The PW of the
incremental M&R cost is calculated according to
paragraph 4-2c(l)(b), and the PW of the electric-
ity cost savings according to paragraph 4-2c(b).
The results of the calculations are summarized at
the bottom of the worksheet DA Form 5605-5-R
(fig 4-9):

4-11
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Project No. & Title_ PN 175 (FY%4) Admip. B|d|9' LIFE CYCLE COST ANALYSIS

Installation & Location ABCDE Ammo. Plont, Miss. .
Desi:;n Feature Extecine Closure PRESENT WORTH

Alt. No._ D Title %p\\‘\' Foce Riock ONE-STEP APPROACH

For use of this form, see TM 5-802-1; the proponent agency Is USACE.

Years Cost One Ste| Present Criteria Ref
One-Time Costs P‘S x10°) 4rom On Adj.Factgr Worth rierla Meference HGDA
118 x10¢ ABD ABD Table 1 on ABD Analysis Base Date (ABD) \ Jon e 2
Tontiol Tivedterrs Cot]l 2.5 55.4 10.7g20] 43. 7 || Analysis End Date (AED) lJan 10
Midpoint of Construction 1 Jul 24
BOD for Analysis 1 Jan €5
Annual Discount Rate 0“2,
Differential Escalation
T"é’e Rate per Year (%)
of Cost Timeframe: Ju !l - Jun
£72. - 500, 30 ~10
1 0.00 | O.00] 0.00
Total Annual Total N . P t
Annual Costs M $x108 No. of oot Nomiral Cost One Step Adjustment Factor v’f:::
(1 $ x10%| Payments on ABD on ABD Table Factor x DOS Correction on ABD
ME&R 15 0-5 12.5 | 0.2731 x (1.008)° | 3.

Initial Costs  Energy/Fuel Costs M&i Costs Other Costs Total
Net Present Worth: 43.7 . 0.0 . 3.0 + 0.0 - 47.%

DA FORM 5605-5-R, DEC 86 )

*Use One-Step Table 2 for M&R costs (e = 0).
Use One-Step Table 3 for energy/fuel costs (e = prescribed e value). Sheet of

Figure 4-7. DA Form 5605-5-R, Present worth: one-step approach: exterior closure, split face block
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Project No. & Title PN 115 (EY84) Admin, b\dj. LlFE CYCLE CDST ANALYS'S

Installation & Location ABCDE A wuwo. Plawt Mice, PRESENT WORTH

Design Feature_ﬂ&ﬁ%&tﬂ&ﬂn@ﬂd—.
Al No._ A Title Const, Vol w/ Recip. Chilley ONE-STEP APPROACH

For use of this form, see TM 5-802-1; the proponent agency Is USACE.
— -

M $x103| Years Cost One Step Present Criteria Reference H Q D A
One-Time Costs from Oon Adj.Factor Worth
t1$x10¢| ABD ABD Table 1 | on ABD Analysis Base Date (ABD) [ low 8L
Totial Toestwet Cost | 25 || 981 | 07880 | 47,5 || Analvsis End Date AED) | | Jaw (O
Replacemet= Plactyc it | 150 [l 450 [02394 | |0.§ || Midpointof Construction | | Ju( 84
Replacguent = Fun e 15| 180 || fo0 [01799 | 1.8 ]| 300 tfor analysis [ Jan 85
5‘“‘\30 ;’)‘,. 15| 2%.0 -%3 O00AL | -02 Annual Discount Rate 0%,
= Ditferential Escalation
Type Rate per Year (%)
of Cost Timeframe: Jul = Jun
£1-85, 8590 490-10
| Elect, 548 | 14l | 063
Dist. O, 252 | 2.4 | £.3%
Other p.00 | o.op | 0.00
Annual Costs 8 x10° J:(:If Agg:ta l Nom}’:;lalcost One Step Adjustment Factc:r' P‘;’veos::gt
118 x 108} Payments on ABD on ABD Table Factor x DOS Correction on ABD
-
Elect. 15 6.5 4125 | 03617 x (1.0037)° 152.5
Dist. 0. 15 1.9 12.5 0.448! x (1.0059)¢ %3.1
m& R 1% 4.2 255.0 0.11%| x (1.008)* lol. 1
Initial Costs Energy/Fuel Costs M&R Costs Other Costs Tota?
Net Present Worth: 11 + 180 + loZ + 12 = 577

DA FORM 5605-5-R, DEC 86

*Use One-Step Table 2 for M&R costs (e = 0).
Use One-Step Table 3 for energy/tuel costs (e = prescribed e value). Sheet of
Figure 4-8. DA Form 5605-5-R Present worth: one-step approach: HVAC system, conventional.
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Project No. & Title_ PN 75 (FY&4) Aduin, Blda.

Installation & Location_ ABCPE  Awwo. Plant Wiso

Design Feature P i ev  Heatina Sustewm

31D

ecember 1986

LIFE CYCLE COST ANALYSIS

PRESENT WORTH:
ONE-STEP APPROACH

Al No._BrA  Tie __Solar Sustews TneegyenT

For use of this form, see TM 5-802-1; the proponent agency is USACE.

[Py
VT

15
&~/

Years Cost One Slep Present Criteria Reference
One-Time Costs ®S$x10 from Oon Adj.Factor Worth e FEMF
l1$x10°| ABD ABD Table 1 on ABD Analysis Base Date (ABD) [ dul &
TInitial Twyestment CooT | O 54.0 .0 54,0 || Analysis End Date (AED) | Jul O
Midpoint of Construction N.A.
BOD for Analysis I Jul 81
Annual Discount Rate T1%
| _________________
Differential Escalation
Type Rate per Year (%)
of Cost Timeframe: Jul-Juw
&\ -85 F 82-"10 I ja-w
g lect. 5.9% |41 0.6%
Other .00 0.00 0.00
Total Annual Total i N Present
Annual Costs XS x103 No. of Cost Nominal Cost One Step Adjustment Factor Worth
(18 x 10%| payments on ABD on ABD Table Factor x DOS Correction on ABD

&R

)

Net Present Worth:

Initial Costs

54.0

. -
Energy/Fuel Costs
+ (7.5

+ -q.7.0

i
M&R Costs

Other Costs Total
e 0O - -755 I
| |

DA FORM 5605-5-R, DEC 86

*Use One-Step Table 2 for M&R costs (e = 0).

Use One-Step Table 3 for energy/fuel costs (e = prescribed e value).

Sheet

of

Figure 4-9. DA Form 5605-5-R Present worth: one-step approach: domestic hot water heating system, solar system increment.
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CHAPTER 5
ECONOMIC RANKING CALCULATIONS

5-1. Introduction.

Each set of criteria in paragraphs 2-2 through
2-6 specifies a method by which economic rank-
ings are to be assigned to design alternatives.
The various ranking criteria are similar in nature
and are, for the most part, based on the net LCCs
of the alternatives. There are, however, sufficient
differences so that it is worthwhile to present, in
the paragraphs that follow, brief demonstrations
of the application of the criteria and related
calculations. With the exception of the discounted
payback period determination-which typically re-
quire two to four iterations—the calculations are
relatively simple and straightforward.

5-2. General economic studies.

Ranking criteria for general economic studies are
presented in paragraph 2-2c. Criteria for uncer-
tainty assessment are cited in paragraph 2-2b(9).
The examples described in subparagraphs a
through k below and outlined in table 5-1,
illustrate the application of these criteria to the
results of LCC calculations. All LCC figures cited
below are net LCCs—i.e., the difference between
the PWs of all costs and the PWs of all monetary
benefits.

a. Example 1, LCC results clearly conclusive.
The LCC of alternative B is 50 percent greater
than that of alternative A. The LCC results are
thus clearly conclusive, so that uncertainty as-
sessment is not required (para 2-2b(9)). Alterna-
tive A is ranked higher than alternative B on the
basis of LCC alone (para 2-2c(l)); neither initial
costs nor fuel/energy consumption enters into the
ranking procedure.

b. Example 2, LCC results clearly inconclu-
sive. The LCCs of alternatives C and D are
essentially equal. The LCC results are thus
clearly inconclusive, so that uncertainty assess-
ment is not required (para 2-2b(9)). Neither alter-
native can be ranked higher on the basis of LCC
alone, so ranking must be based on the tie-
breaking criteria of paragraph 2-2c¢(2). Alterna-
tive D is ranked higher because it is lower in
initial cost and will consume no more fuel/energy
than alternative C.

¢. Example 3, LCC results clearly inconclu-
sive. The LCCs of alternatives E and F are
essentially equal. The LCC results are thus
clearly inconclusive, so uncertainty assessment is

not required. Ranking must be based on the
tie-breaking criteria of paragraph 2-2c(2). Alterna-
tive F is ranked higher because it will consume
less fuel/energy than alternative E and will be no
more expensive in terms of initial cost.

d. Example 4, LCC results clearly inconclu-
sive. The LCCs of alternatives G and H are
essentially equal. The LCC results are therefore
clearly inconclusive, so uncertainty assessment is
not required. Ranking must be based on the
tie-breaking criteria of paragraph 2-2c¢(2). Before
these criteria can be applied, the annual
fuel/energy consumption of the two alternatives
must be converted to Btu equivalents, as shown
in table 5-1. Then, alternative H is assigned the
higher ranking because it will consume at least 15
percent less fuel/energy than alternative G and
will be less than 15 percent higher in initial cost.

e. Example 5, LCC results clearly inconclu-
sive. The LCCs of alternatives I and J are
essentially equal. The LCC results are therefore
clearly inconclusive, so uncertainty assessment is
not required. Ranking must be based on the
tie-breaking criteria of paragraph 2-2c(2). Altern-
ative | is assigned the higher ranking because it
will be at least 15 percent less expensive than
alternative J in terms of initial cost and will
consume less than 15 percent more fuel/energy
per year.

f. Example 6, LCC results clearly inconclu-
sive. The LCCs of alternatives K and L are
essentially equal. The LCC results are therefore
clearly inconclusive, so uncertainty assessment is
not required. Ranking must be based on the
tie-breaking criteria of paragraph 2-2c¢(2). Since
none of the specific (listed) criteria of that para-
graph are satisfied, the two alternatives are
assigned the same ranking. The designer would
then select, for use in the facility, the alternative
which represents the best overall choice in his or
her judgment. Here, alternative K would most
likely be selected, owing to its lower net LCC and
annual fuel/energy consumption.

g. Example 7, LCC results not clear-cut. The
LCC results are neither clearly inconclusive nor
clearly conclusive. An uncertainty assessment’
would be required by the criteria of paragraph
2-2b(9) if the design decision were not a routine
one. However, alternative M ranks higher by the
criteria of both paragraph 2-2c(1) and paragraph
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2-2c¢(2), so the relative rankings of the two
alternatives cannot be affected by the results of
an uncertainty assessment. Hence, no uncertainty
assessment is needed (para 2-2b(9)), and alterna-
tive M is ranked higher.

h. Example 8, LCC results not clear-cut. The
LCC results are neither clearly inconclusive nor
clearly conclusive. Uncertainty assessment is not
required by paragraph 2-2b(9) because this is a
routine design decision (see “Notes” column in
table 5-1). In such a case, in the absence of an
uncertainty-assessment determination, alternative
O may be ranked higher on the basis of LCC
alone (para 2-2c¢(1)).

i. Example 9, LCC results not clear-cut. The
LCC results are neither clearly conclusive nor
clearly inconclusive. Uncertainty assessment is
required by paragraph 2-2b(9) because the design
decision is not a routine one (the choice of
alternative Q is likely to be controversial). Rela-
tive rankings then are based on the uncertainty
assessment results and the criteria of paragraph
2-2c, as follows:

(1) High uncertainty. If the uncertainty
assessment shows uncertainty in the LCC results
to be high (HI in table 5-1), the LCC results are
definitely not conclusive. The LCCs of the
alternatives are considered to be comparable, and
alternative R is ranked higher according to the
first tie-breaking criterion of paragraph 2-2c(2).

(2) Low uncertainty. If the uncertainty as-
sessment shows uncertainty to be low (LO in
table 5-1), the LCC results are definitely conclu-
sive. Alternative Q is ranked higher on the basis
of its lower net LCC (para 2-2c(1)).

(3) Medium uncertainty. If the uncertainty
assessment shows uncertainty to be in the me-
dium range (MED in table 5-1), the LCC results
are neither definitely conclusive or definitely in-
conclusive. Ranking is then left to the designer’s
judgment, based on all pertinent factors. In this
case, the designer would most likely assign the
higher ranking to alternative R, based on its
lower initial cost and annual fuel/energy consump-
tion.

j. Example 10, LCCs not determined. If an
LCCA has not been conducted, alternatives are to
be ranked solely on the basis of initial cost
considerations (para 2-2c( 1)). Alternative S, with
the lower initial cost, is thus assigned the higher
ranking.

k. Example 11, LCC results not clear-cut. The
LCC results are neither clearly inconclusive nor
clearly conclusive, and the design decision is not
a routine one (headquarters approval is required).
Moreover, in contrast to the situation of
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subparagraph g above, the alternative with the
lower apparent LCC would not be ranked higher
according to the tie-breaking criteria of paragraph
2-2¢(2), since it has the higher initial cost and
annual fuel/energy consumption. Thus, an uncer-
tainty assessment is required by paragraph
2-2b(9). Since the required uncertainty assess-
ment was not performed, the LCCA was not
conducted in strict accordance with paragraph
2-2, and rankings must be assigned solely on the
basis of initial cost considerations (para 2-2c(1)).
Accordingly, alternative V is assigned the higher
ranking, based on its lower initial cost.

5-3. Special energy-conservation stud-
ies: non-renewable resources.

The ranking criterion for these studies is given in
paragraph 2-3c. Ranking is based strictly on net
LCC: The alternative with the lowest net LCC is
assigned the highest economic ranking, and so on
down to the alternative with the greatest net
LCC, which is assigned the lowest ranking. If two
alternatives have equal or nearly equal net LCCs,
they are assigned the same ranking. In a case in
which two or more alternatives are tied for the
highest ranking, selection should be based on
designer’'s judgment as to which of these
alternatives is the best overall choice for the
application at hand. Accordingly, in the situation
in which alternative A is the most economical of

the feasible conventional alternatives, and in
which

Net LCC of conventional alternative A =
96.5 X 10°(in ABD $)

Net LCC of energy-saving alternative B =
110 x 10°

Net LCC of energy-saving alternative C = 97
x 10°%,
alternatives A and C, which have nearly equal
LCCs, would be tied for the highest rank. Alter-
native B would be ranked lowest. The designer
would select either alternative A or alternative C
based on his or her judgment as to which is the
best overall choice for the application-in terms
of initial cost as well as energy consumption.

5-4. Special energy-conservation stud-
ies: renewable resources.

The ranking criteria for these studies are given in
paragraph 2-4c. In the absence of special ranking
requirements beyond those of the FEMP, the
economic rankings of alternatives in the LCCA
may be determined and reported in either abso-
lute terms or relative terms. The prescribed
measure for determining rankings in absolute
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Table 5-1. General Economic S
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tudies Ranking Examples

| [ T [ T = Degree of Uncertalnty *|
| ! ] | | in LCC Results (HI, MED, LO)]|
| | I | | From I T
Example | Alter- | 1£C IInitial Costs |  Average Annual | Uncertainty | Judgment !
No. | native |(ABD $ x 103)|(ABD § x 103) |Fuel/Energy Consumed | Assessment |  Only | Notes
[ I I | | [ I
1 ] A | 40.0 | 35.0 | More than Alt. B | | LO |
| B | 60.0 | 20.0 | Less than Alt. A | |
| | I ! ! | |
2 | C | 35.0 | 25.9 | Essentially Equal | | HI |
| D | 35.4 | 24.5 ] | | |
| I | ! | | |
3 | E | 35.0 | 25.0 | 13,000 KwH | ! H1 |
| F | 35.4 | 24.8 | 11,500 KWH | | i
| | | | | |
4 | G | 35.0 | 25.0 | 13,000 KwH | HI |
! I | | =151 x 106 Btu | |
| H J 35.4 ! .27.7 | 122,200 £e3 NG [ [
| | | | =126 x 106 Bru | |
I | | | | |
5 | I | 35,0 25.0 | 13,000 KwH | HI |
| | 35.4 29.8 | 12,000 KWH | [
| | | I |
6 | K | 35.0 | 25.0 | 12,000 KWH | HI |
| L | 35.4 | 24.5 | 13,000 KwH | |
| | | | | |
7 | M | 44.0 ] 35.0 | Essentially Equal | MED |
| N | 45.8 | 40.0 | | |
| | I | ! |
8 | 0 | 44.0 I 31.2 |  Essentially Equal | ! MED | Routine design
: P { 45.8 | 30.0 | | | | decision
| | [ | |
9 | Q | 44.0 | 31.2 | 13,000 KWH ! (a) HI | - | Selection of
| R | 45.8 | 30.0 | 12,000 KWH | (b) LO | | Alt. Q likely
I | | | | (c) MED | to be contro-
| | | | | | versial
10 | S | Not | 19.0 | 10,200 KWH | -
| T Determined | 20.5 | 6,000 KWH | | |
| | ] | | I
11 | ] 44,0 | 31.2 | 13,000 KWH ] Not | MED | Deviation from
| \Y | 45.8 | 30.0 | 12,000 KwH | Determined | | eriteria--head
| | | | | | quarters app-
. | I . I | | | roval required
*Uncertainty assessment results HI, LO, MED are defined as follows.

= HI: LCC results shown are definitely not conclusive;
- LO: LCCA results shown are definitely conclusive.
- MED: LCCA results are neither definitely conclusive n

The terms conclusive and inconclusive are defined in para
See also paragraph 2-2b(9).

terms is net LLCC; criteria to be used in conjunc-
tion with this measure are provided in paragraph
2-3c¢ and illustrated in paragraph 5-3. The pre-
scribed measure for determining rankings in reia-
tive terms is LCC savings. However, two addi-
tional relative-ranking measures—the savings-
to-investment ratio (SIR) and the discounted
payback period (DPP)—may have to be deter-
mined in response to special requirements. {Ail
four ranking measures provide the same results in
a specific LCCA; that is, an alternative that is
ranked most economical in terms of net LCC
would also be ranked most economical in terms of
LCC savings, SIR, and DPP.) The criteria to be
used in conjunction with the three relative-
ranking measures are provided in paragraph 2-4c

LCCs are essentially equal.
or definitely inconclusive.

graph 2-2c(1).

and illustrated below. The computation and appli-
cation of LCC savings are illustrated in para-
graph 5-4a; the SIR is computed and applied in
paragraph 5-4b; and the DPP is computed and
applied in paragraph 5-4c. In the illustrations, a
proposed hypothetical energy-saving design,
based on the use of a renewable source of energy
(like solar energy), will be ranked in comparison
with an hypothetical conventional design, repre-
senting the most economical design based on the
use of fossil-fuel-derived energy only. In accor-
dance with standard practice, the conventional
design will be referred to as the baseline alterna-
tive (or system) and the energy-saving design as
the investment, or the investment alternative (or
system)—in the sense that the additional initial
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costs required for the energy-saving design repre-
sent an investment, which will yield a return in
terms of cost avoidance for energy consumption.

a. Net LCC savings. The net LCC savings is
equal to the net LCC of the baseline alternative
less the net LCC of the proposed energy-saving
design (ESD).

(1) Example: positive net LCC savings. If
the net LCC savings is positive, then the ESD is
considered to be cost effective. Accordingly, in
the situation in which

Net LCC of base- $280.0 X 10°
line system = (in ABD %)
Net LCC of
ESD = $258.4 X 10°
Net LCC
savings = $ 216 X 10°

the ESD is cost effective and must be incorpo-
rated in the facility.

(2) Example: negative net LCC savings. If
the net LCC savings is negative, then the ESD is
considered to be not cost effective. In the situa-
tion in which

Net LCC of base- $280.0 X 10°
line system = (in ABD %)
Net LCC of
ESD = $298.0 X 10°
Net LCC
savings = -$18.0 X 10°

the ESD is not cost effective and may not be
incorporated in the facility.

(3) Example: net LCC savings at or very
near zero. If the net LCC savings is equal to zero,
or very nearly equal to zero, then the ESD is to
be considered neither cost effective nor not cost
effective. Accordingly, in the situation in which

Net LCC of base- $280.0 X 10°
line system = (in ABD %)
Net LCC of
ESD = $279.8 X 10°
Net LCC
savings = $02x 10°

the ESD is neither cost effective nor not cost
effective. In this situation the designer should
decide whether or not to incorporate the ESD in
the facility, based on his or her judgment as to
the better overall choice for the application at
hand.

b. Savings-to-investment ratio.

(1) calculation and application. The SIR is
computed from the PWs of the costs attributable
to the ESD and the baseline alternative, as
follows:
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Step 1. Determine the PW of the net
savings due to the ESD. To do
so, algebraically subtract the
PWs of all operating and mainte-
nance type costs for the ESD
from those for the baseline alter-
native.

Step 2. Determine the extra investment
required for the ESD. To do so,
algebraically subtract the PWs of
all investment, replacement, net
salvage, and other capital costs
for the baseline alternative from
those for the ESD.

Step 3: Form the ratio of the result of
step 1 to the result of step 2.
This ratio is the SIR.

As indicated previously, the SIR and net-LCC-
savings ranking measures are not independent.
The SIR will be greater than 1.0 whenever the
net LCC savings is positive, less than 1.0 when-
ever the net LCC savings is negative, and exactly
equal to 1.0 whenever the net LCC savings is
exactly equal to zero. Accordingly, the energy-
saving design will be cost-effective whenever the
SIR is clearly greater than 1.0, not cost-effective
whenever the SIR is clearly less than 1.0, and
neither cost-effective nor not-cost-effective when-
ever the SIR is equal to—or very nearly equal
to-1.0.

(2) Example: SIR calculation. The compu-
tations are organized on a sample worksheet and
results are rounded to an appropriate number of
significant figures. The full worksheet is DA
Form 5605-1-R, (Life Cycle Cost Analysis’
Savings-To-Investment Ratio (SIR) and Dis-
counted Payback Calculation). It is assumed that
the PWs of all the costs related to the conven-
tional alternative and to the ESD have been
computed in accordance with the provisions of
paragraph 2-4b by the techniques illustrated in
chapters 3 and/or 4), and that the results are
available. (This is the usual case.) The SIR is
calculated from these PWs as follows (the steps
are illustrated in fig 5-1):

Step 1: Enter the PWs of all operating
and maintenance costs, including
fuel/energy costs, for the baseline
system, and find their total.
Here, this total is 199.5. Do the
same for the investment system
(the ESD); the total for this sys-
tem is 152.9. Subtract the invest-
ment-system total from the base-
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line-system total to obtain the
PW savings of 199.5 — 1529 =
46.6. Enter that figure.

Enter the PWs of all capital
costs (including initial, replace-
ment, and terminal costs) for the
baseline system, and find their
total; here, the total is 80.5. Do
the same for the investment sys-
tern; that total is 105.5. Subtract
the baseline-system total from

Step 2:

T™M 5-802-1

the investment-system total to
obtain the extra PW investment
as 105.5 - 80.5 = 25.0. Enter
that figure.

Divide the net savings by the ex-
tra investment to obtain 46.6/
25.0 = 1.9 as the SIR for the in-
vestment system (ESD).

Because this SIR is clearly greater than 1.0, the
investment is considered cost effective, and the
ESD must be incorporated in the facility.

Step 3:

SIR Calculation I
Element of Type of
Calculation |System Cost/Benefit
Energy/Fuel 125.1
PW of Bine | Other oaM 744
Operating &
Maintenance Total 199.5
t
;:s - Energy/Fuel 70.2 Step 1
x
Osx108 | est” |Other 0aM 82.7
Total 152.9
A Net Savings 46.6 3
Initial (MCP) 77.2
Replacementsy, 18 3.4
B"ans:- Terminal -0.1
Other -
PW of
Capital Total Net
Costs
X $x 103 Initial (MCP) Step 2
0 $x108 Replacements
Invest-
ment Terminal
Other
Total Net
-A Extra Investment
Net Savings 46. —)
SIR A | | 70 Step 3
xtra Investment _ 1.9
. Y

Figure 5-1: Example: SIR calculation.

c. Discounted payback period. The discounted
payback period is the number of years required to
recoup an investment through the net savings it
provides, with the time value of money and cost
escalation (if any) taken into account. For eco-
nomic studies involving energy-saving designs
(e.g., solar), paragraph 2-4c defines the DPP as
that period of time, measured in years from the
BOD, which, if used as the analysis period for the
LCCA, would result in a net PW savings of zero.
An equivalent definition is the following The

DPP is the number of years, measured from the
BOD, which, if used as the analysis period for the
LCCA, would result in an SIR of 1.0. The DPP
calculation procedure outlined below is based on
this latter definition. It is an iterative (trial-and-
error) procedure in which a trial analysis period is
first computed, and then a SIR is computed for
that trial period. If the SIR is not equal to 1.0, a
new trial analysis period is computed (based on
the previous results) and a new SIR is found.
This process is repeated until a SIR of 1.0 is
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obtained. Normally, no more than about two to
four iterations are required. In these calculations,
net salvage values (or terminal values) which arise
due to the variation of the trial analysis period
are usually ignored. However, if their magnitude
is expected to be large enough to alter the results
of the computation, they must be taken into
account. Net salvage values are usually approxi-
mated for this purpose based on an assumption of
straight-line depreciation.

(1) Calculation and application. The DPP
for an energy-saving investment is calculated as
follows:

Step 1: Compute the SIR for the energy-
saving design (ESD) by the
method of paragraph 5-4b, using
an analysis period selected in ac-
cordance with the provisions of
paragraph 2-3b(3).

Step 2: Use the SIR computed in step 1
and the corresponding analysis
period (i.e., the criteria-based
analysis period) to compute a
trial analysis period n, in years
(for which it is hoped that the
SIR will equal 1.0).

Step 3: Compute the SIR as in Step 1,
using an analysis period equal to
the trial analysis period n com-
puted in step 2.

Step 4: If the SIR resulting from step 3
is equal to, or very nearly equal
to 1.0, stop. The trial analysis
period n is the DPP. If not, use
the result of step 3 to compute a
new trial’ n.

Step 5. Repeat steps 3 and 4 until a
particular trial value n results in
a SIR that is equal to, or very
nearly equal to 1.0. The DPP is
that particular trial value n.

As indicated previously, the DPP and the net-
LCC-savings ranking measures are not indepen-
dent. The DPP will be less than the criteria-based
analysis period whenever the net LCC savings is
positive,. greater than the criteria-based analysis
period whenever the net LCC savings is negative,
and exactly equal to the criteria-based analysis
period whenever the net LCC savings is exactly
equal to zero. Accordingly, the energy-saving de-
sign will be cost-effective whenever the DPP is
clearly less than the criteria-based analysis peri-
od, not cost-effective whenever the DPP is clearly
greater than the criteria-based analysis period,
and neither cost-effective nor not-cost-effective
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whenever the DPP is equal to—or very nearly
equal to—the criteria-based analysis period.

(2) Example: DPP calculation. The compu-
tations are organized on a sample worksheet and
results are rounded to an appropriate number of
significant figures. The full worksheet is DA
Form 5605-1-R. It is assumed here that the PWs
of all costs have been computed in accordance
with the provisions of paragraph 2-4b (by the
techniques illustrated in chap 3 or 4), and that
the results are available. (This is the usual case.)
The DPP is computed as follows (the steps are
illustrated in DA Form 5605-1-R fig 5-2):

Step 1: The SIR for this ‘example was
computed in paragraph 5-4b(2).
The computation is shown on the
SIR-DPP worksheet DA Form
5605-1-R (fig 5-2).

Step 2. (The first trial value n is com-
puted directly below the SIR cal-
culation. For this first computa-
tion, both the last trial value n
and the last SIR are assumed to
be zero. “This n“ is the analysis
period selected in accordance
with the provisions of criteria—
here, 25 years.) Follow the steps
listed on the worksheet to com-
pute the first trial value n, as

follows:

A = this SIR - 1.0 = 19 - 1.0
0.9

B = this SIR - last SIR = 1.9
-0 =1.9

C = ratio of A to B = 0.9/19 =
0.47

D =last n - this n= 0 - 25=
-25

E = product of C and D = 0.47
x(-25)= -11.8

F = next n = this n+E = 25
+(-11.8) = 13.2

Round this result to 13 for use as
the next trial n; enter n = 13 at
the top of the first DPP column
in the right-hand block.

Step 3: (first iteration): Compute a SIR
based on PW data computed over
a trial analysis period of 13 years
(instead of the original criteria-
based value of 25 years). New
PWs must be found for operating
and maintenance costs; PWs of
initial costs do not change; only
replacement costs that are ex-
petted to occur within the first
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l - |
SIR Calculation Discounted Payback Calculation
Element of Svstem Type of Trial Values of Post-BOD Analysis Period, n(years)
Calculation y Cost/Benefit 1= 13 |n - In =7 | n = | n= 10
S ——
Energy/Fuel 125.1 | es5.1 ~ | 3s.0 | s50.1
B
PW of line | Other O&M 74 .4 38.7 20.8 29.8
ting &

Maimenance o L1905 103.8 35.8 19.9 ]
mc::t:o: Energy/Fuel 70.2 36.5 19.7 28.1
Osx 108 ";:ee::- Other O&M 82.7 43.0 23.2 33.1

T t l ~ ~~ -
ota 152.9 _ 79.5 - 42.9 61.2
A | Net savings | 46.6 243 E 20 1 o1 187
Initial (MCP) I 77.2 i 77.2 4 77.2 © 77.2
Replacements 3.4 : 0 ;4_){ 0 40-)3 0
4
B'?:ee- Terminal - o - 9 - o -
Other o c s _
PW of & - 9 =
Capital Total Net 80.6 £ 77.2 » 77.2 ~ 77.2
Costs ~
K$x10° Initial (MCP) 95.5 ¢ 95.5 - 95.5 “ 95.5
Os$x10 Replacementsy,. 181  10.1 o 0 e 0 o 0
","“':::' Terminal - ¢ - b - A -
Other | | i
Total Net 105.6 95.5 95.5 EEREN
-A |Extralnvestment | 25 0 18.3 18.3 18.3
; 9 8
Net Savings 46.6 I - [
SiR A 75.0 18.3 18.3 | 18.3
Extra Iinvestment . . _ _
= 1.9 i = 1.3 Ly |= 0.7 —>| = 1.0
//,,
A = This SIR — 1.0 0.9 ' 0.3 | > -0.3
B = This SIR — Last SIR* 1.9 -0.6 | | | -o0.6 | |
C = Ratioof Ato B 0.47 / -0.5 \-r'g 0.5
. < ) [2TaNe]
D = Last n®* — This n ~25 12 L 9 6
E = Product of C & D | -11.8 -6 92 3
F = Nextn = Thisn + E o 7 ! 10
DA FORM5605-1-R, DEC 86
*In calculating First Trial n Value for Discounted
Payback Calculation, Use Last SIR = Lastn = 0.
Figure 5-2: Example: DPP calculation
13 years after BOD are included; This SIR = 1.3
it is assumed that PWs of termi- Last SIR = 1.9
nal costs will not affect the re- This n = 13
sults and so they are ignored. Last n = 25
The result is a SIR of 1.3. The result is a trial value n of 7.
Step 4. (first iteration): Since the SIR is Enter this value at the top of a
not close to 1.0, compute a new new DPP column in the right-
trial value for n using hand block.
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Step 3: (second iteration): Compute a
SIR based on PW data computed
over a trial analysis period of 7
years. Again new PWs must be
found for operating and mainte-
nance costs, but other PWs do
not change from step 3 (first
iteration). The result is a SIR of
0.7.
Step 4: (second iteration): Again the SIR
is not sufficiently close to 1.0.
Compute a new trial value for n
with
This SIR = 0.7
Last SIR = 1.3
This n =7
Last n = 13
The result is a trial value n of 10.
Enter this value at the top of a
new column.
Step 5. (third iteration): Compute a SIR
based on PW data computed over
a trial analysis period of 10
years. As in the second iteration,
new PWs must be found for the
operating and maintenance costs.
The result is 1.0; accordingly, the
discounted payback period is
taken as 10 years-the value of n
that results in a SIR of 1.0.
Since this DPP is clearly less than 25 years, the
criteria-based value of the analysis period, the
ESD is considered cost effective and must be
implemented.

5-5. Special studies for innovative/al-
ternative wastewater treatment tech-
nology.

The ranking criterion for these studies is given in
paragraph 2-5c. Ranking is based solely on net
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LCC: The net LCC of the highest-ranked in-
novative/alternative facility is compared to 115
percent of the net LCC of the highest-ranked
conventional facility. If the former is equal to or
less than the latter, the innovative/alternative
facility is ranked higher and must be selected. If
two or more conventional alternatives are in-
cluded in the analysis, they must be ranked
according to the provisions of paragraph 2-2c. If
two or more innovative/alternative facilities are
included, they must be ranked solely according to
their LCCs: The alternative with the lowest net
LCC is assigned the highest economic ranking. In
the situation in which

Net LCC of alternative A (conventional) =
33.8 X 10°(in ABD $)

Net LCC of alternative B (conventional) =
21.2 x 10°

Net LCC of alternative C (innovative) =
23.9 X 10°

Net LCC of alternative D (innovative) =
30.1 x 10°
alternative B would be ranked the higher of the
conventional alternatives according to paragraph
2-2c. Alternative C would be ranked the higher of
the innovative alternatives on the basis of net
LCCs. Then, since

1.15 X net LCC of alternative B = 24.4
x 10°(in ABD $)
Net LCC of alternative C = 23.9 X
10°

the innovative alternative C would be ranked
highest and implemented.

5-6. Special intra-DOD directed eco-

nomic studies.

The ranking criteria set forth in paragraph 2-2c
and illustrated in paragraph 5-2 apply to these
studies, unless otherwise in the directive authoriz-
ing the study effort.
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CHAPTER 6
SAMPLE APPLICATIONS: THE INDIVIDUAL LCCA

6-1. Introduction.

This chapter and Appendix A provide illustrative
material on how to conduct and document eco-
nomic studies for MCP designs, with emphasis on
the individual LCCA. Five LCCAs are presented.
The five were selected in part to cover the
implementation of the four sets of criteria pre-
sented in chapter 2, and in part to provide
guidelines for properly applying those criteria to
the three principal types of design features/ele-
ments encountered by the MCP designer-i. e.,
mutually exclusive energy consuming elements
(such as alternative HVAC systems), mutually
exclusive non-energy-consuming elements (such as
alternative pavement designs), and non-mutually-
exclusive “add-on” type elements (such as solar-
energy systems). Analyses conducted in accor-
dance with the criteria for general economic
studies (para 2-2) are presented in paragraphs
6-2 and 6-3-the first one for a non-energy-
consuming design feature, and the second for an
energy-consuming one. Paragraphs 6-4 and 6-5
contain analyses conducted in accordance with
the criteria for special energy-conservations stud-
ies (para 2-3 and 2-4, dealing with non-renewable
resources and renewable resources, respectively).
An analysis conducted in accordance with the
criteria for special studies for innovative/alterna-
tive wastewater treatment technology (para 2-5)
is presented in paragraph 6.

a. Cost data. All simulated case histories pre-
sented in this chapter were developed in January
1982, and all utilize cost information that gener-
ally reflects market prices and cost-growth projec-
tions of that timeframe (see para 1-4).

b. Present worth calculations. In this manual, a
separate PW calculation is made (and shown) for
each alternative included in the LCCA. In actual
practice, however, it will occasionally be much
simpler to make the PW calculations only once,
for all the alternatives in the LCCA. When this
approach is used, a unit cost is assumed for each
of the cost types in the LCCA (e.g., initial costs,
annual M&R costs, annual electricity cost, annual
natural gas cost, twelfth-year replacement cost,
etc.), and the PW's corresponding to these costs
are calculated. For any given cost type, the actual
PW for any of the alternatives is simply the
product of the magnitude of that particular cost
for the alternative of interest and the PW deter-

mined from the unit cost calculations. The unit-
cost approach is generally used in LCCAs with a
number of alternatives (three or four or more), as
in the LCCAs in paragraph 6-4 and 6-6, or in
the typical LCCA conducted in support of a
solar-sizing design study.

¢. Documentation.

(1) For LCCAs in general. The principal com-
ponents of the typical LCCA documentation are:
Cover sheet (title page)

Contents page
Summary of LCCA results
— Data and calculation sheets for each
alternative
. Input data summary sheets
« PW calculation sheets
« Backup sheets

Backup sheets, which normally comprise the bulk
of the documentation, are basically of the follow-
ing three types:

— Sheets copied from published documents
(which may or may not be included in the
official design analysis documentation for
the MCP project)—for example, the Envi-
ronmental Protection Agency Manual
430/9-78-009, which served as the major
source of data for the wastewater treat-
ment facility LCCA (para 6-6).

— Sheets generated for the official design
analysis documentation and included
therein.

— Sheets generated specifically in support of
the LCCA—for example, BLAST computer-
run summary sheets, showing energy con-.
sumption for the HVAC alternatives stud-
ied in paragraphs 6-3 and 6-4.

Backup sheets of the third type cited above
normally are included directly in the documenta-
tion for the LCCA. Backup sheets of the first two
types cited above, on the other hand, normally
are included in the documentation by reference
only (usually on the basis input data summary
sheet).

(2) For LCCAs in this manual. The documen-
tation for the LCCAs presented in this chapter
can be found in appendix A. That documentation
consists, for each LCCA, of the input data
summary sheet and the PW calculation sheet for
each alternative, followed by the summary sheet
for the LCCA as a whole. (The other principal
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components of the typical LCCA documentation
cited above are not presented in appendix A
because of practical considerations.)

6-2. Roadway/parking surface.

This LCCA is part of the economic study for a
FY 84 project, involving the construction of a
reserve training building in the Tidewater area of
Virginia. The building is needed to provide train-
ing facilities for a 200-member reserve unit, and is
estimated to cost $3,500,000. The LCCA for the
roadway/parking surface provides a simple illus-
tration of the use of the one-step PW calculation
approach in applying the general economic study
criteria of paragraph 2-2 to two mutually exclu-
sive non-energy-consuming alternatives. In addi-
tion, it serves as an example of one type of LCCA
that is likely to prove to be cost-effective, in that
the study results may prove to be applicable to a
number of different projects in the MCP (see para
2-2a(2)).

a Input data. The basic input data summary
sheets for the two alternatives (see appendix A)
reflect the fact that this LCCA is conducted in
accordance with the provisions for general eco-
nomic studies (HQDA criteria). Thus, the dis-
count rate is 10 percent; the ABD is the actual
date on which the study is performed (the DOS);
and the midpoint of construction and the BOD
are taken as the actual projected dates for these
events. The 25-year projected life of the roadway
determines the analysis period and the analysis
end date—25 years after the BOD. All costs
associated with each alternative are estimated as
of the DOS and listed on the input data summary
sheet for that alternative, along with the actual
dates on which they will be incurred (based on the
actual BOD) and the sources of the cost data.
The costs and the times when they are incurred
are depicted graphically on a cash flow diagram.
According to the criteria for general economic
studies, the initial procurement/construction cost
is charged at the midpoint of construction. The
M&R costs for each year are accumulated as a
single annual lump sum and charged at the
mid-point of the year in which they are incurred
the first such cost is thus charged one-half year
after BOD, on 1 January 1985.

b. Computations. The PW calculations (using
the -one-step approach) are shown on the PW
worksheets for the two alternatives (app A).

c. Summary. The results of the LCCA are
summarized on the summary worksheet (app A).
The results do not appear to be clearcut-i.e.,
they are neither clearly conclusive nor clearly
inconclusive. In spite of this, an uncertainty

6-2

31 December 1986

assessment is not required, since the relative
economic ranking of the two alternatives cannot
be affected by the results of the assessment (para

2-2b(9))—i.e., alternative A gets the higher rank-

ing in any case, either by the provisions of
paragraph 2-2c¢(1) or 2-2c¢(2), whichever would
turn out to be appropriate (if an uncertainty
assessment were made). Accordingly, the designer
elected alternative A for implementation.

6-3. HVAC system: conventional de-
sign.

This LCCA is part of the economic study for a
FY 84 project—the Central Administration Build-
ing at the ABCDE Ammunition Plant, located in
Mississippi. The building will contain approxi-
mately 70,000 square feet, and is expected to cost
approximately $70 per square foot to construct.
Occupancy is projected for January 1985. The
LCCA illustrates the use of the conventional PW
calculation approach in applying the general-
economic-study criteria for paragraph 2-2 to two
mutually exclusive energy-consuming alternatives.
It also illustrates the use of the artificial net
salvage value (in a sense, a “retention value” or
“residual value”) in those cases where the alterna-
tives have different economic lives and the eco-
nomic life of the facility (or 25 years) is not an
exact multiple of those economic lives. This
LCCA represents the first step in the design of
an energy-consuming element of a facility, utiliz-
ing criteria and procedures no different from
those used in the design of a non-energy-
consuming element. At this early design stage,
the designer is primarily interested in identifying
the best conventional design for the application
at hand, without giving any consideration to
extraordinary energy-saving design initiatives.
Accordingly, the LCCA is governed by the provi-
sions of paragraph 2-2 (as was the LCCA illust-
rated in para 6-2). Once the best conventional
design is determined (for that particular design
element and for all other key elements of the
building), a baseline design is established, against
which the potential cost effectiveness of various
extraordinary energy-saving design initiatives
may be measured. Typical LCCAs for energy-
conservation applications are addressed in para-
graphs 6-4 and 6-5.

a. Input data. Input data are determined and
entered on the data summary sheets (app A). The
facility life is projected to be well in excess of 25
years; however, the analysis period is taken to
extend only 25 years beyond the BOD, in accor-

dance with the provisions of paragraph 2-2b(3)(b).

All costs associated with each alternative are
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estimated and listed on the data summary sheet
for that alternative, along with the times they
will be incurred, and the sources of cost data. The
net salvage value calculated for each alternative
is listed as a negative cost to be incurred on the
analysis end date. All costs are shown on the
cash flow diagram for each alternative.

b. Computations. The net PWs for the two
alternatives are here computed by the conven-
tional approach (for no reason other than to
provide an illustration of that approach). Initial
procurement costs are charged at the midpoint of
construction, which here is 2.5 years after the
DOS and hence after the ABD. Other one-time
costs are charged at the times they are expected
to be incurred. Annual costs are charged at the
middle of each year; the first such cost is incurred
one-half year after the BOD, which is 3.5 years
after the DOS/ABD. The PW of each cost is
computed, and the net LCC for each alternative is
obtained as shown on the PW worksheets (app
A). The annual series equivalence factors were
determined from table B-2. (Linear interpolation
was used to interpolate between the tabulated
data points.)

¢. Summary. The results of the LCCA are
summarized on the summary worksheet DA Form
5605-2-R (fig. A-13). The results are clearly
conclusive; alternative A is ranked higher on the
he basis of its lower net LCC and is used as the
baseline conventional system in the LCCA of
paragraph 6-4 below.

6-4. HVAC system:
tion.

energy conserva-

This LCCA, like the one presented in paragraph
6-3, is part of the economic study for the Central
Administration Building at the ABCDE Ammuni-
tion Plant, in Mississippi. As indicated in para-
graph 6-3, once the most economical conventional
HVAC design has been determined, the next step
involves the conduct of a special energy study to
determine if there are any extraordinary energy-
saving designs that would be more economical
(than the conventional design) for this particular
application. It is this second step in the HVAC
system design-the special energy study required
by statute—-that the LCCA presented in this
paragraph addresses. There are four alternatives
included in the LCCA—three different energy-
saving designs, all based on the use of non-
renewable energy resources, plus the most eco-
nomical conventional design, determined from the
results of the LCCA discussed in paragraph 6-3.
The LCCA illustrates the use of the conventional
PW calculation approach in applying the special
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FEMP criteria of paragraph 2-3 to these four
HVAC-system alternatives.

a. Input data. The basis input data summary
sheets for the four alternatives (app A) reflect the
fact that this LCCA is conducted in accordance
with the provisions for special directed studies on
energy conservation (FEMP criteria). Thus, the
discount rate is 7 percent; a 10 percent invest-
ment credit is applied to the initial costs of all
alternatives; the end-of-year convention is used
for annual recurring costs; and the timing of
project events is artificial. The analysis base date
is taken to be 1 July 1981, corresponding to the
FEMP-prescribed base data in effect at the time
the study was conducted. That data is also taken
as the assumed BOD and the midpoint of con-
struction (more specifically, as the date on which
initial procurement/construction costs are
charged). All post-BOD one-time costs are as-
sumed to occur on the date on which they would
have occurred if the BOD were actually 1 July
1981. Thus, for example, the fan replacement for
alternative A is expected to occur 15 years after
BOD. This replacement would actually occur on 1
January 2000, since the actual BOD is 1 January
1985. However, for the analysis, with an artificial
BOD of 1 July 1981, it is assumed that the fan
replacement would occur on 1 July 1996. More-
over, as per FEMP criteria, annually recurring
costs are charged at the end of each year,
beginning with 1 July 1982-one year after the
artificial BOD of 1 July 1981. The analysis
period-25 years-is assumed to begin on the
ABD (1 July 1981) and end 25 years later, on 1
July 2006. All costs associated with each alterna-
tive (including the negative net salvage costs) are
listed on its input data summary and included in
the calculation of its net LCC. Differential escala-
tion rates for the cost of fuel oil and electricity
are those which were prescribed for the FEMP at
the time the study was conducted, as indicated in
paragraph 1-4. In accordance with HQDA
(DAEN-ECE-G) guidance at the time of the
study, these rates were determined from tabu-
lated values for the Commercial Sector, published
in 10 CFR 436A. The rates used are those for
DOE Region 4, the appropriate region for a
facility in Mississippi (app C). With regard to cost
estimates, the preferred approach is to have all
costs reflect market prices as of the ABD. If
these costs are too difficult for the designer to
obtain, the designer is permitted-as an approxi-
mation—to base all costs on the purchasing
power of the dollar on the DOS, and to assume
that this represents the purchasing power of the
dollar on the ABD. In any case, when the
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designer elects to use this approximation, he or
she must do so for all costs.

b. Computations. The present worths of the
four alternatives are computed by the conven-
tional approach and entered on PW worksheets
(app A). This approach is used here to provide
additional examples of its use, this time following
the provision of paragraph 2-3 (FEMP criteria);
the one-step approach would have given the same
results. A 10 percent credit is applied to the
initial investment cost of all alternatives. The
effect of this credit is to reduce the extra initial
investment cost of the energy-saving alternatives.
The annual series equivalence factors were deter-
mined on the basis of linear interpolation between
tabulated data points in table B-2. Note that the
PW of conventional alternative A is recalculated
here according to the FEMP criteria of paragraph
2-3; the resulting net LCC differs from that
calculated in paragraph 6-3 using paragraph 2-2
criteria.

¢. Summary. The results of the PW calculations
are summarized on the LCCA summary sheet DA
Form 5605-2-R (fig A-13). The four alternatives
are ranked solely on the basis of net LCC—the
alternative with the lowest net LCC receiving the
highest economic ranking. The difference in net
LCC between the highest-ranked alternative (al-
ternative D) and the second highest-ranked alter-
native (alternative B) is about 1 percent, must
less than the probable accuracy of the cost data
involved in the analysis. Thus, these alternatives
tie considered to be tied, and the designer must
use his or her best judgment to select either
alternative D or alternative B for implementation
(para 2-3c). In this case, the designer selected
alternative D because it is expected to consume
less energy than alternative B.

6-5. Domestic water heating system:
energy conservation (solar).

This LCCA, like those presented in paragraphs
6-3 and 6-4, is part of the economic study for the
Central Administration Building at the ABCDE
Ammunition Plant in Mississippi. Like the LCCA
presented in paragraph 6-4, it is conducted as
part of the special energy study for the project,
to determine if there are any extraordinary
energy-saving designs that would be more eco-
nomical (than the best conventional design) for
this particular application. Unlike that LCCA,
however, the LCCA presented here deals with the
domestic hot water (DHW) system, and the use of
non-renewable energy resources—in the form of
solar-energy-is specifically considered. Accord-
ingly, this LCCA is considered to be responsive
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to the special statutory requirement on energy
conservation for MCP facilities (as described in
paragraph 2-4). It illustrates the use of the
conventional PW calculation approach: for a de-
sign application in which the alternatives are not
necessarily mutually exclusive (i.e.,, the solar-
energy system cannot stand alone, but must have
a conventional system as backup), and in apply-
ing the special FEMP criteria of paragraph 2-4
for the case of an incremental approach, where
only incremental costs (i.e., cost differences) be-
tween two alternatives are considered. It also
illustrates the special economic ranking calcula-
tions—savings-to-investment ratio and discounted
payback period (SIR and DPP)-which may be
required for certain types of energy-conservation
applications (e.g., solar-energy systems).

a. Input data. The baseline alternative (alterna-
tive A) is the best conventional design-an elec-
tric DHW system (as determined from the results
of an LCCA conducted earlier and not illustrated
herein). The other alternative (alternative B) is a
DHW system that consists of a solar-energy-
based heating system and a conventional heating
system for backup. The conventional system
selected for backup is the alternative A electric
heating system. In accordance with standard
practice for the incremental-analysis approach,
only the incremental costs—i.e., the cost differ-
ences between the alternative B combined system
and the alternative A baseline system—are con-
sidered, and only these are listed on the single
basic input data summary worksheet (app A).
These are the extra costs (and/or cost savings)
that are attributable to the solar-energy “add-
on”. (The cost figures for each of the two
alternatives considered in the typical incre-
mental-analysis approach, from which the incre-
mental costs are calculated, would be provided on
the appropriate backup sheets in the LCCA
documentation.) The basic input data summary
worksheet reflects the fact that this LCCA is
conducted in accordance with the provisions for
special directed studies for energy conservation
(FEMP), as was the LCCA presented in para-
graph 6-4. The extensive discussion provided
there on the application of the FEMP criteria—
e.g., the use of a 7 percent discount rate, 10
percent investment credit, end-of-year convention
for annually recurring costs, artificial timing for
project events, 1 July 1981 ABD, differential
escalation rates from 1982 CFR, etc. —is applica-
ble to this LCCA as well. An analysis period of
25 years is used here, based on the assumption
that the economic life of the facility will be at
least 25 years. It is also assumed: that the
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economic lives of both the solar-energy system
and the electric heating system are 25 years, and
that the present worth (PW) of any net salvage
value that would properly be claimed would be
small enough to ignore. (It should be noted that,
while both of these assumptions may be common,
other views are equally common. The economic
life of a typical solar-energy system is considered
by many to be more on the order of 15-20 years,
than 25 years, and the PW of the net salvage
value of a typical solar-energy system is consid-
ered by many to be too large to ignore-i. e,
based on the not uncommon assumption of a net
salvage value for the solar “add-on”, of as much
as 20 percent or more of the initial investment
cost, for the scrap value of copper tubing and
other materials.) The incremental initial invest-
ment cost shown includes the additional cost of
design for the solar-energy “add-on” as well as
the additional cost of supervision and administra-
tion (S&A) anticipated, both considered to be
relevant and significant in an application such as
this (i.e., one involving an “add-on”). Contingency
costs are not included, however, in accordance
with standard practice.

b. Computations. The net LCC savings attribut-
able to the solar-energy “add-on” to the conven-
tional DHW system is computed directly by the
conventional PW approach applied to the incre-
mental costs of alternative B vs. alternative A
(app A). A 10 percent investment credit is applied
to the incremental initial investment cost, as
required. The annual series equivalence factors
are determined from table B-2, with linear inter-
polation used for the factor for electricity costs.
As required by the Congress, the SIR and DPP
are also computed (app A). (Note that the
worksheet for the SIR and DPP calculations has
been designed to be used with either the incre-
mental approach or the tradeoff approach.)

¢. Summary. The net LCC savings, SIR, and
DPP are reported on the summary sheet DA
Form 5605-2-R (Fig A-13). Since the net LCC
savings is positive, the solar/electric water heat-
ing system must be selected for implementation.
(Note that the SIR of 1.5 and the DPP of 13
years also indicate that the solar/electric system
is cost effective.)

6-6. Wastewater-treatment facility.

This LCCA-conducted during the early stages of
design of a wastewater-treatment facility for Fort
Oaks, Alabama-is considered to be responsive to
the statutory requirement that all new Federal
wastewater treatment facilities make use of inno-
vative or alternative processes and techniques
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whenever it is not economically prohibitive to do
so (i.e., as long as the additional cost of doing so
is no more than 15 percent, on an LCC basis).
There are four alternatives included in the LCCA,
two of which are considered to represent conven-
tional plants (alternatives A and D) and two of
which are considered to qualify as innova-
tive/alternative concepts (alternatives B and C).
(The alternatives considered—and the basic input
cost data—are based largely ‘on the guidance
provided by the Environmental Protection
Agency in EPA Manual 430/9 -78-009.) This
LCCA illustrates once again the use of the
conventional PW calculation approach. It also
illustrates the proper implementation of the spe-
cial economic ranking criteria of paragraph 2-5
and the proper approach to use when the eco-
nomic life of the facility is expected to be
substantially in excess of 25 years.

a. Input data. The basis input data summary
sheets for the four alternatives (app A) reflect the
fact that this LCCA, like those described in
paragraphs 2-2 and 2-3, is conducted in accor-
dance with the provisions for general economic
studies (HQDA criteria). Thus, the discount rate
is 10 percent; the mid-year convention is used for
annually recurring costs; the timing of all events
is natural-i. e., as actually projected; etc. Al-
though the economic lives of the alternatives
considered are projected to be well in excess of 25
years-actually, on the order of 40-50 years (on
the basis of the best information available at the
time the study was conducted) the analysis period
is taken to extend only 25 years beyond the
BOD, in accordance with the provisions of para-
graph 2-2b(3)(b). All costs associated with each of
the alternatives are estimated (in large part, as
indicated above, based on guidance contained in
EPA Manual 430/9-78-009), and then listed on
the data summary sheet for that alternative,
along with the times they will be incurred, and
the sources of cost data, and plotted on the cash
flow diagram for that alternative (app A). All
relevant and significant costs are provided for,
including land acquisition costs, where appropri-
ate (i.e., where land available at the site is
inadequate to accommodate the particular alterna-
tive, as in the case for alternative D). It should
be noted that a methane-gas collection system is
incorporated into the design of alternatives A, B,
and C, and that this fact is appropriately re-
flected both in the initial investment costs for
these alternatives ($20,000 extra, in each case)
and in the annual cost of electricity (reduced by
the savings effected through the use of the
methane).
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b. Computations. The present worths of the
various alternatives are computed by the conven-
tional approach, and are entered on the PW
worksheets (app A). The annual series equivalence
factors were determined on the basis of linear
interpolation between tabulated data points in
table B-2.

c. Summary. The results of the LCCA are
summarized on the summary worksheet DA Form
5605.2-R (Fig A-13). Paragraph 2-5c¢ requires
that the conventional alternatives be ranked sepa-
rately, in accordance with the criteria of para-
graph 2-2c¢; that the innovative alternatives be
ranked separately, on the basis of their LCCs;
and finally that the net LCC of the highest
ranked innovative alternative be compared with
115 percent of the net LCC of the highest ranked
conventional alternative to determine which of
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the two will be selected for implementation.
Based on these ranking criteria, alternative A is
given the higher ranking of the conventional
alternatives, and alternative B is given the higher
ranking of the innovative alternatives. Since the
net LCC of innovative alternative B exceeds 115
percent of the net LCC of conventional alterna-
tive A, alternative A is ranked higher and se-
lected for implementation. Note that the unavail-
ability of a substantial amount of extra land at
this particular installation at or near the site of
the facility has a significant effect on the eco-
nomic ranking of the alternatives. At another
installation, where extra land at the site of
interest might be plentiful and readily available,
the relative rankings of these same alternatives in
all likelihood would be different.
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APPENDIX A

LIFE CYCLE COST ANALYSIS EXAMPLES
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Alternative A: Basic Input Data Summary
Present Worth: One-Step Approach

Alternative B: Basic Input Data Summary
Present Worth: One-Step Approach
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Project No. & Title

Installation & Location

eserv

Cente

PN 00% (FY84) Resevve bléﬁ,
\/ir 1AL

Design Feature Koadway / Parking Surface

TM 5-802-1

LIFE CYCLE COST ANALYSIS

BASIC INPUT DATA SUMMARY

A

Alt. No

Title Asvpk,\(r u)/ 2‘ Wem'mq Swr{-ace,

For use of this form, see TM 5-802-1; the proponent agency is USACE.

lk

Criteria Reference | H ODA Principal Assumptions
Date of Study (DOS) | | dan 82
Analysis Base Date (ABD) | | Jan 872
Analysis End Date (AED) { dJul 09
Midpoint of Construction | Jan B4
Actual
Beneficial | Projected | Jul 84
Occupancy
Date (BOD) | Assumed | Jul 84
for Analysis “ Cash Flow Diagram

LT (Y
S
— 8z 8l [/ ol 4
Annual Discount Rate 10% T TR T T q[ T ¥ ‘115 — ¥ T P
AbD BoD ; AED
Differential Escalation (Fo.4K) .. iR (%04 1>
Type Rate per Year (%) _
of Cost Timeframe: Jul - Jun N
82-85 | 85-90 190-07 ) p— Repl
Al 0.00 0.00 0.00 | r(efl
K
- 2 Y
P J
N $99, 19k
L ¥254 k
Note : Time lines denste | Jul of Loéar Shown. -
Cost on ABD Time Cost Incurred**
Cost Element M $x 103 Actual Dates for Source(s) of Data
(18 x 108 Projected Analysis
x Dates (If Ditferent)*
Tatial Tnvestwed Cost 25 4 | Jan 84 Em\meers ﬁ'olcc‘t Estimate
ch‘o«ccme»\*(’“*bf) qr 7,ﬂ I gu\‘ ‘12 bb\q E‘)T - EﬂcLu? ":hee‘l’
?:;!.—m‘e:& ("o yr I 1. I Jul 00 E“\q Est. = Backsp Sheet
‘M(gr R 0.4 | Jan85-| Jan 09 nq Est. - baoku? Sheet

DA FORM 5605-3-R, DEC 86

“When 10 CFR436A Criteria Apply
* *For Recurring Annual Costs, show date of first and last costs only.

Sheet of
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LIFE CYCLE COST ANALYSIS

PRESENT WORTH:
ONE-STEP APPROACH

For use of this form, see TM 5-802-1; the proponent agency is USACE.

T™M 5-802-1

Project No. & Title

installation & Location kL

Design seamn_m%@:_%
A No._&__Tme.AzFMI_W,LLMb

J

P
Years Cost One Step | Present Criteria Reference
One-Time Costs % $x100 from Oon Adj.Factor Worth re ’" MM___..
1$x10%) ABD Il ABD Table 1 on ABD Analysis Base Date (ABD) | Jan 82
Intial Tovestmed CosT 1.0 25,4 | ObL064 | 29% Analysis End Date (AED) | dul 09
gE““‘Mv‘wa L/!.'-’Gf) 3? g 10,5 7.9 0507 2.9 Midpoint of Construction | Jan B4
(,,pl.um‘;(- (1" tep) ur. o] 165 7.9 0.1115 .4 BOD for Analysis | Ju| 84
Y Annual Discount Rate 107
Differential Escalation
T"@’ Rate per Year (%)
of Cost Timeframe: Jul-Jun
82-%5 | 85-90,90-0"
Al 0.00 000 | 0.00
[I kss—
3 Total Annual Total N . Present
Annual Costs g $x 10 No. of Cost Nominal Cost One Step Adjustment Factor Worth
18 x10%| payments on ABD on ABD Table Factor x DOS Correction on ABD
M&R 25 O4 0.0 0,286 x_(I.008)®
J— - o - —
Initial Costs  Energy/Fuel Costs M&R Costs Other Costs Total
Net Present Worth: 14.% + 0.0 + 2.0 + 43 - 3%0.6
DA FORM 5605-6-R, DEC 86
*Use One-Step Table 2 for M&R costs (e = 0).
Use One-Step Table 3 for energy/fuel costs (e  prescribed e value). Sheet of
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Project No. & Titie TN 00 (FYB4) Reserve BH?'

Installation & Location_Kgserve Center Virginia
?oadwaq / Pﬂrkn\g su\rCnce,
Title Aspluh' w/ 5" Wearm\ Sur face

Design Feature

Alt. No. B

IINT' U1

T™M 5-802-1

LIFE CYCLE COST ANALYSIS

Dl\clr‘ ll\IDI IT NATA CIIMAMADV
URAITA QUIVIIVIAN

For use of this form, see TM 5-802-1; the proponent agency is USACE.

airiteria Reference
wrerta ° | Ha DA Principal Assumptions
date of Study (DOS) |1 Jan 82
Analysis Base Date (ABD) | | j.n $7
Analysis End Date (AED) | | J.| 09
Midpoint of Construction | | jan 84
|

Beneficial cfgtjl:cted 1 Jul 8¢

Occupan g

Date (BO ) | Assumed |Jul 84’

for Analysis Cash Flow Diagram

R v 2
B L B %0 a4 8 ot o6 llo
Annual Discount Rate | 10 % T Au. T T L L S
w 1
Ditferential Escalation ( M&R
Ty&’ Rate per Year (%) -k
of Cost Timeframe: Jul- Jun R
82-85 | 5-90 | 90 -09 2
B V ?’f"
All 0.00 0.00 0.00 |
-2
-
¢ £19k
| 40K
Note: Time lines dengte | Jul of uear shown
Cost on ABD Time Cost Incurred* *
Cost Element X$x10 PActuald [‘)\atels f:.)r Source(s) of Data
rojecte nalysis
Osxioe o!nes I Dmeyrent)‘
Intial Twiestment Cost 40.9 | Jan B4 Enancers Project Eshimate,
Replacemest (l"fgg) w1l 1.4 | Jul 96 Eu‘ Bar. — Backup Sheel”
ur ¢ v N 2 11 aee_t | na K. :o_n-..b [P
o IN Vi JaN 7" | Jan vV | 5'\3 V‘Hy o ST
DA FORM 5606-3-R, DEC 86
*When 10 CFR436A Criteria Apply
**For Recurring Annual Costs, show date of first and last costs only. Sheet of




™ 5-802-1 31 December 1986

Project No. & Tkleﬂﬁémgﬂ% LIFE CYCLE COST ANALYSIS

e o Tl PRESENT WORTH:
Alt. No._ﬁ_rltlcg’w,%@ﬁb ONE-STEP APPROACH

For use of this form, see TM 5-802-1; the proponent agency Is USACE,

3| Years Cost One Step | Present Criteria Reference
One-Time Costs M x 10. from on Adj.Factor Worth " )L l &T)A
L1$x10%) ABD ABD | Table 1 | on ABD | Analysis Base Date (ABD) | | Jan 82

Toitial Tovestwet Cost 0 404 | 0.0t64 %%.8 Analysis End Date (AED) 1 Jul 09

_Eg,,\“_g_ M,gi* (1" o) ur. 2] 145 7.9 0.151| 2.0 | | Midpoint ot Construction | Jaw 84
' Y BOD for Analysis | Jul 84
Annual Discount Rate lo%
Differential Escalation
Type Rate per Year (%)
of Cost Timeframe: Jul = Jun

81-85, 85-90 ,90 -09
All 0.00 o.00 | 0.00

i 3 Total Annual Total N . Present
Annual Costs ®$x10 No. of Cost Nominal Cost One Step Adjustment Factor Worth
1 $ x 10%] payments on ABD on ABD Table Factor x DOS Correction on ABD
MER 5 8%
- I
Initial Costs  Energy/Fuel Costs M&R Costs Other Costs Total

63,5 + 0.0 + 1-6 + ﬁ.O = Eé,‘

Net Present Worth:

DA FORM 56055-R, DEC 86

*Use One-Step Table 2 for M&R costs (e = 0).
Use One-Step Table 3 for energy/fuel costs (e = prescribed e value). Sheet of

A-6




31 December 1986

Project No. & Title_PN 06% (FY84) Reserve 5\43‘

Installation & Locallonwm_m&_
Design Fcature_gﬂﬁulmv_/_m‘s&:%_inm

Date of Study

Jdan 82

T™M 5-802-1

LIFE CYCLE COST ANALYSIS

SUMMARY

For use of this form, see TM 5-802-1; the proponent agency is USACE.

ALTERNATIVES ANALYZED
Present Worth B $ x 103 T $ x 10¢
No. Description/Title
Initial Energy M&R Other Total
|
A | Asphalr w/ 2" Wearing Surface 29.% 0.0 2.0 4% 26,
L LA 7
B | Asphalt w/ %" Wearinag Surface %%, 0.0 2.% 1.0 %8 . |
T 7 —
-~ -~~~
ECONOMIC RANKING
Economic Advantages of Top-Ranked Aiternative
: Basis fo
Rank Alternative No. & Title LCC (PW) Difference f.’:.':‘.i: No. 1 Rankl;ng
(Dollars & Percent) Ene(rgy, étc.)
| o
| A Asﬁm\f w/ 2" Wcam\c) Surface
2 & AsFt\ah" w/ 2" \Jear;nj Surtace Lowey Lce
$|1500, 4’ Z Lowevr M}\'(o\\ (Um’.rf‘TA]n‘?’
cosT Not Kele mm—)
ARt
IL

KEY ASSUMPTIONS

(Comments/Lessons Learned/Observations/Recommendations/Etc.)

NARRATIVE SUMMARY

; i J ¥ { ¥ w Ny
Thic LCCA is  Sowewh ‘.’”_‘F’d mo\c‘peJ(cf and  Should

CAMPariSon _pDuY posge
Al

AVAL

QAY

Wit

futuve, \rmc\..)a.., /‘Darki% suyface,  LccAls

Key Participants - Name

Discipline

Organization

Telephone No.

Civil

Blank Asspciates

(202) 555 - 0000

Kenneth Aw&ersgvxl PE

DA FORM 5605-2-R, DEC 86

Sheet

of

A-7



™ 5-802-1 31 December 1986

HVAC SYSTEM  CONVENTI ONAL DESI GN

PAGE

Alternative A: Basic Input Data Summary
Present Worth: Conventional Approach 9
Alternative B: Basic input Data Summary 10
Present Worth: Conventional Approach 11
12

Summary



31 December 1986

Project No. & Titie PN 115 (FY84) Adwin. Bldq.

Installation & Location ABLDE Ammo. Plant, Wies.

Design Feature HVYAL Sustewm - CLonventional

A

Alt. No

Titte_Const. Vo| w/ Recip. Chiller

T™M 5-802-1

LIFE CYCLE COST ANALYSIS
BASIC INPUT DATA SUMMARY

For use of this form, see TM 5-802-1; the proponent agency is USACE.

Criteria Reference
I L\QDA Principal Assumptions
Date of Study (DOS) | 1 Jan B2
Analysis Base Date (ABD) | Jan B2
Analysis End Date (AED) | Jan 1O
Midpoint of Construction | Jul &4
Actual
Beneficial | Projected | Jan 85
Occupancg
Date (BOD) | Assumed [ Jan 89
for Analysis .0k Cash Flow Diagram
DOE Region 4 i "%e' F'r St % 22 5
B 86 % a4 ap 0 op (30
Annual Discount Rate | 0% r T T T T T T T T T T 1 T T 1
| AtD ® L o AED
Differential Escalation p(#14.2K0 + MLRY ‘ (F14.2k)
Type Rate per Year (%) 20k T—— : ' Dist o
of Cost Timeframe: Jul - Jun B )|k ! | ("ll.@k)
) i : s ' )
B2-85 85-90190-10 J| |, 19.80) LQ&L :
Elect. sas | 141 | 0w ||| : Elect 3 (s
Distr. O. 152 2.64 &.%% 4o fl00k
Other 0.00 | 0oo| o000]|][
L.
| 30 4 r Ke?
] '
sk ¥50k
Note: Time lines denste | Jul of Yeav Shown
Cost on ABD Time Cost Incurred* *
Cost Element X $x 10 Actual Dates for Source(s) of Data
e v 1ns Projected _Analysis
‘1§ x 108 Dates (it Difterent)*
Initial Investmend Cost” AN [ Jul B4 Enameer's Project Estimate
Reolacewent (Plant) v VL 45,0 [ Jan1 Eng. Est. — Backus Sheef
r ~ 7 1
Ke?\Acemeyu@'(Fan> yr. % 10.0 | Jan DO Eung 7E5T. - &cgﬁhe&“' __
Salvanc ur. 2% -53% | Jan 10 Eng. Eot. — Packup Sheet
- 3 - !
Elect. 1.5 {Jul 85 -1Jul 09 BLAST Proaraw Estimate
Nor A na 11 lee_11.lpa Qiicer D O [P SN
15, U (] jJul D7 ={Jwi U | ULAST [roarawa B3 waTe
WKk (4.1 { Jul 85 -1 Jul 04 Gne Est. — Backup Sheet
<

DA FORM 5605-3-R, DEC 86

“When 10 CFR436A Criteria Apply
* *For Recurring Annual Costs, show date of first and last costs only.

Sheet of




31 December 1986

T™ 5-802-1
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For use of this form, see TM 5-802-1; the proponent agency Is USACE.
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DA FORM 5605-4-R, DEC 86
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31 December 1986

Project No. & Title PN 115 (FY84) Adwin. Blda,
installation & Location ABCDE Awmmo. ?lmd". WMiss .

Design Feature A e nvewtiona |

Alt. No._ 2 Titte_Variable, Air Vol w/ R Chillee

T™M 5-802-1

LIFE CYCLE COST ANALYSIS
BASIC INPUT DATA SUMMARY

For use of this form, see TM 5-802-1; the proponent agency is USACE.

Criterla Reference HQDA
Principal Assumptions
Date of Study (DOS) | Jan 82
Analysis Base Date (ABD) | Jan &2
Analysis End Date (AED) | Jan 10
Midpoint of Construction | | j.| &4
A |
Beneficial Pgr:cted [ Jan 8%
Occupancg
Date (BOD) | Assumed [ Jon 85
il --L0K Cash Flow Diagram
& -1} €3 N|
i (%500
' X
Annual Discount Rate 0% :Sl * &10 T q? T ?14 T q(& A olz' T Dl(’ T 5l T
AsD £ Y . ' ' 5 \ \AED
lenfe{en!lal YE‘“'&')"" ((“l'44)k : M&K1 : | ( 4.4k
Ty, ate per Year |20k, 3K (1‘7‘“‘\ X ,
of &’eﬂ Timeframe: Jul - Juw | ~List.0 -, ! y
! : 13,1k
- -90 - ‘ .
8e-85 185-90190-10 || |, 141 v
Elect. 54 | 14l | oud )| I L
Dist. 0. 152 | 2.04 | 35 o —
Othev 0.00 0.00 | 0.00 .
- 80
Fiss Kk
Note : Time lines denste | Jul of uear shown
Cost on ABD Time Cost Incurred* *
Cost Element R$x10° Actual Dates for Source(s) of Data
0$x108 Projected Analysis
Dates (If Different)*
Cuitial  Tnvestwment Cost 11%.5 | Jul 34 Ev\qmeers Pm\eo\' Es¥imate,
fw{nccwd'f?\auﬂ \\f 9 Gl | | Jan 94 Ev\q Est. - bwkup Sheet
c?ta:cw\gvﬂ'(Fm\) q\' 15 2.0 | Jan 00 En-\ Eot. - Bdcku? Sheet
\Crlacemen+ (f’lmd’L«ir fe) 4’)." \ Jan 0% Ena. Est. - b‘wk“? Sheet
Da‘\laae, -5.0 | Jan {0 Ena. E57. = Backup Sheel
> Y
Elect. I 18.7 [ Jul 85-1Jul 09 BLAST Ffroaram Estimate
Dist, 0. 5% 1 Jul 85-14ul 09 BLAST Proaram Estimate
miR 14.4 [ Ju| 85 - 104l 09 Ewng. Est. = Backup Sheet
|

DA FORM 5605-3-R, DEC 86

*When 10 CFR436A Criteria Apply

* *For Recurring Annual Costs, show date of first and last costs only.

Sheet of

A-11



31 December 1986

LIFE CYCLE COST ANALYSIS
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For use of this form, see TM 5-802-1; the proponent agency |1 USACE.

* %0| +

Shee

T™ 5-802-

Project No. & Title_EN 119 ( FM‘{) Adw

Installation & LocatlonM Awmo

Design Feature

Alt. No.__L Title

obL ¥ 33 YUOM U3sSald 19N
S1S0D Mdi S180) |an4/ABsdu3l 81509 |eniu|
|
ogol | ¥iLo | vl | 48| Wl | o0 4! g7 | L[ a¢ AW
Yy | 9o | 290 R VL |4 Gao)] @'4 av | slv| 59 oot & |
3'bl PNCo | oLy | slep| <2 | oGmo) | 3¢ a gL 5% 3-8 © 0 &
89vb0 2. (-7 UL owr [ (W) (suelf Lg) o1 a'Lr =X Lo-db @
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DA FORM 5606-4-R, DEC 86

A-12



December 1986 ™ 5-802-1

broject No. & Tiie DAL 115 (EY84) Aduia, Blda. LIFE CYCLE COST ANALYSIS

J
Installation & Location ABCDE Awmwo, ?\av.\’/ Wiss , SU M MARY
Design Feature MMM&\_
For use of this form, see TM 5-802-1; the proponent agency is USACE.
Date of Study___| Jan 87
]
ALTERNATIVES ANALYZED
Present Worth X $x 10° [J $ x 10®
No. Description/Title
Initial Energy M&R Other Total
A | Lovet Vol w/ Recip Chiller 17 187 102 12 318
v I
|2 Variable, Air Vol. w/ K. Chillev 5% 240 0% 28 459
o -
ECONOMIC RANKING
Economic Advantages of Top-Ranked Aiternative
Rank Alternative No. & Titl Bass for
an ernative No. & Title LCC (PW) Ditference Other No. 1 Ranking
(Dollars & Percent) En é:_g';"ét c)
| ip. Chill _
| g Const. \:DA v/vﬁ'ea;ﬁck.k?( Lower inihal
7 Variab w Vol w/ R Chiller
#5': ooo , 2% cost Lowey LCO
Less energy
consumption
NARRATIVE SUMMARY
KEY ASSUMPTIONS (Comments/Lessons Learned/Observations/Recommendations/Etc.)
Key Participants - Name Discipline Organization Telephone No.
Williaw, Smith PE (Maor USA Ret.) | Mechanical A-E Associates (o)) 555- 3000
7 7 =
Rosevelt Broww. PE Electvical A-E Associates, (o) 555 -%000
P |
DA FORM 5605-2-R, DEC 86
Sheet of

A-13



T™M 5-802-1

A-14

Alternative

Alternative

Alternative

Alternative

Summary

HVAC SYSTEM

Basic Input Data
Present Worth:

Basic input Data
Present Worth:

Basic Input Data
Present Worth:

Basic input Data
Present Worth:

ENERGY CONSERVATI ON

Summary
Conventional

Summary
Conventional

Summary
Conventional

Summary
Conventional

Approach

Approach

Approach

Approach

31 December 1986

PAGE
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31 December 1986 TM 5-802-1

ot o & £AL 15 FY8) i, i, LIFE CYCLE COST ANALYSIS
installation & Location_APCDE _Awmwo. Plant Wise,

b St fuey Cotsenra, BASIC INPUT DATA SUMMARY

Alt. No. A Title, Const. Vol *’/ &Y____'-" . Ck\“&f - For use of this form, see TM 5-802-1; the proponent agency-is USACE.
(no setback | no Cconoun cu‘cla)

Criteria Refe:
oria rence FEMP Principal Assumptions
Date of Study (DOS) | Jan 82
Analysis Base Date (ABD) | Jul 81
Analysis End Date (AED) | Jul 00
Midpoint of Construction | NLA.
Beneficial :::u]e::ted ) Jan 85
Occupancg
Date (BOD) | Assumed , J“| &l
. for Analysis 1 | Cash Flow Diagram
& g fr . ey
[ gty AL,
e —— M- &6 90 24 ) oL 06y~
Annual Discount Rate 1% LAY % L L B L B S L BB Y7 L
i ABD [ !
Diftorential Escalaion Bopfi4-4k) — ?';“q (1420
Ty ate per Year L 7Dk e o . ist. 0. 3
of &.“ Timeframe: Jul - Jun | i Nk ’bk): | (ek)
6l-85 | 2590 90-0G 1] | 4 ' ;
Elect. 51% 1.4 0.6% i
Dist. 0. 152 7.64 0.%% o
Other oo | 000 | 000 |
- 80
503K 5.0k
Mote : Time lines dewste | Jul of year shown
Cost on ABD Time Cost Incurred* *
Cost Element s x103 Actual l;atels 1:" Source(s) of Data
D $x10 "BL?‘SL"’ I D?f:eyrse:i)'
Initial Twiestmed Cost |83 (‘18._l less IO%) | Jul B4 | Jul 8\ Emd\imeer's Pro.\'cd' Estimate
Replacewment (Plavd') qr 11 45.0 | Jan 47 | Jul% Enq Est. — Backup Sheet
y 7 k4 1
Kcy‘aceme\d' (r'av\) ur |5 10.0 | Jan 00 | Jul9e Eng. Est. = Backup Sheel
¥ 3 3 {
60«“«3& ur 25 -3% | Jan O | Jul 06 Ena. Bt - 50«*“? Sheet
Elect. 16.% [ Jul 89 -1 Jul 09 | Jul 82- (Jul O¢| BLAST Proaram Bstiwmate
Dist. 0. 2.9 1 Jul 85 - 1 Jul 09] 1 Jul 82-1Jul 06| BLAST Proarams Estimate
me R 14.2 [ Jul 85 - 1Jul 09| | Jul 82-1Jul 0d Eua, Est, - Backup Sheet
DA FORM 5605-3-R, DEC 86
*When 10 CFR436A Criteria Apply
* *For Recurring Annual Costs, show date of first and last costs only. Sheet of

A-15



31 December 1986

LIFE CYCLE COST ANALYSIS

™™ 5-802-1

- »
u g % v tow -3 um = d Nl
m " " EU -9 m¢= s e ..nn.)..m crona BN 1
I =
o 3
S ¢
o §
m W m | |
O< &
WL 8
— a9l | 9950 | VLT eI T4 @) | g st 9492 7l 23
== 5 g
=06 2 Gl | wrso | %8s [ mn] ae [ameyee] ee Lo | use| e @
LE ¢ 20 ] w900 | LW | w78 | 7% | Jemel) | 6? z [ o8| ]| & RO
m W m 0% | MELT | D% | EP | YT | NI/ | cCe I ® ~ = - e O > -9
= s 5871 | bspsa GKL| B0 LIL | NN Y =9 = o < =v] < e D0 -0b @
m H L' bzoL0 Yle | vog¥ | 407 | J\Ie01) a9 a 0'% o+ e -3% @
s g | A | Bl T 7arz | w11 | (aze01) | &0 e | 0% | Ol F8-8 @ X7
G 1800 1030e4 SOUIS 11nou| | painau
v agy uo .o_mc_m b3 saues ur1s09 agy uo || siuawied voﬁm._ Isng 0L XSO
—~ uuﬁo%u uhuwwuan_. : anb3 | enuuy | ruuyisi | h_ﬂwuc%a 3 |, u.uuwc. *ms.%._.u. pgds! 51500 [EnuUY
. M N k.w ‘pas~~ 804 ~uwrt .»8...53_ AfAv WO SIBdA
M m - — 1 ] 1 1 L 1]
v w 1% [0 [ooo | 000 O i i _
£
SN 3 57 [+ [ 757 "0+
$ 3 9 490 | 141 | 974 4|3
1 B .m, 720-0%] 0b-44] 55-18 1
AN (vp QWRIBWIL -
180 jo | | |
m w.. (%) 4uoA Jad ey M%»b
uopEe|eds3 |BRURIAHIA ~
g /W %L | ey wnodsig [enuuy 90~ t..ﬁ%ﬁ.\ ¢6= | 91 X8 | IEA RS Jmﬁ
2 m gl | ssheuv i aoa ] 7€ [ROLEE] 99l | ,9V) a'ol al | &t c,ﬂuu.qﬂd_m_&w
m ® ¥'N | uononnsuo) jo wrodPIW 0'07 +.¥.Qw= o'ad .:ﬂo._c a'sy A
.m .m 90 |*"['| | (aav) sieq pu3 siskieuy ﬂ 88 | a1 <«aa (o) %33 0 1365 Awom
=
5 c o 18 1" |1 |(aav) swmeq eseq sshisuv || agv uo (paunouy a8sv [,01x$ O
s 2z 101084 101084 agyv uo .
m m Z ! ghdd | 3quaIejoY BU T .mw%o%u wnooasia Seo“.m_._awnu uopewssy | 180D woid | gy TIE00 dwiL-uo

DA FORM 5606-4-R, DEC 86

of

Sheet

A-16



31 December 1986 ™™ 5-802-1

Project No. & Titie_PN 115 FY&4) Admin. 5‘43- LIFE CYCLE COST ANALYSIS
oaalaticn & Loeuon ARCDE Awnd, T, BASIC INPUT DATA SUMMARY

For use of this form, see TM 5-802-1; the proponent agency is USACE.

D‘.]g" Feature HVAC 64$EM E“C\"gn c gi_:NaJﬁov\

Al No.— B Title_Const. Vol w/ Rocip. Chiller
(%Y’\mck &ccovxom»] Culc(e)

Criteria Ref.
riterla Reference FEMP Principal Assumptions
Date of Study (DOS) 1 Jan 82
Analysis Base Date (ABD) | Jul 81
Analysis End Date (AED) | Jul OG0
Midpoint of Construction N.A.
Actual
Beneficial | Projected | Jan 85 L
Occupancy
Date (BOD) | Assumed | Jul 81
for Analysis 20k Cash Flow Diagram
[I(;eu :lr‘ €, 'Jﬁ (3 N|
_— ‘B’L 86 a0 a¢ a8 ol 01%-5'5\‘
Annual Discount Rate 1% T 'Ago T : T 1 [ T 1 T : L L atg T !
Differential Escalation i LR ICEK | MAR-Y ' (14257
Type Rate per Year (%) L 10k P F— oS E Dist 0. —
of Timeframe: Ju( - Jun | K X ! (4k)
®1-85 | 85-90 | 90-00]| | ., ) \H (15> 1 e r
Ele&*. 5.4.5 |-4‘ 0:03 | f;ﬂk
Dsto. | 252 | 264 | 635 || |, floo
Other 0.00 | 0oo | 0.00 i $225 Kk
-80
fa Kk
Note : Time lines denote | Jdul of uear shown
Cost on ABD Time Cost Incurred**
Cost Element ®$x103 Actual Dates for Source(s) of Data
) " Projected Analysis
O$x10 Dates (If Different)*
Doitial Tavestwewr Cost 193] (1041 less 10| | Jul 84 | Jul 81 Enguneer’s Projcct Estimate
KW\«G&M‘\' (Plawt) qr 5.9 | Jan 4 | Jut 90 Evu\ Bt ~ 'Emokup Sheet
Keplacemew"' (Faw) “r \S 10.0 | Jan 0O [ Jul 96 E.\q Est. - &acku? Sheetr
sz\atemtw‘f(?h»d’) qr 1 115 I JGV\ 0% | Jul a9 Em\ Est. - P;qr.l{np Sheet
7A\vluqe/ q( 15 -~ 23 | Jan 10 | Jul OG Enq. Est ~ back\‘f Sheet
3 3
E(&d’. 14.% 1wl 85 =13l 09 |1 Jul B2-10ul06| BLAST Proaram Estimale
Dist. O. 2.8 [l 85 - 1 4t 09§ Jul 82- 1 Jf 06| BLAST FProaram Estimate
My R 14.2, [Jul 85« 1Jul 09 | Jul 82-1Jul 06| Eng. Est. = Poackup Sheel
DA FORM 5605-3-R, DEC 86
*When 10 CFR436A Criteria Apply
* *For Recurring Annual Costs, show date of first and last costs only. Sheet of
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Project No.  Title PN 115 / FY 54’3 Adw

Installation
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Design Feature HY,

At No— D Tive

PRESENT WORTH
CONVENTIONAL APPROACH

For use of this form, see TM 5-802-1; the proponent agency is USACE
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31 December 1986 T™™M 5-802-1

Project No. & Title PN 175('5*84) Admic, Bldg. LIFE CYCLE COST ANALYSIS
nstallation & Location AECDE  Awmmo. Plant Wheo,

e oot B e e, BASIC INPUT DATA SUMMARY

Alt. No._& TItIe.@MﬂMMS’ For use of this form, see TM 5-802-1; the proponent agency is USACE.

(V\o ‘x,ﬂ)aok/ no cc,o\/\oww] Cﬁol&?

Criteria Reference |  eemp
— Principal Assumptions
Date of Study (DOS) | dan 82
Analysis Base Date (ABD) I Jul 81
Analysis End Date (AED) | | Ju( 0
Midpoint of Construction N.A.
A |
Beneficial Pf;r:cted | Jan 85
Occupancg
Date (BOD) | Assumed | dul 81
for Analysis “ Cash Flow Diagram
. = j
SEEE - T -33k
Annual Discount Rate 1% S N R | .qr T q;b T of .0(0 " T
' ' ' 1 f (o}
DlgeremlalyEscal(:l:I;)n A 1C A : ; L MR Ty (4D
Type ate per Year 20k 2y [C75) (2.‘1) ¥ ' s T
of &8‘ Timeframe: Jﬂ‘ - Juv\ _ (I(FG) : : : st O. (3‘(018)
Bl-25 | 8%9-90190-00 40 ' E*) (208 'l
Elect. 528 | L4 | 0wy |1 5.9k ;
Dist. O. 1.5 2.6 | 655 o Yi0.0
Other 0.00 0.00 0.00 i Repl.
80
n ¥00.00
| Pk
Note : Time  lines denote. | Jul of year shown
Cost or; ABD Time Cost Incurred* *
Cost Element X $x103 Actual Dates for Source(s) of Data
0§ x 108 Projected Analysis
Dates (If Different)*
Twitial Tovestwmenk Cost 0.9 (lOI.O less 'D%) 1 Jul &4 | dul &I Em\.v\ur‘s ?fo\%‘\' Eotimate
ﬁgplmmewﬂ' (ﬂan'\') yr.lo 5.9 | Jan 4} | Jul &1 Eng. Bet. - backup Sheet
Replacement (?lud’) :r. VA ©0. v | Janal | JuiT? Ev\:‘. Est. ~ Buckup Sheet
Replacewent (Fm\) \:f 1% 0.0 | Jan 00 1 Jul Eng Eat - Dackup Sheet
z Ay, 2 e % 2 1l i V.Y . oo L2 L ozl
SRV AUE . 77 I I Jan vV | Jul v Ena., £, PACLUY DNneci
7 o A L}
Elect, 1%.% LJut 85 -1Jul 0|1 Jul 82- [ Jul 0o | BLAST Frograw Estimate
Dist. 0. 1% | Jul 85-{ Jul 09 ]I Jul BL-1Jul 06| BLAST Priaram Estimate
MaR 4.2 L Jul 8- (dul 09]1 Jul B2-1Jul 06| Eng. Est. = Backup Sheerl
DA FORM 5605-3-R, DEC 86
*When 10 CFR436A Criteria Apply
**For Recurring Annual Costs, show date of first and last costs only. Sheet of
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31 December 1986 ™ 5-802-1

LIFE CYCLE COST ANALYSIS
BASIC INPUT DATA SUMMARY

For use of this form, see TM 5-802-1; the proponent agency is USACE.

Project No. & Title_PN 115 (EYB4) Adwin, BH&.
Installation & Location_APCPE  Awwo, Plant, Miss.
Design Feature HVAC 61*1’@&« . Ewgv:q co.:wm.m
Title Const. Vol. w/ D;I.' Bundle Chillev
(setback & &conomy cu]cibj

Alt. No.__ D

Criteria Ref
rite eTerence | FEMP Principal Assumptions
Date of Study (DOS) |1 Jan 82
Analysis Base Date (ABD) | | Jul 81
Analysis End Date (AED) | | Ju| o6
Midpoint of Construction N.AL
Al |
Beneficial Pfot]u:cigd | Jaw 8%
Occupancg
Date (BOD) | Assumed | Jul 8\
for Analysis “ ok Cash Flow Diagram
L& ) € | s J
- I r T A
B B 0 a4 76 op o 2"
Annual Discount Rate 7% | I T 1 ] T 1 T r.r 11 1
i ABD ' . I AED
Difnferentlal vEscal(:zl)on oDy (4.0 t MARTY ) ! (LX)
Ty ate per Year -0k G ——1GH Baro I
of &Qsl Timeframe: Jul- Juw B ¢ ) Dis 10 ! [T
G50y (16> | pigsy o) bl
Bl-25 | &7-90 | 10-06 L 40 l%{el‘t , y
Elect. 49 | L4l | 06y |1 3p ok T
Dist.o. | 251 | 264 [ 035 |||, fook |- Regl.
Other 0.00 0.00 0.00
B 257k
- 80
$au.6 k
Note : Time lmes dewote | Jul of uear shown

Cost Element ®$x10 Actual Dates for Source(s) of Data
] . Projected Analysis
Dsx10 Dates (It Different)*

Intial Tnveotmenl Cost | 96,0 (1013 less, o | Jul B¢ | Jul &1 E““."‘ cerks Pro!'ccf Estimnte.
Keplacewent(Plant) ur. 4 (.0 [ Jan 944 | Jul 90 Enq. Est. - Backup Sheet
Replacewent (Far) ur 15 0.0 [ Jan 00 [ Ul | Enc. Bot - Bockuy Sheet
KzP‘aceMew‘\' (Plﬁn*’b\Y lb 227.1 | Jam 05 l Ju\qq quA EST - bﬂ‘kh? 6keeT'
Salvaae yr. 15 ~-%% | Jan 1O | Jul 06 Ena. EST. - Backup Sheet
E‘£¢*~ l4’9 ‘Ju( %’IJ&A‘ Oq l-‘u| 57_ - lJu‘D(p BLAéT' PrOt\fow\ E‘:TiMa*c,
Dt O, 71 L Jul 85 - | Jul 08 |1 Jul 82 -1 Jul 0G| BLAST  Proarawn EsTimate
Mar 4.2 LJul 85 - [Jul 09] 1 Ju182 - 1 Jul O Eng. Est. = Backup Sheet

DA FORM 5605-3-R, DEC 86

*When 10 CFR436A Criteria Apply

* *For Recurring Annual Costs, show date of first and last costs only Sheet of
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LIFE CYCLE COST ANALYSIS

T™ 5-802-1

Project No. & Titie PN 175 (| FY&‘Q Adwin. b\dz.

Y

Location_APCDE  Ammo. Plant, Wiss .

Installation
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AC : En

Design Feature

undle, Chille

(serback 3 econtmay qak?

bl.

Title_onS T

D

Alt. No

For use of this form, see TM 5-802-1; the proponent agency is USACE,
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31 December 1986 TM 5-802-1

Project No. & Titie P\ 115 (EY&4) Adwin, Blda. LIFE CYCLE COST ANALYSIS

Installation & Location ADCDE  Awmo . Plavt wiiss .

Design Feature HYAC 6‘19\1»/\ X Eneﬁ’\,; Conservot on SUMMARY
For use of this form, see TM 5-802-1; the proponent agency is USACE,
Date of Study | Jan &Z
ALTERNATIVES ANALYZED
Present Worth X $ x 103 [1$ x 10¢
No. Description/Title
Initial Energy M&R Other Total
A | lonst Yol. w/ @xlf Chiler (o ’55'/66) fode) 297 1737 2% 574
B | Const Vol w/gecis. Chilee (with St/ec)| A4 771 17 {2 544
L |Coust Vol w/Dbl. Bundle Chillee(nost/el) 4l 217 |6 54 568
D const Yol o/ D. Bnile Chiler fuivhSBfE)| 47 201 ) 1% 538
I
ECONOMIC RANKING
Economic Advantages of Top-Ranked Alternative
e AlSamen 8lain Alm O Tislo - Basis for
RanK ARETNatve NG, o T1itiE LCC (PW) Difference (ﬁ‘t':‘;'l' No. 1 Ranking
(Dollars & Percent) Energy, étc.)
L |D Const Vel w/ D, Bun Chill (withSb/EC)
T B Comt Vol w/ Recip. Gl (it SB/E) # % Lower Cnerau Desiynei’s
% |¢ Gt Vol w/D. un. Chil (vo 55/E°> G000, 1% va\wmehovx Choice
4' A Cowst. Vol N/K. Chill ('\o 65/5&)
KEY ASSUMPTIONS NARRATIVE SUMMARY

(Comments/Lessons Learned/Observations/Recommendations/Etc.)

- - |

[ _ I
Key Participants - Name Discipline Organization Telephone No.
Witlam Swith PE (Major USh Ret) | Mechanical A-E Associates ((900 555-%000
Kosevelt Brown , PE Electrical A-E Associates, (@Ol) 555 -3000

L -~

DA FORM 5605-2-R, DEC 86

Sheet of
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T™M 5-802-1

DOMVESTI C HOT WATER HEATING SYSTEM  ENERGY

CONSERVATI ON ( SOLAR)

Alternative B-A: Basic Input Data Summary
Present Worth: Conventional Approach

Savings-To-investment Ratio (SIR) & Discounted Payback
Calculation

Summary

A-24
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31 December 1986 T™ 5-802-1

Project No. & Title_PN 115 (FY84) Adwin. Hc\ﬂ. LIFE CYCLE COST ANALYSIS
Installation & Location ABLDE Awwp, Plant  Mice B ASI C INPUT D AT A SUMM ARY

Design Feature Domestic Hot' Walzv Hea*k‘mj 53'-3'Tem
Al No._B-A_ Tie_Solav  SusTews Increwent

For use of this form, see TM 5-802-1; the proponent agency is USACE.

Criteria Reference
FEMP Principal Assumptions
Date of Study (DOS) } Jan &2
Analysis Base Date (ABD) I Jul 8l
Analysis End Date (AED) | Jul 06
Midpoint of Construction NOAL
Actual
_Beneficial | Projected | Jan 85
Occupancy -
Date (BOD) | Assumed [ Jul 8
for Analysis 0 Cash Flow Diagram
(-25K)
R o Elec‘k-; Y
meemme——————— D) —
Annual Discount Rate 7%, -8
= B
Differential Escalation ¢
Tae' Rate per Year (%) -0
of Cost Timetrame: Ju |~ Jun N
&l-85 1 B5-u110-00 L 4k
e| M 61 65 N
Elect, 5.18 L4l | 0.63 T 7T g
Othev o.co | cou | c.oo 81 Bo 0 a4 ay ol 0@
ll“llllllltlll“\eltﬁ
» »]
B (¥ 1.5 k) MER Y (Fisk)
- 2k
540k
I | N yea
o - Cost on ABD Time Cost Incurred* *
Cost Element K$x108 Actual Dates for Source(s) of Data
s x 108 Projected Analysis
Dates (If Different)*
Initial Tavestwment Cost | 540 60.0 less |0%) 1 Jul 84 | Jul i Em}‘n\mr'f—) Pre'\rcox Estiwate
Elect L5, {Jul 85 - [Jul o4 [l dul 82- | Jul 0| Eng. Est. — Backup Shect
3 {
WER 15 Jul85- Wul 04 [10ul82- 1 dul ool Ere Eot — Buckuo Sheet
J 1
DA FORM 5605-3-R, DEC 86
‘When 10 CFR436A Criteria Apply
**For Recurring Annual Costs, show date of first and last costs only. Sheet of
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31 December 1986

LIFE CYCLE COST ANALYSIS

T™ 5-802-1

Bld

Jmin.

Project No. & Title

b

PRESENT WORTH:
CONVENTIONAL APPROACH

For use of this form, see TM 5-802-1; the proponent agency is USACE,
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installation & Location_ ABEDE _ Awmo Pln_._tr_M;ss
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Design Feature

Alt. No.
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31 December 1986
Project No. & Title_FN H‘?‘/FYS‘R\ Adwyy. Bldg .

Installation & Location

Design Feature

T™ 5-802-1

LIFE CYCLE COST ANALYSIS

SAVINGS-TO-INVESTMENT RATIO (SIR)
& DISCOUNTED PAYBACK CALCULATION

) 4

~1 ' ' e}
Baseline Systemmw_ﬁ&*ﬂ_}_l"ﬂn

-~ v d=

Investment S0 lav Mt Woker Heofi o For use of this form, see TM 5-802-1; the proponent agency is USACE.
_ )
SIR Calculation I Discounted Payback Calculation |
Trial Values of Post-BOD Analysis Period, n(years)
Carcuration | SYstem|  codPBetny
ost/Bene 1=l7 n=|2, n=\’§ n= n =
Energy/Fuel
Base- - = I
PW of line ther O&M
Operating &
Malgtenance Total —I
osts
S x 108 vest. Energy/Fuel
0Osx 108 ment Other O&M
Total
A [Netsavings | 79,7 Ll 1515 1546
| initial (MCP) |
Replacements |
B,?::' Terminal
Other
PW of
Capital Total Net
Costs AH
58 x10° | Initial (MCP) |
[J$x 108 I Replacements |
':‘::::' Terminal o
Other
| Total Net |
-A I Extra Investment I 54,0 54‘$ ) 4.0 5¢.0
6.1 5.5 54,0 .
SIR A Net Savings 74.7 15 — | |z =05 | 2= = 1.0|
Extra Investment |47 = ! 540 54.0 4.0
7
A = This SIR — 1.0 | o5 y .
B = This SIR — LastSIR* | |5 /, -0,% |-p.45
Next : /
vfa’;n C = Ratio of A to B | naa /2 -0.01 |+yo.l
alue N .
(Yea‘:‘s) D = Lastn* — Thisn -15 /; g 5
E = Productof C & D -89 /; -54 |+
F = Nextn = Thisn + E 1. / 7 15 I

DA FORM5605-1-R, DEC 86

*in calculating

Payback Calculation, Use Last SIR = Lastn = 0.

First Trial n Value for Discounted

Sheet of
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T™M 5-802-1 31 December 1986

Project No. & Title_PN 175 (FY84) Adwin. Blda . LlFE CYCLE COST ANALYSIS
Instaliation & Location ABCDE Ammo,_Plant, Wise, SUMMARY

Design Fntuuw\’_m&
Date of StudyM

For use of this form, see TM 5-802-1; the proponent agency is USACE.

ALTERNATIVES ANALYZED
Present Worth W $x10° [0 $ x 10¢

No. Description/Title
_ Initial Energy M&R Other | Total

A Elect. Hot Water Heating Alone - -— —_ — -
o
B Solar Hedtino, W/ Elect. Backup — — —_ - _
J L v
e . - - . — \ - -~ A - ~ o~ A~ M
BH-A | Solar Sustewn Increwent 4.0 —97.1 i1.5 9.0 -5
T amy
ECONOMIC RANKING
Economic Advantages of Top-Ranked Alternative
Basis for
Rank Alternative No. & Title LCC (PW) Difference Other No. 1 Ranking

(Dollars & Percent) En é:'rg“;t;lalétc.)

| | %olar Hea‘t(wj w/ Elect. Backup

(A A Elect. Hot Water Heating Alone ene
J # 7% 100 Lover energy | ver Lec
consumplion
T E————
KEY ASSUMPTIONS (Comments/Lessons L';::\F::B\;Eefvg't‘lr:s?gecommendatlons/Etc.)

Savinas 1o - Tnvestmant Ratio SIR) = |.B
Disoo;m‘\’d Paﬂbm‘k Pgr?ozi (D?P3 = ‘5 yéars
Key Participants - Name Discipline Organization Telephone No.
Rosevelt Brown, PF Electrica | A-E Associates (o)) 555 - 3000
Stephen Kirk  AlA Avchitectuval A-E Associates (¢0l) 555 -3000

DA FORM 5606-2-R, DEC 86
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Project No. & Title PN 00% (FY 84) Wastewster T.FE
Installation & Location_Eort Oaks  Alabawa.

Process

Titte_ConvenTional Trickline Filter

Design Feature

Ait. No. A

31 December 1986

LIFE CYCLE COST ANALYSIS
BASIC INPUT DATA SUMMARY

For use of this form, see TM 5-802-1; the proponent agency is USACE.

Criteria Reference HoD A o .
Date of Study (DOS) Y Principal Assumptions
Analysis Base Date (ABD) | Jan &7
Analysis End Date (AED) | Jan 1O
Midpoint of Construction | Jul 84
Actual
Beneficial Pfo;’:cted | Jan 85
Occupancy
Date (BOD) | Assumed | | |, ac,
for Anaiysis AR DY ]
p— _ 5ok Cash Flow Diagram
[ e s j
— 81
Annual Discount Rate , :,ég —% &? l q? | ﬁﬁ' ' G‘;b | 0{- O‘f ' -)‘? —
Differential Escalation ;
Type Rate per Year (%) 5ok :
of Cost Timetrame: Ju| - Jun - |
1
81-85 |85-0190-10 || |5 (Flek) « MAR (411K
[
Elect. 5.1% Kd 0.6% i GK)  (*naky  Elect. A (135K
Othey 0.00 0.00 | 0.00
150
200
B ¥1,670k
Note: Time lines dencte | Jul of :ear shown
Cost on ABD | Time Cost Incurred**
Cost Element X $x10° Actual Dates for Source(s) of Data
Us§xi0 Pl (i ?Jri‘#zsel:t)'
Taitial Investment Cost 1,670 | Jul &4 Enginear's Project Esfivate, |
J ~
Elect. 1% [Jul 85-1Jul09 BLAST Program Estimate
M3 R A6.7 [ Jul 85-1Jul 09 Enq. Est. - Packup Sheet

DA FORM 5605-3-R, DEC 86

*When 10 CFR436A Criteria Apply
**For Recurring Annual Costs, show date of first and last costs only.
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LIFE CYCLE COST ANALYSIS

31 December 1986

Project No. & Title PN 003 (FY 5+) Wasteater T B

PRESENT WORTH:
CONVENTIONAL APPROACH

For use of this form, see TM 5-802-1; the proponent agency is USACE,

ort”

Proceos
Al No.— A Title

Installation & Location

Ly i¢ A'a\n\mo,

Design Feature
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Project No. & Title PN Q0% (FT &4‘) Wastewater T €

installation & Location_foct_Qaks _ Alabawa
Design Feature Frocess

31 December 1986

LIFE CYCLE COST ANALYSIS
BASIC INPUT DATA SUMMARY

Alt. No._LTltle d : ‘ For use of this form, see TM 6-802-1; the proponent agency is USACE.
5i0‘03u| Contactore, (Rﬁ(a)
riteria Ref
ore o H&DA Principal Assumptions
Jate of Study (DOS) | Jan 82
Analysis Base Date (ABD) | J an B
Analysis End Date (AED) \J an |0
Midpoint of Construction 1 Jul 84
A |
Beneficial Pfc:r:cted 1 dan 85
%c::u;z;%cg) A d
ate ssume
o fralves | e 85 -50k Cash Flow Diagram
gt o g
S B W % 98 ol O JO
Annual Discount Rate 10% r~ {71 1 1. 11T 111t T1rT1r 71T 177 1T
ABD oD ! keo
Differential Escalation |
Type Rate per Year (%) 5ok '
of Cost Timeframe: Jul - Jun '
$2-85 |85-90190-10 0o :
Elect. 5.1% 1.4]| 0.6% Fuo) ! MR 7y (10K
Other 000 | 000 | 0.00 . (®20 § (1106 Elect ~ (14510
%0
200
, £2 ok
Note : Time lineo dendte | Jul of uear shown
Cost on ABD '_Time Cost Incurred* *
Cost Element RSx10 Actual Dates for Source(s) of Data
(18 x 108 Projected Analysis
Dates (If Different)*
Ioitial Tavestuedt Cost % (200 | Jul B4 Englnaer's Pﬂ:’idd Estimate.
7
Elect, \6.9 Jul 8- 14409 BLAST Prosrews Estimate
Ma R 120 Jul85 - [Jul 09 Eng Est. - Backup Sheet

DA FORM 5605-3-R, DEC 86

‘When 10 CFR436A Criteria Apply

* *For Recurring Annual Costs, show date of first and last costs only.
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PRESENT WORTH

LIFE CYCLE COST ANALYSIS
CONVENTIONAL APPROACH

For use of this form, see TM 5-802-1; the proponent agency is USACE.
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Installation & Location_Fort Oaks, Alabama

Alt. No._ B Title

Design Feature
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Project No. & Title PN 0% (FY 84) WastewaTer TE

Instailation & Location__For T Oakﬁ’ Blabama,

Design Feature Procecs

Alt. No._ & Title_Innovatiye, : Continuous
LooF Reactor

31 December 1986

LIFE CYCLE COST ANALYSIS
BASIC INPUT DATA SUMMARY

For use of this form, see TM 5-802-1; the proponent agency is USACE.

NAVA
Criteria Reference H & L A Principal Assumptions
Date of Study (DOS) | Jan 82
Analysis Base Date (ABD) { Jan 82
Analysis End Date (AED) | Jan 1O
Midpoint of Construction | Jul B4
Actual
Beneficial | Projected { Jan 85
Occupancy
Date (BOD) | Assumed | Jan ®5
a
for Analysis n Cash Flow Diagram

-50

DOE Region k_ﬁ_,}(_@'l-**‘_ es y
&L B [ a4 1% 0l oW 10
Annual Discount Rate T—~T TAT 1 T 1 | N T T T 1 74T T 1
ABD B0D ' ED
Ditferential Escalation )
Type Rate per Year (%) 50k :
of Cost Timeframe: Jul - Jun |
PL-85 18%-°0 190-10 100 :
Elect. 518% .41 0.l% !
Other o.00 | 0.0 0.00 X
1%0 |
(ig5K) | MER —y (185 k)
wo 7 (2106) _§(2125K) _ Elect. — (155K
1
#3500 k
Note. ! Time lines denote | Jul of uear Shown
- - *
Cost on ABD Time Cost Incurred
Cost Element X $x10 Actual Dates for Source(s) of Data
. s Projected Analysis
(J§x10 Dates (It Different)*
———
Tnitia| Tavesiwent Cost %20 | Jul &4 Enaineer’s Project Estimal
Elect. WAZ) | Jul 85- 1 Jul 09 BLAST  Proqraw Eshimate
M8 g 185 1Jul 85 - 1 Jul 00 Eng. Bst - Backup Sheet

DA FORM 5605-3-R, DEC 86

*When 10 CFR436A Criteria Apply
**For Recurring Annual Costs, show date of first and last costs only.
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PRESENT WORTH

LIFE CYCLE COST ANALYSIS
CONVENTIONAL APPROACH

For use of this form, see TM 5-802-1; the proponent agency is USACE,
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Title Tavovative, : Covtinumous

c

Project No. Title PN 003 (FY 54'1 wastewater TiF

Installation & Location Fort Oaks

Design ~a" -
Alt. No
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Project No. & Title PN 003 (FY 84) Whstewatey TE LIFE CYCLE COST ANALYSIS
s BASIC INPUT DATA SUMMARY

Alt. No._ D2 Title Conventional ; Land 6,9““, For use of this form, see TM 5-802-1; the proponent agency is USACE.
Trei yd’.'on
Criteria Reference
M &DA Principal Assumptions
Date of Study (DOS) | Jan 82
Analysis Base Date (ABD) | Jan 82
Analysis End Date (AED) | Jan 1O
Midpoint of Construction 1 Jul 84
Actual
Beneficial Pfo;:;:ted | Jan &5
Occupancg
Date (BOD) { Assumed | Jan 85
for Analysis _-50 Cash Flow Diagram
R e = )
T —— 8L &0 a0 oL 273 10
Annual Discount Rate T TTTT T q4r’ T qlb T T 1 T T 1
APD BoD | Aeb
Differential Escalation :
- Rate per Year (%) L 5ok \
lype 0 '
of Cost Timeframe: Jul - Jun | !
82-85 185-90 190 - 120 1(aLok> i MR (21.0k)
-1o0 K123k) (207 Elect: 3.5k
Elect. 51 | (4 | o6 M1 ) Blect —  (#3k>
Other p.oo | 000 | 0.00 5o
200
i F5,400k
Note : Time lines denote | Jul of uear shown
-
Cost on ABD Time Cost Incurred* *
Cost Element K $x 109 Actual Dates for Source(s) of Data
(18 x 108 Projected Analysis
x Dates (it Different)*
|
Toitial TavesTwent Cost® 5 400 | Jul &4 Enaneer’s Projcct Estimate
Elect 6.\ | Jul 85 - L dulA BLAST Prosram Estimate
ma R al.o 1Jul85- | JulA Enq. Eot. — chku'? Sheet
Lrl“(r{‘*‘(’f:' SO cvrer 3 iand ""'-((l' e rd
_

DA FORM 5605-3-R, DEC 86

*When 10 CFR436A Criteria Apply
**For Recurring Annual Costs, show date of first and last costs only. Sheet of
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LIFE CYCLE COST ANALYSIS

31 December 1986

Project No. & Title_CN 00% ( F(a“') Wastkwatey TFE
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CONVENTIONAL APPROACH

For use of this form, see TM 5-802-1; the proponent agency is USACE,
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LIFE CYCLE COST ANALYSIS

TM 5-802-1

Project No. & Title PN COB(FY8D) Wasteynter T.F
installation & Location_Ezct Oa.kc,; Alabavia,

7 SUMMARY
Design Feature Yroceso
For use of this form, TM 5-802-1; the proponen .
Date of Study | Jan 81 or use orm, see the prop t agency is USACE
ALTERNATIVES ANALYZED J
Present Worth B $x 103 [I$ x 10¢
No. Description/Title
Initial Energy M&R Other Total
A | Conventional Trickling Filter 2104 36 92 o 2882
| & | Tanowtive: RBe ~ 2657 B¢ 85 o 385 | i
¢ | Tanovetive i Cont. Loop Reactor | 76(( loL 151% o 4ol
| D [ Conventional Land Spray Lein. | 4155 149 @51 P 5055 |
| é
[ _ ]
ECONOMIC RANKING
Economic Advantages of Top-Ranked Alternative
B f
Rank Alternative No. & Title LCC (PW) Difference (ﬁ\tI,t‘I:: No. :‘,';‘n‘;'mg
(Dollars & Percent) Energy, étc.)
IZ : ;omemom\ _rf‘iokliv\ej Filter Lowest initial
waovative @ RO X
cost”
5 | ¢ ZInnovative @ Cowt. Keactor T, 000 ) 0% L 6a$1,’ e versy Lowest Lec
4 | D Conventional Land anu? I"'j‘ Consump‘l";on
L _

NARRATIVE SUMMARY
| KEY ASSUMPTIONS (Comments/Lessons Learned/Observations/Recommendations/Etc.)

Alternative, D would be a  wmove competitive,
alternative if %75 willion in ‘aumm_____

i |
e ed.
115% of PWeo¥ altevnative A = § 3314% |07

Key Participants - Name Discipline Organization Telephone No.

ohnsown , PE Sanitary /Envivon, Bnvironwmeatal Ena. (7_,05\ 516 - | DOO
Ken Williams, PE Mechanical Bnvivonmeifal Ewa. | (20%) 525-]000
Steve Smith, PE Electrical Brvivonmertal Ena. | (205) 525 - 1000
Bob Wask'-vxf\)Yva',PE civil Environmenta | E%. (20%) 525 - 00O

[ N R

DA FORM 5605-2-R, DEC 86
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31 December 1986 ™™ 5-802-1

APPENDIX B

TABLES OF FACTORS
FOR
PRESENT WORTH CALCULATIONS: CONVENTIONAL APPROACH

B-1. Tables B-1 and B-2 provide annual cash-flow-series equivalence factors—i.e., factors which make
it possible to compute the one-time-cost equivalent of an annual cash-flow series directly-for a series of
constant or uniformly escalating, annually recurring cash flows. These factors are presented as ratios of
(1) the magnitude of the equivalent one-time cost for the series (i.e., the PW of the series), at the time of
the first cash flow in the series, and (2) the magnitude of the first cash flow in the series. Table B-1 is
based on a 7 percent discount rate, and table B-2 is based on a 10 percent discount rate. The tables
cover differential escalation rates from -5 percent through +10 percent, including O percent, in 1 percent
increments. They provide equivalence factors for series of 1, 2, . ..30. 40, 45, and 50 annual cash flows
(payments, income, savings, etc.).

B-1



31 December 1986

T™ 5-802-1

o
(s1eah i) v\
aul, URE U W W W S VO S W1
n o ]
sieak jJo jaqunu = u
9jes JUNOISIp = p
ajes uoneIeISa jenuUe = 3
w p+ 1 A~ |
$ o+ = Adeum — D= 101084 22uajeainby jenuuy
uh -
:wesbeiqg mol4 ysed :uonenby
06 ¥ TL%°901696°18 99€°£9 000°05 060°0% €£9°TE TI0°LTZ 69L°TT S%9°61 8L8°91 L9L°%1 OOV°€1 IHL-T1 129°01 ¥89°6 ¢€68°8 «x 0§
GY ¥ LT1°88 S09°69 £29°SS 000°S% %/8°9¢ CIY°0€ L¥L°ST %€6°1Z 916°8T S0S°91 8SS*%1 0L6°T1 19911 TLS5°0T £69°6 %(8°8 «x SY
0% ¥ £€1°CL 81L°8S £€Z°8% 000°0% €0S°t€ 8%E€°8Z 1€£Z°%C €26°0C %%T°81 090°971 G9Z°%T LLL°TT1 GSE€S°1T1 68%°01 009°6 0%8°8 » 0%
Gt ¥ 91T°8S v6L°8Y% 8LI°1Y 000°SE T1L6°6C 658°ST %8%°TZ 00L°61 T6E°LT L9%°ST %S8°€T %6%°CT O%€°11 6S€°0T7 605°6 8Li°8 x» &t
0t ¥ 160°9% L%L°6€ %9%°%E 000°0€ 89Z°9C SZI*E€Z 0L%°0T 0T¢°81 80£°91 9L9°%1 8LT €T SL0°TT LLO°T1 9€1°0OT TSE°6 S99°8 x O
67 % 198°€Y 9L0°8€ YEI*LE 000°6C 905°ST 995°TT TEL0°0C 688°LT 8S0°91 88Y°%1 LET°ET OL6°1T1 656°01 8L0°0T 60£°6 €£9°8 «x 6T
87 x £69°1Y £SE€°9€ 9ELH°T1E 000°8Z [LEL"YT [G6°1Z Y8S°61 S¥S~LT 96L°ST 68T°%1 L86°T1 LS8°I1 €£.8°0T %#10°01 192°6 865°8 = 8¢
17 3 £85°6€ 80L°vE 1GG 0L 000°/7 T196°€7 9GL°1Z LTI°61 88I°/1 ZZG*CT 6£0°%1 9Z8°ZT1 %£L°I1 08/°0T £¥6°6 [0Z°6 [GS°8 x [T
9Z x 0£S°L€ 680°€€ LLT°6Z 000°9C BLI*E£T 9¥L°0C 6€£9°8T1 918°91 E€E€Z°ST 9S8°E€T %S9°21 TO9°TT 8L9°0T $98°6 8%1°6 <CTIS*8 » 9C
GZ ¥ WESSE T0S°TE S10°8Z 000°ST LB8L°ZZ 0T1°0Z 8YI°BT 0L%°91 T€6°%1 0T9°L1 69%°C1 8SY° 11 [95°01 6/.°6 180°6 19%°8 =» G
92 % C65°CT I%6°67 $9i°97 006°%Z 685°1C %8761 %5741 OL0°51 9i5°%1 65L°C1 TLT°C1 €0€°11 9yy°01 %85°6 (00°6 ¢€0%°8 % 4C
€T % £0L°TE O1%°87 LZS°ST 000°¢T €8.°0T 9€8°81 €TILT £19°ST 18Z°%¥T %OI°E1 T90°ZT 9€L1°IT E€IE°OT 08G°6 GZ6°8 6LL°8 » €T
ZZ ¥ 998°67 L06°9Z 00E°YZ 000°ZT O0L6°61 9L1°81 885°91 181°ST €€6°t1 €Z8°2Z1 9€8°1T1 SS6°01 891°01 %9%°6 €£8°8 992°8 «» T
12 » 6£0°8C ZE€Y°ST %80°LZ 000°1C 6%1°61 €O0S°L1 LE£0°9T1 TEL YT 99G°€T1 STS°CT %6411 6SL°0T OTO°OT Lte°6 0tlL*8 ¢€81°8 «» 1C
07 % O%€°9C €86°€C 6/8°1Z 000°0Z OZEL*8I LI8°9T 1LY%°ST S9Z°%I ZBI°ET OTZ°Z1 9€L€°TT1 8%S$°01 8£8°6 961°6 9I19°8 160°8 » 0T
61 ¥ 699°%Z 795°TT 989°0C 000°61 €8%°L1 811°91 688°%1 08L°ET 08L°T1 9/8°1T 6S0°1T1 0OZL°0T 6%9°6 1¥0°6 68%°8 986°L = 61
81 ¥ %00°€C 991°1Z %05°61 000°81 6€9°9T 90%°ST 68Z°%T 9LT €T [LSE°TT TTS°TT €£9L°0T1 £L0°0T %%%°6 0/[8°8 (%¢°8 698°L » BT
LT % YO%*1C 96L°61 TELEL 81 000°LTY 984°ST 189°%1 €L9°CT £6L°ZT1 YI6°IT L%1°11 L9%°01 908°6 612°6 1789°8 681°8 9tl°L » (1
91 » 8YR°61 16%"8T ZLI°L1 000°9T 9Z6°%1 T¥6°t1 8LO°LT OIZ°ZT 6411 0GL°OT 801°0T LIS°6  %.6°8 uL%*8 E£10°8 [8S°L ¥ 91
ST » ¥EE°81 L0741 7T6°91 G6GS1 £5G°91 881°C1 $8E°Z1 §¥S°11 196°071 62E-01 §%L°6 902°6 80.°8 yyI°8 SI8°L 619l &% ST
91 » 198°91 GE8°ST €88°%1 000°%T 181°€1 0Z%°C¢T %IL°11 8S0°T1 6%%°01 €88°6 BSL°6 698°8 %I%°8 166°L (6S°L 0LZ°L x %1
€1 » 8Z7°CT €96°%1 CCL°ET 000°ET S6Z°C1 ZE9°11 tTO°V1 677701 <Tis°6 1iv-6 €ve"8 SO0S°8  G60°8 Tii°L e5t°¢ LiGL » &1
T1 » SEO°%T1 wle*tl 9€9°ZI1 000°Zt TOY°11 0Y8°01 TIL°01 518°6 6%¢°6 116°8 66%°8 111°8 Lwl=L %Oyl 180°L [LLL°*9 ¥ T1
IT » 6£9°Z1 880°C1 6ZS°IT 000°TI 00S°01 820°01 185°6 8S1°6 6SL°8 18£°8 %70°8 989°L 99¢°L %90°L 8LL°9 L0S°9 = 11
01 » 19€°11 %8801 1t%°01 000°0T1 O06S°6 6616 8I8*8 GL%°8 6€1°8 618°L SIS°L 9I2°L 156°9 689°9 0%¥*9 ¢€0Z°9 «» O
6 » BLO°0OT £0L°6 %%t°6 000°6 1£9°8 96t°8 %60°8 G9/.°¢ 68y°L %IT°L 1L6°9 6ZL°9 L6Y%°9 SLZ°9 €90°*9 098°S » 6
8 » 1€£8°8 tvS$°8 (92°8 000°8 EyL*L 96%°L (ST°L 8T0°L L08°9 %6v°9 68t°9 T61°9 Z00°9 618°S €%9°S %l%°S ¥ 8
{3 L19°1 gO%er 881°L 000/ L08°9 6£79°9 gE€we9 79Z°9 2609 LZ6°C [9l°C ZT9°C  T9heC QIL°C C/1°C BE0°C x [
9 ¥ LE£%°9 (82°9 IvI*9 000°9 298°S LTL*S S6S°S  99%°S IPe°S 61Z°S 001°S %86°Y L8 19L°% %S9°% 6%S°% % 9
S % BBZS 061°S %60°S 000°S L06°% LI8°% [LTL*% 0%9°Y 9SSy OLY°% [8E°Y% 90t°Y¥ L2Z°% 6%1°% TL0°Y Ll66°t x G
w1009 Wity 9S0°% 000°%  yv6°t 6887¢ L8t i8i°t BITLtE $L5°C HISTE €L6tC €TSE Lyl yINTL SLLCC % %
£ ¥ S80°t 6S0°t 8Z0't 000°¢ TL6°T %%6°CT L16°T 688°2 798°C SEB°Z 808°C 1I8L°T GGL*T 8TL°T T0L°T 9L9°7T =» ¢
T ¥ 820°7 610°C 600°T 000°C 166°1 186°1 TL6°T £96°T1 £€$6°T %%6°1 S€6°1 626°1 9161 L06°T (68°1 888°1 =
T « 000°T 000°T 000°T 000°1 000°T 000°T 000°T 000°1 000°t 000°1 000°T 000°1 000°1 000°T 000°T 000°7T » I
SA1YYS 201 16 “%8 L z9 s i 49 [ 44 r44 20 - ) YAnd 45l r4 A F 4% S31394S
N1 °ON 41VY¥ NOILVIVOSH TTVANNV N1 °ON
%O, = 23DL JUNOISIP PNUUD — 5.1030D) 2ouapAINba $2125-MOY-YSDO PNUUY [-g 3)19D],



™™ 5-802-1

31 December 1986

o

(s1eak ul) \ /
[ [T} gra—— ....-..V__°<
\\
|
H sieak jo saquinu = u
H 3)el Junoasp = p
3jes uonejessa jenuue = 3
w 31¢ P+l LN b
s 3+ - AouUm ——— = 101084 3duajeainb3y enuuy
: -
:wesbeiq mol4 ysed :uonenby
0S » 000°0S %TE°0% 9ZO0°EE 999°LT SBI*€Z TSB 61 €TTLY LZI1°ST GEY*ELT1 1S0°ZT1 906°01 8%6°6 8€1°6 9%¥°8 8%8°L 62€°L » OS5
S% » 000°SY% 690°Lf %16°0€ ZO1°9Z LOE°ZZ B88Z°6T %98°91 668°%T O06Z°CET 096°T11 6%8°01 £16°6 9T1°6 TE%°8 OY8°L ¢eZt°L » SY
0% ¥ 000°0% 199°E€ 009°8C SE€S°¥T 06ZT°1T 8/S°8T1 68E°9T1 T8S*YT 6L0°CT 0ZB°IT LGL°0T1 Z$8°6 9.0°6 90%°8 €28°L E€IE°L » 0%
SE€ » 000°SE S60°0€ £90°9Z 9€L°TT 6L6°61 TB9°LT 6SL*ST I¥1°%1 TLL°ZT 909°11 609°01 0SL°*6 900°6 8S€°8 06L°L 06Z°L x» SE
0€ ¥ 000°0¢ T19£°9Z €8T°tZ T1£9°0C 8Y%%°81 16S°91 9T6°%T BZS L1 €ZEL°ZT B8LZ°TT OLEOT 9L(S°6 088°8 (9Z°8 SIL°L ¢t%Z°L » OF
6Z ¥ 000°67 %6S°ST S69°TC TTT°0T LO1°B1 16Z°91 6ZL°HT1 08E°€T 1T11Z°ZI %61°11 LOE°OT1 62ZS°6 Sv8°8 1%Z°8 90L°L 62Z°L % 62
8C ¥ 000°8Z 0TB°YZ L60°TT T9L°61 TSL°L1 0Z0°91 TZS*¥1 1TZZ°t1 060°ZT1 ZOT°TTI LET°OT LL%°6 908°8 11Z°8 ¢€89°L TI1Z°L «» 8T
LZ » 000°/Z REQ°YZ £8Z°6T 9RE°LT GELL°CT TOL-¥T ZCO°E1 09617 €OO°TT IQ1°QT £Iv°§  T0/°g Q/I°Q ggo*! €61 = !Z
9Z % 000°9Z 0SC°e? 008°8T1 €00°LT Le%°ST 690°%1 TL8°Z1 6I8°TT %68°0T LLO°0T %S€°6 CiL*8 O%1°8 629°L TL1°L » 9T
ST % 000°ST ¥SY°TT SEZ°0C 66Z°8T1 L09°91 YZ1°ST ZZB8*ET 8L9°T1 899°11 9/L°01 $86°6 T8Z°6 969°8 L60°8 96S°L 9Y¥1°L ¥ ST
%C ¥ 000°%C 0S9°1Z 16S°61 %8L°LT 961°91 L6L°%T TIS°ET TLY°ZT SOS°IT L99°0T1 £88°6 Z0Z°6 %658 8%0°8 8SS°L 911°L ¥ %
€T » 000°€T 0%8°07 9€6°8T1 SSZ LT 69L°ST 9S%°Y1 L(BZ°€T1 IST°TT 6ZEL°TT 90S°01 TLL°6 %Il*6 €26°8 €66°L YIS°L 1?280°L ¥ €T
T ¥ 000°CC TT0°0T 89Z°8T TIL°9T1 9ZE°ST %60°%T 966°C1 SI0°ZT G6ET°IT £SE°0T 6%9°6 SI10°6 SYv°8 0€6°L Y9%°L TY0~L ¥ TT
TZ » 000°1C 961°61 88S°LT T1SI°91 [98°%1 BIL°ET 889°T1 %9L°IT1 %€6°0% L81°01 %1S°6 906°8 96€°8 8S8°L LOY“L 966°9 ¥ 12
07 » 000°0C €£9€°81 S68°9T 9L6°ST O06€£°%T €TE ET TIETT 96%°T1 E€T1L*°0T S00°01 S9€°6 Y8L°8 LST°8 8LL°L 19e°L ¢€%6°9 ¥ 0O
61 ¥ 000°61 €ZS°LT 681°91 S86°%1 GS68°ET1 OT6°Z1 BIG°ZI 60Z°IT GS/%*01 808°6 10Z°6 6Y9°8 9%1°8 989°L 99Z°L 188°9 ¥ 61
81 » 000°81 %19°01 OLy°ST LLE°%T ZQC T LI%°771 €59°11 €06°01 QTZ°0T €65°6 II0°6 66%°8 120°8 I8S°¢ 6i1°L 608°9 % 81
LT ¥ 000°LT 8I8°ST BEL %1 ZSL°ET 6%8°Z1 %20°Z1 89Z°11 9LS°0T 1%6°6 8StL°6 vZ8°8 CLL°8 088°L %9%°L 180°L (LTL°*9 » L1
ST # 000°ST %56°%1 €66°t1 601°C1 962°C71 6%S°11 098°071 522°01 ¢%9°6 t0i°6 909°8 ivig €Ti°i OLEL<i £96°9 1i9°9 «» 9i
ST % 000°GT ZBO°9T1 €LZ°E1 6%%°T1 €TL°T1 1SO°II 6Z%°01 €£58°6 0Z€°6 S78°8 (9€°8 19%6°L 9ySL 6L1°L 8£8°9 02S°9 » 61
71 » 000°%71 ZTOZ°€1 09%°Z1 OLL*TV LZTI°T1 O€S°01 €£L6°6 SS%°6 ZL6°8 €2S°8 €01°8 ZIL°L Lye*L (l00°L 689°9 T6£°9 x #I
€1 » 000°€T YIE-ZT TL9°T1 TLO°TT1 OIS°*01 £€86°6 16%°6 0£0°6 86S°8 €61°8 YI8°L 8SY°L STI*L T18°9 BIS°9 €%Z°9 » €1
Z1 » 000°Z1 81%°11 0/8°0T %SE°OT 898°6 11¥°6 186°8 SLS*8 Y61°8 ¥%EB°L S6Y*L 9LI*L S/8°9 T166°9 €Z£°9 1/0°9 x ZI
TT » 000°T1T £15°0T £S0°01 919°6 €0Z°6 ZI8°8 1%%°8 060°8 8SL°L €%%*L SYI*L T98°9 ¥65°9 0%€°9 001°9 T1L8°S » 11
01 » 000°0T 109°6 0Ct°6 858°8 €158 %81°8 1TL8°L TLS°L 88Z°L LI0*L 6SL°9 E€1S°9 6LZ°9 9S0°9 €9%8°S 1I¥9°S ¥ Ol
6 = 000°6 089°¢ Zi£°@ @08 96L°!L 9I5°L 9Z°! §I8°L I8L°% €55°% SEL°S STI°S  §$T6°S EEi°S 695°S Eii°S % 6
8 » 000°8 0SL°L 60S°L (LLT°L €50°L [€£8°9 879°9 8IYv°9 %€2°9 8%0°9 898°S S69°S 626°S 89€°S E€1Z°S %¥90°S » 8
L % 000°L TI8°9 0£9°9 €6%°9 182°9 ST1°9 €S6°S L6L°S S¥9°S 86%°S SSE°S LIZ°S €80°S €S6°% LI8°% SOL°y ¥ (L
9 » 000°9 698°S HEL°S S09°¢S 08%°S 8SE°S 6€£Z°S £Z1°S 600°S 668°% 16L°% 989°% €8Sy E8%°y G8L°Y 06Z°Y ¥ 9
S ¥ 000°S 016°% 128°% GtL°*y 6%9°% 99G°% (8%°% €O%°Y YTE*Y 9%T°% OL1°Y G60°Y TZ0°% 0S6°t 6.(8°t 018°Ct » §
% » 000°% 9%6°t T68°t 6€8°t [BL°t SEL°E YB9°L YE9'L  YBC'L GECf [BY°E BEY'E  Z6E°E GYE'E 66Z°F WCZ°E u
€ x 000°t €.6°CT 9%6°Z 616°C 268°T 998°Z 6£8°T ¢€I8°C {8L°C 19L°T 9€L°T OIL°Z $89°Z 6S9°T %€9°CT 019°C «x ¢
Z » 000°CT 166°1 I86°1 ¢£L6°1 296°1T 6S6°T S%6°1 9€6°1 LZ6°T 816°T 606°T 006°1 168°T 788°1 ¢€/(8°1 %98°1T » T
I % 000°1T 000°1 000°1 000°1 000°T 000°T 000°T 000°1 000*T 000°1 000°T 000°% 000°T 000°T 000°T O000°T «» 1
S41¥ds 201 %6 8 Y44 29 b4y iy 49 )44 21 20 ra ke A 4 5d b4 A b4 %d S41¥4S
N1 °ON 41Vd NO11V'IVOS3 TVANNV N1 °ON

%000l = 2104 JUNOISIP PNUUD — 510390 2oudppammba sawds-moyf-ysvo pnuuy gZ-g 3190



31 December 1986

T™M 5-802-1

B-2. Table B-3 provides escalation factors for differential escalation rates from -5 percent through

- (sseahk i) u

c awn PO S T U T S W WS W S SO |
©

g 4
)

- uoNe|edsa JO sieadk Jo 1aquinu = y
% E ) $ ajes uoHE|BISI [BeNUUR = 3 AIYM ‘(@ + ) = 10104 uonejeasy
S :weibeig moj4 yse)d :uonenby
® GL* ¥ wLO°T £90°1 6S0°1 TSO°T Sw0°1 (L€0°T O0€0°T 2Z0°T ST0°T [LOO°I 000°T Z66°0 $86°0 (L6°0 0L6°0 796°0 «x GL°

: 0S* x 6%0°T %%0°1 6€0°T %€O0°I OQ€O°I SZO*T OZO°T SI0°T OT0°T S00°T O000°T S66°0 066°0 €86°0 086°0 SL6°0 «» 0S°

. SZ* » %20°1T ¢ZO°T 610°T LI0°T ST0°T ZI10°1 O10°1 £00°*T S00°T 200°I OQ00°1 L66°0 S66°0 266°0 066°0 [86°0 «x SZ°
o 0S » T6E°LTT8SE°%L T06°9% LSY°6T OTY°81 L9%°TT1 LOI°L ¥8t°y T69°C S%¥9°T 000°T S09°0 ¥9€°0 8IZ°0 OtI°0 LL0°0 ¥ 0OS

N SY ¥ 068°ZL LTE°8Y 0Z6°1E€ 2Z00°TIZ GS9L°C 686°8 18-S TBLE  8EY°Z S9S°T 000°T 9€9°0 €O¥Y°0 #STZ°0 6SI°0 660°0 »x S¥
— 0% » 6ST°SY 60%°TE€ STL*IZ %L6°%1 98Z°0 O0%0°L 108°% T9T°€ 80Z°T 68%°1 000°1T 699°0 997°0 96Z°0 S61°0 6CI°0 » OF
< S % ZO1°8Z %1%°07 SBL°%T LL9°0T 989°L 91S°S 9%6°¢ %I8°Z 000°Z LI¥*T 000°T €0L°0 €6%°0 %¥€°0 O0%Z°0 991°0 & St
y ————

. 0€ % 6Y%°L1 89Z°CT €90°0 ZI19°L €%L°S TTE°® EwZ°¢ LZY°T TIB°T 8%EL*1 O000°1 O0%L°0 S%$°0 109°0 %6Z°0 <SIT°0 «» OF
N 67 ¥ €98°ST ZLUI*ZT LI€*6 HII°L BIY*S 9T1°% 611°C [LSE°T 9LL°T1 SEE°T O000°T L9L°0 LSS°0 €I9°0 90€°0 9ZZ°0 » 67
— 8Z » 1ZY°YT L91°T1 £29°8 6%9°9 TII°S 0Z6°t 666°C 88Z°Z I¥L°T1 1ZE°T 000°T SSL°0 895°0 9Ty°0 6IE°0 8EZ°0 » 8T
< LT % OT1°C1 gyZ°OT 886°L %IZ°9 TIZB°Y €€L°€ €88°T 1IT°T LOL°T BOEL°T O000°T 79.°0 085°0 6E%°0 TEE°0 0SZ°0 » (LT
S 92 x 816°T1 66€°6 96€°L L08°S 6YS°% 96S°C TLL°T LS1°T €L9°T S6Z°1 000°1T OLL°0 165°0 €ESY°0 9%€°0 %9Z°0 » 92
Y— - —

o 67 ¥ GE£8°01 £29°8 8Y8°9 LTY°S T6Z°Y 98L°€ 999°7 »60°Z 1%9°1 I8T°1 000°7 8LL°0 €09°0 [9%°0 09€°0 ([LZ°0 ¥ ST
%) 9T % 0S8°6 T16°L 1IY%€°9 CLO°S 6%0°% SZZ°€ €96°7 €£0°Z 809°T O0LZ°T 000°T 98L°0 919°0 189°0 SLE°0 Z6Z°0 ¥ %T
.w €2 % ¥56°8 8GZ°L T1.8°S 1Iwl*% 0ZB°C TLO*E S9%°T 9wL6°T LIS°T (ST°1 000°T 96L°0 8Z9°0 96Y°0 T6E°0 (0€°0 » €T
'z TT % OY1°8 6S9°9 LE%"S O0€Ly*Yy %09°€ ST6°T OLE*T 916°T 9%S°1 sS¥Z°1 000°1 208°0 199°0 ZIS°0 LO%°0 4zZ€*0 =» 2T
%. 12 % 00%°L 601°9 %€0°S 1IvI°% O00%Y°€ 98L°C 6L2°C 098°T1 9IS°T 2€Z°T O000°T OI8°0 %S9°0 L2S°0 %IZ%°0 1%¢°0 » 12
.m 0Z % LZL°9 %09°S 199°% 08°t [0Z°E £69°T 1T161°T 908°T 98%°1 0zZ°1 O000°T 8I8°0 899°0 Yy$°0 Z9%°0 8SL°0 » 0T
= 61 % 9T1°9 Z%I°S 91ty (LI9°€  920°€ L2S°T LOV°T %SL°T1  LS%°1 80Z°T 000°1 9Z8°0 189°0 195°0 09%°0 [le°0 » 61
= 81 % 095°S LIL°% 966°€ O08€°€  9S8°T LO%°T 920°C TOL°T 8ZY*T 961°1 000°T S€8°0 S69°0 8.S°C 08%°0 L[6€°0 ¥ BI
2 L1 ¥ %50°S B8ZE°Y O0OL°€ 6SI°C  €69°T T6Z°T 8%6°T €S9°1T 00%°T #8l°T 000°1 €980 60/°0 965°0 005°0 8Iy°0 » (I
] 9T ¥ S6S°Y 0L6°C 9ZHE€ TS6°T 0%S°T €81°T €£8°T G09°T €L€°T €L1°1 000°t 1S8°0 %2L*0 %19°0 0Z5°0 0%y°0 » 91
|
Ney ST % LL1°% ZTY9°€ ZL1°*E 66L°T L6E°T 6L0°T 108°1 8SS°T 9%¢°T 191°T 000°T 098°0 6£L°0 €€9°0 I%S°0 ¢€9v°0 = SI
a 91 ¥ L6L°€ TVEE LE6°T 6LS°T 19T°C 086°T TEL°T E€1S°T  6IE°T 6%Y1°1 000°T 698°0 9$SL°0 €S9°0 G95°0 88%°0 » ¥I
= €1 % TSY°E 990°t 0ZL°T OIy*z €€1°Z 988°1 S99°T 69%°T %6Z°1 8E1°T 000°T 8(8°0 69.°0 €.9°0 885°0 €15°0 =+ ¢I
] T1 % 8E1°C €18°C BIS*T 2ST°T TI0°T 96L°T T09°T 9zZy*1 89Z°T LZI°T 000°T 988°0 SBL*0 %69°0 €19°0 0%s°0 » 1
e 10 ¥ £68°C 086°T Z€E-Z SOI°T 868°T OTL°T 6£S°T %8E°T  €%Z°T1 O9TI°T 000°T1 668°0 108°0 SIL°0 8€9°0 695°0 » 11
]
j—
m 0T «» %6S°T (9€°C 6S1°C (96°1 164°1T 6Z9°T 08%°T %%€°1  61Z°1 SOI°1 0Q00°T %06°0 LI8°0 ([EL°0 S99°0 665°0 » OI
- 6 x 8SE°Z TLI°CT 666°1 B8E8°1 689°1 16S°T €ITY*I SOE*T S6I°T %60°T 000°T %16°0 %€8°0 09L°0 €69°0 0€9°0 #» 6
e 8 ¥ YYI°T £66°1 1S8°1 8IL°T 965 T LL%*1 69€°1 [9Z°T TLI°1 €80°1 000°1 €76°0 1$8°0 ¥8L°0 1ZL°0 £99°0 » 8
@ L % 6%6°T 8Z8°T YIL°T 909°T  %0S°T LO%°T 9¥E°T OLZ°1 6%I°T TL0°1 O000°T 2£6°0 898°0 808°0 1ISL°0 869°0 » L
m 9 ¥ TLLT LL9°T (8S°1 106°1 6T%°1 O%e°T S9Z°1 %6I°1 9ZI°T Z90°T 000°T 1%6°0 988°0 €€8°0 €8L°0 GEL°0 » 9
o
- S TI9°T 6£S°T 69%°1 €0%°T 8C€E°T 9LZ°T LIZ°T 6SI°T  %0I°T1 1SO0°T 000°I 166°0 %06°0 6S8°0 SI8°0 %.L°0 » S
% % Y991 ZIY*1 O09€°T TI€°T  29Z°T 9IZ°T OL1°1 9zZI°I Z80°I 1I%0°1 O000°T 196°0 Z26°0 688°0 6%8°0 SI8°0 » ¥
k= € » TEE°T G6Z°1 09Z°1 <zZ°i 161°1 8S1°T STI°T €60°1 190°Y O€0°T 000°T 0L6°0 1%6°0 €16°0 $88°0 (S8°0 » ¢
- T % 0IZ°1 g8I°T 991°T SwI*T %ZI*l TOI°I Z80°T 190°T O0%0°I 0ZO°I 000°1 086°0 096°0 1%6°0 7i6°0 €06°0 » T
c T % 001°T 060°T 080°T O0L0°T 090°1 0S0°1 O%0°I 0€0°I 0201 O0I0O°I 000°1 066°0 086°0 0.6°0 096°0 0S6°0 » 1
S .
L.
o 4 41VIVOS3 201 26 18 i 29 43 Iy 49 b 44 4! 20 21~ 44 1€~ 9= 2S- FIVIVOSE
o % N1 {AVIAX 4LV NO1LVIVOSE TVANNV 0L S¥Vax
w >
+ B

5.10390f uonvISH £-g 21901

B-4



T™M 5-802-1

Table B-4 provides discount factors for discount rates of 7 and 10 percent for discounting

periods of 1/4, 1/2, . .. 3/4, 1, 2, 30, 40, 45, and 50 years.
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The proponent agency of this publication is the Office of the
Chief of Engineers, United States Army. Users are invited to
send comments and suggested improvements on DA Form 2028
(Recommended Changes to Publications and Blank Forms) direct
to HQDA (DAEN-ECE-G), WASH, DC 20314-1000.

By Order of the Secretary of the Army:

JOHN A. WICKHAM, Jr.
General, United States Army
Official: Chief of Staff

MILDRED E. HEDBERG
Brigadier General, United States Army
The Adjutant General

DISTRIBUTION:

To be distributed in accordance with DA Form 12-34B, requirements for TM 5-800-1: Construction
Criteria for Army Facilities.



Project No. & Title LIFE CYCLE COST ANALYSIS

e SAVINGS-TO-INVESTMENT RATIO (SIR)
’ & DISCOUNTED PAYBACK CALCULATION

Baseline System

Investment For use of this form, see TM 5-802-1; the proponent agency is USACE.
_ N
SIR Calculation Discounted Payback Calculation
Element of System Type of _ Trial Values of Post-BOD Analysis Period, n(years)
Calculation Cost/Benefit n = n = n = n = n =
Energy/Fuel
PW of Base- [other 0am
Operating &
Maintenance Total
Costs Energy/Fuel
0 $x10 | '
C1$x105 | ment | Other O&M
Total
A ] Net Savings I
Initial (MCP)
Replacements
B"ansee- Terminal
Other
PW of
Capital | Total Net
Costs
(18 x 109 Initial (MCP)
1§ x10¢ Replacements
Invest- i
ment Terminal
Other
Total Net
A I Extra Investment ]
SIR A Net Savings T
Extra Investment %
A = This Sifi — 1.0 !5/; !
B = This SIR — Last SIR* 7
#iea):tn C = Ratioof Ato B /
(¥:::-:) D = Lastn* — This n /
E = Productof C & D /
F = Nextn = Thisn + E

DA FORM 5605-1-R, DEC 86

*In calculating First Trial n Value for Discounted
Payback Calculation, Use Last SIR = Last n = 0. Sheet of




Project No. & Title

installation & Location

Design Feature

Date of Study

LIFE CYCLE COST ANALYSIS

SUMMARY

For use of this form, see TM 5-802-1; the proponent agency is USACE,

ALTERNATIVES ANALYZED
Present Worth | 1 $ x 103 |1 $ x 10
No. Description/Title
Initial Energy M&R Other Total
ECONOMIC RANKING
Economic Advantages of Top-Ranked Alternative
. . Basis for
Rank Alternative No. & Title LCC (PW) Ditference (gtit‘,':.l- No. 1 Ranking
(Dollars & Percent) Energy, E'tc.)
NARRATIVE SUMMARY
KEY ASSUMPTIONS (Comments/Lessons Learned/Observations/Recommendations/Etc.)
e ————————e |
Key Participants - Name Discipline Organization Telephone No.

Iss————————————————

DA FORM 5605-2-R, DEC 86

Sheet




Project No. & Title

Installation & Location

LIFE CYCLE COST ANALYSIS

Design Feature

BASIC INPUT DATA SUMMARY

For use of this form, see TM 5-802-1; the proponent agency is USACE.

Criteria Reference

Date of Study (DOS)

l

Principal Assumptions

Analysis Base Date (ABD)

Analysis End Date (AED)

Midpoint of Construction

Actual
Beneficial | Projected
Occupancy
Date (BOD) | Assumed
for Analysis

Annual Discount Rate

Cash Flow Diagram

of

Ty

e
ost

Ditferential Escalation
Rate per Year (%)

Timeframe:

Cost on ABD Time Cost Incurred**
Cost Element [1$x10° Actual Dates for Source(s) of Data
Projected Analysis
18 x 100 Dates (If Ditterent)”

DA FORM 5605-3-R, DEC 86

*When 10 CFR436A Criteria Apply
* *For Recurring Annual Costs, show date of first and last costs only.

Sheet

of




LIFE CYCLE COST ANALYSIS

Project No. & Title

Installation & Location

PRESENT WORTH
CONVENTIONAL APPROACH

For use of this form, see TM 5-802-1; the proponent agency is USACE.

Design Feature

Title,

Alt. No
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Project No. & Title

Installation & Location

Design Feature

Ait. No Title

For use of this form, see TM 6-802-1; the proponent agency is USACE,

LIFE CYCLE COST ANALYSIS

PRESENT WORTH:
ONE-STEP APPROACH

11¢x103| Years Cost One Step | Present Criteria Reference l
One-Time Costs from on Adj.Factor Worth
(1$x10¢ ABD ABD Table 1 on ABD Analysis Base Date (ABD)
Analysis End Date (AED)
Midpoint of Construction
BOD for Analysis
Annual Discount Rate |
Differential Escalation
T"é’e Rate per Year (%)
of Cost Timeframe:
[ 3 Total Annual Total ; tor* Present
Annual Costs fj $x10 No. of Cost Nominal Cost One Step Adjustment Fac cfr Worth
(18 x10¢| payments on ABD on ABD Table Factor x DOS Correction on ABD

Net Present Worth:

Initial Costs  Energy/Fuel Costs M&R Costs Other Costs Total |
+ + + =

DA FORM 5605-5-R, DEC 86

“Use One-Step Table 2 for M&R costs (e

Use One-Step Table 3 for energy/fuel costs (e = prescribed e value).

=U.5. G.P.0. 1987-171-462

0).

Sheet of




